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Choice of Material:

Control Mechanism Housing: zink die-cast, fzb or AC4605
Gear: acid proof stainless steel

Spring: stainless steel

Rod Guide: zink die-cast, fzb or AC4605

Compression Plate: zink die-cast, fzb or AC4605

Latch Point Base: zink die-cast, fzb or AC4605

Rivet: steel,fzb or acid proof stainless steel

Rollers: brass, nickle platted

Rod: maind steel, fzb or acid proof stainless steel
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Choice of Material:

Control Mechanism Housing: zink die-cast, fzb
Gear: acid proof stainless steel

Spring: stainless steel

Latch Point Housing: acetal polymer

Roller Cam: steel sheet-metal, fzb

Roller: glass reinforced polyamide

Rivet: steel, fzb

Bolt: zinc die-cast, fzb

Rod: maind steel
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Vision Qutside Vision Inside
1. Mount the latch points on the door frame. 1. Cut the rod in right length.
2. Cut therod in right length. 2. Place a single latch point housing at right cut-out on the rod.
3. Place the compression plates in right cut-out on the rod. 3. Put the roller cam gear in same cut-out.
4. Put the rod guide around the each compression plate. 4. Take the other housing and snap them all together.
5. Mount the control mechanism in adequate cut-outs on the rod. 5. Mount the control mechanism in adequate cut-out on the rod.
6. Install the system on the door. 6. Install the system on the door.
) 20729. 994999 ) 20729.99+999
20799. 994999 # 20799. 99+999 #
* ! 20229> * 20=92992 @
20239> # ! # #
* ! 20229. 97 * 20722997
! 20239. 97 # ' 20792997 #
* ! 20229. 92 * ! 20229=
" ( ( 20239. 92 # ' 20239= #
* ! 20229=
' 20239= #
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Cutout for Handle

Type of the Pivot Shaft Standard Highlander Door Thickness

For cam/round rods, 180 degree 1 4 (inch)
For cam/round rods, 90 degree counter-clockwise 2 5 1 0,8-15 0.315 - 0.059
For cam/round rods, 90 degree clockwise 3 6 2 16-25 0.060 — 0.098
For control mechanism (Vision Outside & Inside) 8 7 3 2,6-35 0.100 - 0.137
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Square 6

20
Slotted

08 09
Square 7

41 49
Slotted 3mm
Recessed Slotted

Square 8

10 12 i3 14 19
Square 8 Triangle 7 Triangle 8  Triangle 10  Triangle 10/
/ slotted

18 48 23 01 22
Daimler 8mm Hexagon Hexagon 11 8mm
Benz Recess Recess

24 16
ES3 3mm pin

21 47

10mm
Recess

8mm Recess
Hexagon /

| ——I

17

5mm pin

27

Crown

>>> Note: This handle is also available in Highlander performance. It contains zinc die-cast handle (16) and acid proof stainless steel insert 01, 41 or 47! <<<
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Zinc Die-Cast
e-coated
Powderpainted

Nylon
PA6 GF30

2

Nylon
PA6 GF30

2
YES
See
the separate
table!
9
NO

27 black chromated

20 zinc, chrome plated

2= zinc, black e-coated

2 2
YES
7
9
0 NO

H 2. zinc, powderpainted

09 stainless steel

?9 acid proof stainless steel

The above
illustration
demonstrates the
various inserts
available for this
handle.

YES
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2.

Zinc Die-Cast
e-coated
Powderpainted

Nylon
PA6 GF30

2

Nylon
PA6 GF30

YES

NO

See
the separate table!

YES

72  with barrel, keyed alike 1L101

77  with barrel, keyed to differ
Master key available

NO

70  with barrel, keyed alike 1L1333

. 9 for Profile Cylinder

=999 with Blind Plug
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