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QUARTER-TURN and EN14001:2004 by BSI.
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COMPLETE VIBRATION RESISTANT
QUARTER-TURN LATCH - 18 mm (+) comBl

Example: Housing - chrome plated A=28 B=4, zinc nut, insert Nuts:

g square 8 - chrome plated, IP65-assembled, cam - zinc plated SN = Standard nut.
i',.;’ H=22 mm L= 45 mm = P/N 2412-005250-2245. EN = Earthing nut.
E Protection degree IP65 is achieved by an O-ring on the insert ~ MATERIAL:
§ and a flat gasket on the housing Housing: Zinc die-cast, chrome plated, black texture powder
= Stainless version: Page 6-110a. coated, zinc plated with black PA6 collar or glass fibre reinfor-
Note: On request, we can also supply the housing with an ced polyamide PA6, black.
g integrated foamed PUR-gasket to simplify assembly on your Standard and Earthing nut: Zinc die-cast, zinc plated.
2 application. Insert: Zinc die-cast, chrome plated or black texture powder
£ coated.
§ Housings: Page 2-021. Cam and screw: Steel, zinc plated.
Inserts: Page 2-022. Washer: Stainless steel (304).
Knobs and handles: Page 2-360.
Cams: Page 2-481, 2-491, 2-510 and 2-520.
8 Keys: Page 2-370 and 2-372.
= CREATE P/N FOR COMPLETE VIBRATION RESISTANT
QUARTER-TURN LATCH - 18 mm (AAAA-BCCDEF-GGGG)
3 AAAA- Housing B [ Nut| CC Insert D | Surface | E | Assembly | F | Cam | -GGGG Hr/nLn:n
s
> AN IP54 - not
= 2412- | rome plated | O SN | O1 | Square 6 2 | Chrome | O 0 | Steel | -0000 | 00/45
3 assembled
» A=28, B=4
PA6 - black IP65 - not
= 2415- A=28, B=4 1] EN | 03| Square 7 6 | Black 1 assembled -0445 | 04/45
Q
5 Zinc - black IP54 - en-
Tg’ 2416- A=28, B=4 05 | Square 8 2 closed cam -0645 | 06/45
- Zine = ch- IP65 - en-
2422- X):éezplBai%d 07 | Square 8 - slotted S closed cam -0845 | 08/45
3 PA6 - black P54 -
'§ 2425- A=32. B=6 08 | Square 8 / M6 4 assembled -1045| 10/45
wv
Zinc - black IP65 -
2426- A=32. B=6 11 | Square 8 - recessed 5 assembled -1245 | 12/45
Zinc - plastic
2442- | collar A=28, 14 | Triangle 7 -1445 | 14/45
B=4
15| Triangle 8 -1645 | 16/45
16 | Triangle 10 -1845| 18/45
17 | Triangle 10/ M5 -2045 | 20/45
18 | Triangle 10 / M6 -2245 | 22/45
19 | Triangle 10 / SEN -2445 | 24/45
Triangle 10 - radius
21 (ES3) -2645 | 26/45
22 | Double Bit 3 -2845 | 28/45
24 | Double Bit 5 -3045 | 30/45
26 | Slotted -3245 | 32/45
28 | Slotted with arrow -3445 | 34/45
29 | Slotted recessed -3645 | 36/45
31 | Hexagon 8,5 -3845 | 38/45
32 | Hexagon 11 -4045 | 40/45
34 | Recessed hexagon 8 -4245 | 42/45
35 | Recessed hexagon 10 -4445 | 44/45
36 | Recessed hex8/3 4645 | 46/45
mm pin
37 | Solid (plug) -4845 | 48/45
39 | Triangle 10 - radius -5045 | 50/45
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COMPLETE VIBRATION-RESISTANT
QUARTER-TURN LATCH - 18 mm (+) comsl

A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring is
placed on the insert and a flat gasket on the housing. Can be supplied un-assembled, pre-assembled with enclosed cam or
completely assembled.

Note: On request, we can also supply the housing with an integrated foamed PUR-gasket to simplify assembly on your
application.
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Certified according to 1SO 9001:2008

and EN14001:2004 by BSI.

All products ROHS-compliant.

Copyright © 2014, Industrilas i Néssjo AB.

QUARTER-TURN

LATCHING SYSTEMS

_—
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Max 8

— .
. Universal LH / RH

HOUSING FOR VIBRATION RESISTANT
QUARTER-TURN LATCH - 18 mm

Universal clockwise or counter-clockwise
rotation when opening / closing, HOUSING FOR VIBRATION RESISTANT

Supplied with nut.

QUARTER-TURN LATCH - 18 mm

I . Surface
Earthing nut is recommended for all PIN Description | Material | .o cni Nut Al B
applications where electricity is - -
connected. 211301-IB | Housing Zinc Chrome | Standard 28 | 4
_ . 211302-1B [ Housing Zinc Chrome | Earthingnut | 28 | 4
gg?r']ngfeséﬁifg;;aﬁis;lplaéé 2.020a. |211305-1B | Housing Zinc Chrome | Standard 32| 6
Inserts: Page 2-022. 211306-I1B | Housing Zinc Chrome Earthingnut | 32 | 6
g?é% Page 2-481, 2-491, 2-510and 5976071718 | Housing Zinc Black | Standard 28 | 4
211602-1B | Housing Zinc Black Earthing nut 28 | 4
MATERIAL: 211605-I1B | Housing Zinc Black Standard 32 6
Housing: Zinc die-cast, chrome plated, 211606-1B Housing Zinc Black Earthing nut 32 6
black texture powder coated, zinc plated [ 215032-1B | Housing PAG _ Standard 28 | 4
with black PA6 collar or glass fibre rein- -
forced polyamide PAG6. 215033-IB [ Housing PAG - Standard 32| 6
Standard or Earthing nut: Zinc die-cast, i )
Jine plated. & 219150-18 | HOUSINEPAS | 7incipag : Standard 28 | 4
219151-1B g'oolf;r'”g’ PAG | Zinc/Pa6 ; Earthing nut | 28 | 4

2-021
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI.

QUARTER-TURN
LATCHING SYSTEMS

¢,

All products ROHS-compliant.
Copyright © 2014, Industrilas i N&ssjo AB.
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INSERT FOR VIBRATION RESISTANT
QUARTER-TURN LATCH - 18 mm

ssajuiels

Inserts with chrome plated or black texture powder coated MATERIAL:
surface. Each insert is supplied with fixing screw and washer. Insert: Zinc die-cast, chrome plated or black texture powder
coated.

Complete latch assembly: Page 2-020a.
Housings: Page 2-021.
Cams: Page 2-481, 2-491, 2-510 and 2-520.

Screw: Steel, zinc plated.
Washer: Stainless steel (304).

Stainless inserts: Page 6-112.

INSERT FOR VIBRATION RESISTANT QUARTER-TURN LATCH - 18 mm

PIN, PIN, Description D_r a- PN, PN, Description D_r a-
chrome black wing chrome black wing
221301-1B | 221601-IB | Hexagon 11 1 221318-I1B [ 221618-IB | Daimler Benz 14
221307-1B | 221607-1B | Square 6 2 1221320-1B | 221620-1B | Slotted 15
221308-1B | 221608-1B | Square 7 3 | 221321-IB | 221621-1B | Recessed hexagon 10 16
221309-1B | 221609-IB | Square 8 4 |221322-1B | 221622-1B | Recessed hexagon 8 17
221310-IB | 221610-1B | Square 8 / slotted 5 1221323-I1B | 221623-1B | Hexagon 8,5 18
221311-IB | 221611-IB | Square 8/ M6 6 |221324-1B|221624-1B | ES 3 19
221312-1B | 221612-IB | Triangular 7 7 1221326-1B | 221626-1B | Blind plug 20
221313-IB [ 221613-IB | Triangular 8 8 |221328-1B | 221628-IB | Triangular 10 / M5 21
221314-1B | 221614-IB | Triangular 10 9 |221341-1B | 221641-1B | Slotted, recessed 22
221315-1B | 221615-IB | Triangular 10 / M6 10 |221347-1B | 221647-I1B | Recessed hex 8 / 3 mm pin 23
221319-1B | 221619-IB | Triangular 10 / SEN 11 |221348-1B | 221648-IB | Recessed square 8 24
221316-1B | 221616-IB | Double Bit 3 12 | 221349-1B | 221649-IB | Slotted 3 25
221317-1B | 221617-1B | Double Bit 5 13 [221351-IB | 221651-IB | Sthim Energy 26
221339-1B | 221639-IB | Triangle 10 - radius 27

Industrilas
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Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.

(+) comBl
COMPLETE QUARTER-TURN LATCH - POLYAMIDE - 18 mm

Example: Housing - polyamide PA6 A=32 B=6, zinc nut, insert Housings: Page 2-026.

square 7 - polyamide PA6, IP65-assembled, cam - zinc plated Inserts: Page 2-027.

H=22 mm L=45 mm = P/N 24325-003550-2245. Cams: Page 2-480, 2-490, 2-510 and 2-520.
Keys: Page 2-370 and 2-372.

Protection degree IP65 is achieved by an O-ring on the insert

and a flat gasket on the housing MATERIAL:

Housing: Glass fibre reinforced polyamide PA6, black.
Nuts: Nut: Zinc die-cast, zinc plated.
SN = Standard nut. Insert: Glass fibre reinforced polyamide PAG6, black.

Cam: Steel, zinc plated.

CREATE P/N FOR COMPLETE QUARTER-TURN LATCH - POLYAMIDE - 18 mm

(AAAA-BCCDEF-GGGG)

Mate-
rial

2325- | PAG6, black | O | SN | 03 | Square 7 5 PAG
05 | Square 8

15 | Triangle 8
22 | Double Bit 3
24 | Double Bit 5
26 | Slotted

H/L in
mm

IP54 - not assembled | O | Steel | -O000 | 00/45
IP65 - not assembled -0445 | 04/45
IP54 enclosed cam -0645 | 06/45
IP65 enclosed cam -0845 | 08/45
IP54 - assembled -1045 | 10/45
IP65 - assembled -1245 | 12/45
-1445 | 14/45
-1645 | 16/45
-1845 | 18/45
-2045 | 20/45
-2245 | 22/45
-2445 | 24/45
-2645 | 26/45
-2845 | 28/45
-3045 | 30/45
-3245 | 32/45
-3445 | 34/45
-3645 | 36/45
-3845 [ 38/45
-4045 | 40/45
-4245 | 42/45
-4445 | 44/45
-4645 | 46/45
-4845 | 48/45
-5045 | 50/45

AAAA- Housing B | Nut | CC Insert D Assembly F Cam | -GGGG

gldh|lwWIN|—]|O| m
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S
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(+) comsl
COMPLETE QUARTER-TURN LATCH - POLYAMIDE - 18 mm

A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring and flat
gasket are applied. Can be supplied un-assembled, pre-assembled with enclosed cam or completely assembled.
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Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.
All ducts ROHS- liant.
L AT C H I N G S Y S T E M S Copyright © ZOIg?I:gusstrilés i I(\:l(é)irsnslj)iilaAnB.
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POLYAMIDE HOUSING FOR QUARTER-TURN LATCH - 18 mm

Polyamide housing with external limitation of the rotation. MATERIAL:
Universal clockwise or counter-clockwise rotation when Housing: Glass fibre reinforced polyamide (PA6), black.
opening / closing. Supplied with nut. Nut: Zinc die-cast, zinc plated.

Inserts: Page 2-027.
Cams: Page 2-480 and 2-490.

SN = Standard nut.

POLYAMIDE HOUSING FOR

QUARTER-TURN LATCH - 18 mm
P/N Description Material Nut
215033 Housing PA6 SN

M m (-]
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S
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POLYAMIDE INSERT FOR QUARTER-TURN LATCH - 18 mm

Polyamide inserts for external limitation of the rotation. POLYAMIDE INSERT FOR

Each insert is supplied with spring and screw.

QUARTER-TURN LATCH - 18 mm

Housings: Page 2-026. P/N Description Drawing
Cams: Page 2-480, 2-490, 2-510 and 2-520.

225008 Square 7 1
Stainless inserts: Page 6-112. 225009 Square 8 2
MATERIAL: 225013 Triangular 8 3
Insert: Glass fibre reinforced polyamide (PA6), black. 225016 Double Bit 3 4
Spring and screw: Steel, zinc plated. 205017 Double Bit 5 5

225020 Slotted 6

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92




Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y s T E M S Copyright © 2014, Industrilas i Néssjo AB.
COMPLETE VIBRATION RESISTANT @COMBI
. QUARTER-TURN LATCH - 12 mm
?,.;’ Example: Housing - chrome plated A=28 B=4, zinc nut, insert Housings: Page 2-041.
2 square 8 - chrome plated, IP65-assembled, cam - zinc plated  Inserts: Page 2-042.
= H=22 mm L= 45 mm= P/N 2402-005250-2245. Knobs and handles: Page 2-360.
§ To achieve protection degree IP65, an O-ring is placed on the  Cams: Page 2-481, 2-491, 2-510 and 2-520.
= insert and a flat gasket on the housing. Can be supplied un- Keys: Page 2-370 and 2-372.
assembled, pre-assembled with enclosed cam or completely
g assembled. MATERIAL:
2 Housing: Zinc die-cast, chrome plated, black texture powder
£ Note: On request, we can also supply the housing with an coated or zinc plated with black PA6 collar.
g integrated, foamed PUR-gasket to simplify assembly on your Standard and Earthing nut: Zinc die-cast, zinc plated.
application. Insert: Zinc die-cast, chrome plated or black texture powder
Nuts: coated.
SN = Standard nut. Cam and screw: Steel, zinc plated.
8 EN = Earthing nut. Washer: Stainless steel (304).
= CREATE P/N FOR COMPLETE VIBRATION RESISTANT
QUARTER-TURN LATCH - 12 mm (AAAA-BCCDEF-GGGG)
3 AAAA- Housing B [ Nut | CC Insert D fSur- E Assembly F| Cam | -GGGG H in
= ace mm
Q. .
w0 Zinc, chrome Ch- IP54 - not as-
£ 2402- plated O | SN | O1 | Square 6 2 rome 0 sembled 0| Steel | -0000 | --
a IP65 - not as-
2406- | Zinc - black 1| EN | 03 | Square 7 6| Black | 1 sembled -0245 2
3 2430 | Zinc with plastic 05 | square 8 5 | P54 - enclosed 0445 | 4
3 collar g cam
8
£ 07 | square 8, slotted 3 | IP65 - enclosed 0645 | 6
cam
08 | square 8/ M6 g | IFon - 0845 | 8
" assembled
o
£ 11 | Recessed square 8 5 Ies - -1045 | 10
b assembled
14 | Triangle 7 -1245 | 12
15 | Triangle 8 -1445 | 14
16 | Triangle 10 -1645 | 16
17 | Triangle 10 / M5 -1845 18
18 | Triangle 10/ M6 -2045 | 20
19 | Triangle 10 / SEN -2245 | 22
Triangle 10 radius
21 (ES3) -2445| 24
22 | Double Bit 3 -2645 | 26
24 | Double Bit 5 -2845 | 28
26 | Slotted -3245 | 30
28 | Slotted - recessed -3245 | 32
og | 3 mm slotted 3445 | 34
recessed
31 | Hexagon 8,5 -3645 | 36
32 | Hexagon 11 -3845 | 38
Recessed hexa-
34 gon 8 -4045 | 40
35 Fl{(e)cessed hexagon 4245 | a2
36 gecesseq hex 8 / 4445 | 44
mm pin
37 | Solid (plug)
39 Triapgle 10 -
radius

M m (-]
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COMPLETE VIBRATION RESISTANT
QUARTER-TURN LATCH - 12 mm (+) comsl

A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring is
placed on the insert and a flat gasket on the housing. Can be supplied un-assembled, pre-assembled with enclosed cam or
completely assembled.

Note: On request, we can also supply the housing with an integrated foamed PUR-gasket to simplify assembly on your
application.
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Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.
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HOUSING FOR VIBRATION RESISTANT
QUARTER-TURN LATCH - 12 mm (+) comBl

Vibration resistant housings with internal limitation of the rota- Complete latch assembly: Page 2-040a.

tion. Universal clockwise or counter-clockwise rotation when Inserts: Page 2-042.

opening / closing. Supplied with nut. Cams: Page 2-481, 2-491, 2-510 and 2-520.

Earthing nut is recommended for all applications where MATERIAL:

electricity is connected. Housing: Zinc die-cast, chrome plated, zinc plated with black

PA6-collar or black texture powder coated.
Standard and Earthing nut: Zinc die-cast, zinc plated.

HOUSING FOR VIBRATION RESISTANT
QUARTER-TURN LATCH - 12 mm

P/N Description Material tlil;;f:\git Nut
211301-12IB Housing Zinc Chrome Standard
211302-121B Housing Zinc Chrome Earthing nut
211601-12IB Housing Zinc Black Standard
211602-12IB Housing Zinc Black Earthing nut
219150-12IB Housing/PA6 collar Zinc/PA6 - Standard
219151-12IB Housing/PA6 collar Zinc/PA6 - Earthing nut

M m (-]
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Certified according to ISO 9001:2008

and EN14001:2004 by BSI.

All products ROHS-compliant.
Copyright © 2014, Industrilas i N&ssjo AB.
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QUARTER-TURN
LATCHING SYSTEMS

INSERT FOR VIBRATION RESISTANT

QUARTER-TURN LATCH - 12 mm

7

Inserts with chrome plated or black texture powder coated
surface. Each insert is supplied with fixing screw and washer.

Complete latch assembly: Page 2-040a.
Housings: Page 2-041.
Cams: Page 2-481, 2-491, 2-510 and 2-520.

INSERT FOR VIBRATION RESISTANT QUARTER-TURN LATCH - 12 mm

MATERIAL:

Insert: Zinc die-cast, chrome plated or black texture powder

coated.

Cam and screw: Steel, zinc plated.
Washer: Stainless steel (304).

P/N, chrome P/N, black Description v[:lrsg P/N, chrome P/N, black Description vlelrr?g
221301-12IB | 221601-12IB | Hexagon 11 1 |[221318-12IB [ 221618-12IB | Daimler Benz 14
221307-12IB | 221607-12IB | Square 6 2 |221320-12IB [ 221620-12IB | Slotted 15
221308-121B | 221608-12IB | Square 7 3 |221321-12IB | 221621-12IB | Recessed hexagon 10 | 16
221309-12IB | 221609-12IB | Square 8 4 | 221322-12IB | 221622-12IB | Recessed hexagon 8 17
221310-12IB | 221610-12IB | Square 8 / slotted 5 | 221323-12IB | 221623-12IB | Hexagon 8,5 18
221311-12I1B | 221611-12IB | Square 8 / M6 6 |221324-12IB | 221624-12IB | ES 3 19
221312-12I1B | 221612-12IB | Triangular 7 7 1221326-12I1B | 221626-12IB | Blind plug 20
221313-12IB | 221613-12IB | Triangular 8 8 |221328-12IB | 221628-12IB | Triangular 10/ M5 21
221314-12IB | 221614-12IB | Triangular 10 9 |221341-12IB | 221641-12IB | Slotted, recessed 22
221315-121B | 221615-1218 | Triangular 10/ M6 | 10 | 221347-1218 | 221647-1218 ie;e;fned hex8/3 | 53
221319-121B | 221619-12IB | Triangular 10/ SEN| 11 |[221348-12IB | 221648-12IB | Recessed square 8 24
221316-12I1B | 221616-12IB | Double Bit 3 12 |1 221349-12I1B | 221649-12IB | Slotted 3 25
221317-12I1B | 221617-12IB | Double Bit 5 13 | 221351-12IB | 221651-12IB | Sthim Energy 26

221339-12IB | 221639-12IB | Triangle 10 - radius 27

Industrilas
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Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.

COMPLETE QUARTER-TURN LATCH -
30, 40, 50 AND 60 mm (+) comsl

Example: Housing - chrome plated A=28 B=4, zinc nut, insert Knobs and handles: Page 2-360.

g square 8 - chrome plated, IP65-assembled, cam - zinc plated * Cams: Page 2-480, 2-490, 2-510 and 2-520.
i',.;’ H=22 mm L=45 mm = P/N 2362-005250-2245. Keys: Page 2-370 and 2-372.
2z MATERIAL:
= Protection degree IP65 is achieved by an O-ring on the insert ~ Housing: Zinc die-cast, chrome plated or black texture powder
§ and a gasket on the housing. coated.
= Nuts: Standard and Earthing nut and adapter: Zinc die-cast, zinc
SN = Standard nut. plated.
g EN = Earthing nut. Insert: Zinc die-cast, chrome plated or black texture powder
2 Housings: Page 2-051. coated.
g Inserts: Page 2-052. Cam, screw and washer: Steel, zinc plated.
G
CREATE P/N FOR COMPLETE QUARTER-TURN LATCH - 30, 40, 50 AND 60 mm
(AAAA-BCCDEF-GGGG)
g AAAA- Housing B [Nut|cc Insert D fs‘”' E | Assembly | F | cam | -Gagg | Hn
E ace mm
I
30 mm housing o|sN|o1]squaree o| Ch= | g [IPS4-not ;|gie| o000 |NO
rome assembled cam
. See
8 Zinc - chrome
g 2362- | plated A=28 B=4 | 1 | EN [ 03 | square 7 6 | Black | 1 | P62 - not "HHLL* | Page
= assembled ref.
an C=30
= above
(]
L]
@ Zinc - black coated o4 -
2366- A=28 B=4 C=30 05 | Square 8 2 | enclosed
a cam
g IP65 -
s Zinc, black coated
5 2372- A=32 B=6 C=30 07 | Square 8 - slotted 3 | enclosed
2 cam
Zinc, black coated P54 -
2376- | A=32 B=6 C=30 B2 Sauem & Lo 4 | assembled
a IP65 -
ﬁ 11 | Recessed square 8 5 assembled
& 40 mm housing 14 | Triangle 7

Zinc, chrome plated

2332- A=32 B=6 C=40 15 | Triangle 8
Zinc, black coated .
2336- A=32 B=6 C=40 16 | Triangle 10
17 | Triangle 10/ M5
50 mm housing 18 | Triangle 10/ M6
Zinc, chrome plated ]
2382- A=3% B=6 C=50 19 | Triangle 10 / SEN
Zinc, black coated Triangle 10 - radius
2386- | \_32 B=6 C=50 211 (£s3)
22 | Double Bit 3
60 mm housing 24 | Double Bit 5
Zinc, chrome plated
2392- A=32 B=6 C=60 26 | Slotted
Zinc, black coated
2396- A=32 B=6 C=60 28 | Slotted recessed

29 | 3 mm slotted recessed
31 | Hexagon 8,5

32 | Hexagon 11

34 | Recessed hexagon 8

35 | Recessed hexagon 10

Recessed hex 8 / 3
mm pin

37 | Solid (plug)
39 | Triangle 10 - radius

36
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Flat gasket

Housing

Washer

Adapfter
O-ring

COMPLETE QUARTER-TURN LATCH (+) comsl

A complete latch consists of housing, nut, insert, washer, screw and cam. Protection degree IP65 is achieved by an O-ring
on the insert and a flat gasket on the housing. The latch can be supplied un-assembled, pre-assembled with enclosed cam or
completely assembled.
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Miscellaneous

Stainless
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. Universal LH / RH

-
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-
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DA
|

HOUSING FOR QUARTER-TURN LATCH - 30 mm

(+) comsl

Housing with external limitation of the rotation. Universal
clockwise or counter-clockwise rotation when opening /

closing. Supplied with nut.

Earthing nut is recommended for all applications where elec-

tricity is connected.

2-051

Complete lock assembly: Page 2-050a.
Inserts: Page 2-052.
Cams: Page 2-480, 2-490, 2-510 and 2-520.

MATERIAL:
Housing: Zinc die-cast, chrome plated or black texture powder

coated.
Standard and Earthing nut: Zinc die-cast, zinc plated.

Stainless version: Page 6-120.

HOUSING FOR QUARTER-TURN LATCH - 30 mm

P/N Description | Material tli‘;?:‘:git Nut A B
211320 Housing Zinc Chrome Standard 28 4
211321 Housing Zinc Chrome Earthing nut 28 4
211322 Housing Zinc Chrome Standard 32 6
211323 Housing Zinc Chrome Earthing nut 32 6
211620 Housing Zinc Black Standard 28 4
211621 Housing Zinc Black Earthing nut 28 4
211622 Housing Zinc Black Standard 32 6
211623 Housing Zinc Black Earthing nut 32 6

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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INSERT FOR QUARTER-TURN LATCH - 30 mm

Inserts with chrome plated surface or black texture powder MATERIAL:
coated surface. Supplied with screw and washer. Adapter (see  Insert: Zinc die-cast, chrome plated or black texture powder
table) to be ordered separately. coated.
Adapter: Zinc die-cast, zinc plated.
Complete latch assembly: Page 2-050a. Screw and washer: Steel, zinc plated.

Housings: Page 2-051.
Cams: Page 2-480, 2-490, 2-510 and 2-520.

INSERT FOR QUARTER-TURN LATCH - 30 mm

PN, PN, Description D_r a PN, PN, Description D_r a-
chrome black wing chrome black wing
221301 221601 Hexagon 11 1 221320 221620 Slotted 15
221307 221607 Square 6 2 221321 221621 Recess hexagon 10 16
221308 221608 Square 7 3 221322 221622 Recess hexagon 8 17
221309 221609 Square 8 4 221323 221623 Hexagon 8,5 18
221310 221610 Square 8 / slotted 5 221324 221624 ES 3 19
221311 221611 Square 8 / M6 6 221326 221626 Blind plug 20
221312 221612 Triangular 7 7 221328 221628 Triangular 10 / M5 21
221313 221613 Triangular 8 8 221341 221641 Slotted, recessed 22
221314 221614 Triangular 10 9 221347 221647 Recessed hex 8 / 3 mm pin 23
221315 221615 Triangular 10 / M6 10 |221348 221648 Recessed square 8 24
221319 221619 Triangular 10 / SEN 11 |221349 221649 Slotted 3 25
221316 221616 Double Bit 3 12 1221351 221651 Sthim Energy 26
221317 221617 Double Bit 5 13 221339 221639 Triangle 10 - radius 27
221318 221618 Daimler Benz 14 1271103 Adapter -

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
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= QUARTER-TURN LATCH @COMBI
FOR INSULATED DOORS 30 - 56 mm.

2 Quarter-turn latch with longer housing for insulated hatches and doors. MATERIAL:

= Housing 45,5 mm can be mounted with a spring clip for door thick- Insert and housing: Zinc die-cast, chrome plated or

P ness 29, 32 or 39 mm. Housing 56,5 can be mounted with a spring black texture powder coated.
clip for door thickness 40, 43 and 50 mm. Fork spring clip option to Washer, spring clip and screw: Steel, zinc plated.
be ordered separately (P/N: 271105). Standard and Earthing nut: Zinc die-cast, zinc plated.
SN= Standard nut. Other inserts on request.

EN= Earthing nut.

Stainless version: Page 6-120.

Spacer nut: Page 2-410.

Keys: Page 2-370 and 2-372.

Knobs and handles: Page 2-360.

* Cams: Page 2-480, 2-490, 2-510 and 2-520.

CREATE P/N FOR COMPLETE QUARTER-TURN LATCH FOR INSULATED DOORS

30 - 56 mm (AAAA-BCCDEF-GGGG)

AAAA- Housing B | Nut| CC Insert D | Surface | E | Assembly F | Cam | -GGGG in I;Inm
Zinc - chrome pla- IP54 - not

2102- =), (F=210.5 [ O | SN | 05| Square 8 2 | Chrome | O assembled 0 | Steel | -0000 -

. See

Zinc - black coa- Square 8/ IP65 - not .

2106- ted. C=30.5 mm 1| EN| 08 M6 6| Black | 1 assembled -HHLL* | page ref.

above

Zinc - chrome pla- : IP54 - en-

2112- ted. C=45,5 mm 15 | Triangle 8 2 closed cam
Zinc - black coa- . IP65 - en-

2116- ted. C=45,5 mm 22 [ Double Bit 3 3 closed cam
Zinc - chrome pla- IP54 -

Zloo- ted. C=56,5 mm 26 [ Slotted & assembled
Zinc - black coa- Slotted with IP65 -

Sl ted. C=56,5 mm 28 arrow 5 assembled

M m (-]
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Housing
Cam

Washer
O-ring
J Insert

(+) comsl
QUARTER-TURN LATCH FOR INSULATED DOORS 30 - 56 mm

A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring is
placed on the insert and a flat gasket on the housing. Can be supplied un-assembled, pre-assembled with enclosed cam or
completely assembled.
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Stainless

VIBRATION PROOF QUARTER-TURN LATCH - 18 mm (+) comBl

Vibration proof quarter-turn latch achieved

by a Spring |Oaded S’Eop bracket that pre_ VIBRATION PROOF QUARTER'TURN LATCH = 18 mm
vents the cam from moving, if not pushed P/N Description Insert Left/Right
in by the key. Using a double bit insert, the _ . . ) 1 . AN
key is captured when turned to the open 271161-H | Vibration proof quarter-turn Double Bit 3 R (Image "A")
position, giving the key the function of a 271161-V | Vibration proof quarter-turn ' | Double Bit 3 L

handle to operate the door. 271162-H | Vibration proof quarter-turn ! | Double Bit 5 R (Image "B")
Cams for products marked ! on page 271162-V Vibration proof quarter-turn ! | Double Bit 5 L

2-480 and 2-490. 271563-13 | Vibration proof quarter-turn 2 | Triangle 8 L/R (Image "C")
Cams for products marked 2 on page -

2.481 and 2-491. 291105-VP | Key Triangle 8 - -

Keys: Page 2-370 and 2-372.

The latch "Double Bit 5" is depicted in the
drawing above.

MATERIAL:

Housing: Zinc die-cast with black PA6
collar.

Insert and key: Zinc die-cast, chrome
plated.

Stop bracket: Zinc die-cast, nickel plated.
Screw and spring: Steel, zinc plated.

Nut: Zinc die-cast, zinc plated.

M m (-]
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Miscellaneous Sealing profiles Hinges Quarter-turns Rod latch systems

Stainless

Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.

PADLOCKABLE QUARTER-TURN LATCH - 18 mm (+) comBI
Quarter-turn latch with integrated padlock MATERIAL:

facility. When a padlock is placed in the Housing: Zinc die-cast, chrome plated or black texture powder coated.

loop, the insert is blocked from access. Standard and Earthing nut: Zinc die-cast, zinc plated.

SN= Standard nut. Insert: Zinc die-cast, chrome plated or black texture powder coated.

EN= Earthing nut. Cam and screw: Steel, zinc plated.

Washer: Stainless steel (304).
Keys: Page 2-370.
Cams: Page 2-480 and 2-490.

CREATE P/N FOR COMPLETE PADLOCKABLE

QUARTER-TURN LATCH - 18 mm (AAAA-BCCDEF-GGGG)

AAAA- Housing B | Nut | CC Insert D | Surface | E Assembly F | Cam | -GGGG Hr/nLn:n
Zinc - chrome IP54 - not No
2222- olated. O SN | O1 | Square 6 2 | Chrome | O assembled 0 | Steel | -0000 cam
Zinc - black IP65 - not
2226- | powder coated 1| EN | O3 | Square 7 6 | Black 1 assembled -0445 | 4/45
05 | Square 8 g || ISR - Eaelss 0645 | 6/45
sed cam
07 | Square 8 - slotted g || UFER = cmigle- -0845 | 8/45
sed cam
08 | Square 8 / M6 a || Fo - 1045 | 10/45
assembled
11 [ Square 8 - recessed 5| !P65- -1245| 12/45
assembled
14 | Triangle 7 -1445 | 14/45
15 [ Triangle 8 -1645| 16/45
16 | Triangle 10 -1845| 18/45
17 | Triangle 10 / M5 -2045  20/45
18 | Triangle 10 / M6 -2245 | 22/45
19 | Triangle 10/ SEN -2445 | 24/45
Triangle 10 - radius
21 (ES3) -2645 | 26/45
22 | Double Bit 3 -2845 | 28/45
24 | Double Bit 5 -3045| 30/45
26 | Slotted -3245| 32/45
28 | Slotted with arrow -3445| 34/45
29 | Slotted recessed -3645| 36/45
31 | Hexagon 8,5 -3845| 38/45
32 | Hexagon 11 -4045 | 40/45
34 | Recessed hexagon 8 -4245 | 42/45
35 Fligcessed hexagon 4445 | aa/a5
36 Reces_sed hex 8 /3 4645 | a6/a5
mm pin
37 | Solid (plug) -4845| 48/45
39 | Triangle 10 - radius -b045| 50/45

M m (-]
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PADLOCKABLE QUARTER-TURN LATCH - 18 mm (+) comsl

A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring is
placed on the insert and a flat gasket on the housing. Can be supplied un-assembled, pre-assembled with enclosed cam or
completely assembled.
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Miscellaneous

Stainless

Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.

COMPLETE VIBRATION RESISTENT COMPACT
QUARTER-TURN LATCH - 13,5 mm

Example: Housing - chrome plated A=20 B=3, brass nut, Knobs and handles: Page 2-111.
insert - square 6 - chrome plated, IP65-assembled, cam - zinc  Keys: Page 2-370 and 2-372.
plated H=16,5 mm L=27 mm = P/N 2452-001250-1627.

MATERIAL:
Protection degree IP65 is achieved with an O-ring on the Housing and insert: Zinc die-cast, chrome plated or black
insert and a gasket on the housing. coated.
Standard nut: Brass.
Stainless version on page 6-130a and 6-130b. Cam and screw: Steel, zinc plated.
SN = Standard nut. Washer: Stainless steel (304).

CREATE P/N FOR COMPLETE VIBRATION RESISTENT COMPACT

QUARTER-TURN LATCH - 13,5 mm (AAAA-BCCDEF-GGGG)

AAAA- Housing B | Nut | CC Insert D | Surface | E | Assembly F | Cam | -GGGG Hr{rll-n:n
Zinc - chrome IP54 - not
2452- A=20 B=3 O | SN | 01 | Square 6 2 | Chrome | O assembled 0 | Steel | -0000 | No cam
Zinc - black Square 6 / IP65 not
2456- A=20 B=3 02 M3 6 Black 1 assembled -0724 | 7,5/24
13 | Triangle 6,5 z | IFoe cel 0727 | 7,527
enclosed
26 | Slotted 3 |!P65 -cam 10730 | 7,5/30
enclosed
Recessed IP54 as-
= Hexagon 6 4 | sembled -0934 | 9734
IP65 as-
5 sembled -1027 | 10,5/27

-1324 1 13,5/24
-1327 | 13,5/27
-1627 | 16,5/27
-1834 | 18/34

-1924 | 19,5/24
-1927 | 19,5/27
-2824 | 28/24

M m (-]
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COMPLETE VIBRATION RESISTANT COMPACT
QUARTER-TURN LATCH - 13,5 mm

A complete latch consists of housing, nut, insert, washer, screw and cam. Protection degree IP65 is achieved by an O-ring on
the insert and a flat gasket on the housing. Can be supplied un-assembled, pre-assembled with enclosed cam or completely
assembled.
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VIBRATION RESISTANT COMPACT
QUARTER-TURN LATCH - 13,5 mm

Components for vibration resistant

compact quarter-turn latch with inter- HOUSING INSERTS
nal limitation of the rotation. Universal

clockwise or counter-clockwise rota- P/N Chrome | P/N Black PIN P/N Black | Description

tion when opening / closing. Protection 211376 211676 Chrome

degtrﬁe .IP65tis adchigv?d byka? O-rtirr]wg 221378 |221678 |Square 6

on the insert and a flat gasket on the

housingl & CAMS 221379 221679 | Triangle 6,5

P/N H/L in mm 221380 221680 | Slotted

* . E

to,\:gtéseé Insert marked * is not protected 237155 75724 221381* | 221681 | Square 6/ M3

MATERIAL T — 221383 |221683 |{ 0N
232157 7.5/30

Housing and insert: Zinc die-cast,

chrome plated or black coated. 232158 9/34 _
Nut: Brass, zinc plated. ACCESSORIES

232159 10.5/27

Cam and screw: Steel, zinc plated. P/N Description
Knob: Glass fibre reinforced polyamide 232160 13.5/ 24 (straight) 297003 | O-Ring
(PAB), black. 232161 13.5/ 27 (straight)

297004 | Gasket

Washer: Stainless steel (304).

232162 16.5/27 295011 Knob for insert
232163 18/34 Square 6/M3
232164 19.5/24

232165 19.5/27
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COMPLETE VIBRATION RESISTANT COMPACT
QUARTER-TURN LATCH - FOLDABLE WING KNOB - 13,5 mm

Vibration resistant compact quarter-turn latch with foldable Protection degree IP65 is achieved with an O-ring on the
wing knob. Universal clockwise or counter-clockwise rotation insert and a gasket on the housing.
when opening / closing.

* Straight cam.
Example: Latch with wing knob - chrome plated, IP65-assem-
bled, cam - steel, zinc plated H=16,5 mm L=27 mm = P/N MATERIAL.:
2452-044250-1627. Housing and wing knob: Zinc die-cast, chrome plated or black
coated.
Nut: Brass, zinc plated.
Cam and screw: Steel, zinc plated.
Washer: Stainless steel (304).

CREATE P/N FOR COMPLETE VIBRATION RESISTENT COMPACT QUARTER-TURN LATCH -

FOLDABLE WING KNOB - 13,5 mm (AAAA-AAAABC-DDDD)

AAAA-AAAA Description B Assembly Cc Cam DDDD H/L in mm
2452-0442 Chrome 0 IP 54 - not assembled 0 Steel -0000 No cam
2456-0446 Black 1 IP 65 - not assembled -0724 7,5124

2 IP 54 - cam enclosed -0727 7,5127

3 IP 65 - cam enclosed -0730 7,5/30

4 IP 54 - assembled -0934 [9/34

5 |P 65 - assembled -1027 10,5727

-1324 |1 13,5/24*
-1327 |13,5/27 *
-1627 |16,5/27
-1834 |18/34
-1924 | 19,5/24
-1927 |19,5/27
-2824 |1281/24
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Universal LH / RH

Sealing profiles

Miscellaneous

Stainless

VIBRATION RESISTANT COMPACT WING KNOB
QUARTER-TURN LATCH - 13,5 mm

o uarter tur Iatch with e | cams [ COMPACT WING KNOB |
knob quarter-turn latch with internal CAMS COMPACT WING KNOB

limitation of the rotation. Universal P/N H/L in mm P/N Description
clockwise or counter-clockwise rota- 232155 7.5/ 24 241576-00 | Non-locking
tion when opening / closing. Supplied
with or without locking cylinder. 232156 7,5/27 241576-01 Keyed alike 2233X
Ergonomic design enables firm grip
when pulled. Supplied with two keys. 232157 7,5/30
232158 9/34
Key extraction: Open / closed. 232159 10,5/27
MATERIAL: 232160 13,5/24
Wing knob: Zinc die-cast, black (Straight)
coated. 13,5/27
Cylinder: Zinc die-cast, stainless steel 232161 (Straight)
(304) cap and dust shutter.
Cam, screw and washer: Steel, zinc 232162 16,5/27
plated. . 232163 18/34
Nut: Brass, zinc plated. 532164 19.5/ 24
232165 19,5727
232166 281724
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COMPACT QUARTER-TURN CYLINDER LOCK - 13,5 mm

Compact cylinder lock with 90° rotation. Universal clockwise MATERIAL:
or counter-clockwise rotation when opening / closing. Supplied Housing: Zinc die-cast, chrome plated.

with two keys and cam. Cylinder: Zinc die-cast, stainless steel (304) cap and dust
shutter.
Key extraction: Open / closed. Cam: Steel, zinc plated.

Nut: Brass, zinc plated.

COMPACT QUARTER-TURN
CYLINDER LOCK - 13,5 mm

P/N Cylinder Hin mm
241375-01 Keyed alike 2233X 13,5
241375-02 Keyed alike 2233X 7,5
241375-03 Keyed alike 2233X 19,5
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SNAP LATCH
inamall doors and parcicwitn e MR T
in small doors and panels with a SNAP LATCH CAMS
thickness of 2,5 mm. Moulded in one P/N Description Colour P/N H= L=
piece with a slotted front allowing you
to open the latch with a regular flat- 245001 | Snap latch, slotted | Black 232160 2,5 24
headed screwdriver. The inside of the 232161 2,5 27
latch is equipped with a small grlp for 23210030 40 27
manual opening of the latch. A cam !
is simply snapped into position provi- 232163 7,0 34
ding a very quick-assembled latch. 232162-33 16,5 33
Use with cams from the table below 233062-33 * 116,5 33

only. Special cams made on request.

MATERIAL:

Snap latch: Glass fibre reinforced
polyamide (PA6) black.

Cams: Steel, zinc plated.

Note: Cam marked with (*) are made
from stainless steel (304).
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VIBRATION RESISTANT QUARTER-TURN LATCH @COMBI
FOR RAILWAY APPLICATIONS - 18 mm
Vibration resistant quarter-turn latch for use with railway Cams: Page 2-481 and 2-491.

applications with insert DB standard. The fastener is vibration-

resistant to prevent unintentional opening. Universal clockwise MATERIAL:

or counter-clockwise rotation when opening / closing. Housing and insert: Zinc die-cast, chrome plated.
Nut: Zinc die-cast, zinc plated.

Protection degree IP65 is achieved by an O-ring on the insert

and a flat gasket on the housing

VIBRATION RESISTANT QUARTER-TURN LATCH

FOR RAILWAY APPLICATIONS - 18 mm

P/N Description P/N Description
211330-1B Housing 221342-1B Insert DB (Deutsche Bahn)
297001 O-ring 297002 Flat gasket
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QUARTER-TURN LATCH ACCORDING TO DIN 14925.
FOR FIRE-FIGHTING EQUIPMENT ETC.

Sturdy quarter-turn for equipment and appliances used by fire  Housing mounted with nut (supplied).

brigades but secured in normal buildings. Fits door thickness 0-4 mm.
For cams described in table, see choices on page 2-481 and

The special fire brigade hatchet according to DIN 14924 and  2-491. Other cams on request.

the special fire hydrant key A or B according to DIN 3223 can

be used to operate these latches. MATERIAL:
Housing and insert: Zinc, die-cast, chrome plated.
Nut: Steel, zinc plated.
Spring washer: Spring steel, black.

QUARTER-TURN LATCH ACC. TO DIN 14925
FOR FIRE BRIGADES ETC.

P/N Description

Quarter-turn according to DIN 14925, for single-point latching.
(HHLL describes the measurements of the cam)

Quarter-turn according to DIN 14925, for three-point latching.
(HHLL describes the measurements of the cam)

2413061-01-HHLL

2413063-01-HHLL
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D-RING LATCH, VIBRATION-RESISTANT

Sturdy quarter-turn with recessed D-ring that is lifted and then
turned to open or close. Equipped with holes for tamper-evident D-RING LATCH, VIBRATION-RESISTANT
seals (not included) and has an audible and tactile "click" in the AAAAAAA-LLLL

open and closed positions.

The housing has a steep thread, making installation quick, as a
turn of only 30° is enough to secure the latch to the sheet metal
door using the large threaded ring.

Fits door thickness 0-3 mm.

Cams: Other cams on request.

On request, the handle can be provided with your logo. See
drawing.

MATERIAL:
Dish, D-ring and nut/ring: Die-cast zinc, chrome plated.
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COMPRESSION LATCH - 21,5 mm

et oA QUARTER-TURN-215mm |
sealing profiles etc. The latch is supplied QUARTER-TURN - 21,5 mm

fully assembled. _ . _ Cam dimensions XX (H/L in mm)
Note that the H-dimension describes the P/N Description 180/1215/127.0/120.0/] 215/
cam in compressed position. 30 315 30 45 45
Compression stroke 6 mm. ?
241755-XX | Triangle 10 01 02~ 03 04 05 *
Keys: Page 2-370 and 2-372. 241756-XX | Triangle 10 / SEN 01 [o02*] 03 | o4 [ 05+
* Straight cam. 241757-XX Double Bit 3 01 02 * 03 04 05 *
241762-XX Double Bit 5 01 02 * 03 04 05 *
MATERIAL: - —
Housing: Zinc die-cast, zinc plated. 241758-XX | Square 8 01 02 03 04 05~
:\TsertB: Brass, nicklel pcljated- 241759-XX | Square 7 01 02 * 03 04 | 05*
ut: Brass, zinc plated. -
Spring and cam: Stainless steel (304). 241760-XX Triangle 7 ol 02 03 o4 05*
241761-XX | Triangle 8 01 02 * 03 04 05 *
241763-XX | Slotted 01 02 * 03 04 05 *

241766-XX Recessed Hexagon 8 01 02 * 03 04 0b*

Knob (optional). Fits
291138 Triangle 10 / SEN- - - - - -
insert
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COMPRESSION LATCH - 35 mm () comsl
Comresion o, Cosear gt
First 90° tlglrl’l moves the cam 90°, the P/N Chrome P/N Black Insert
The lstch 1s supplied assembled, cam fo | 24138701 241587-01 Hexagon 11
be ordered separately. Protection degree 241387-09 241587-09 Square 8
IP65. 241387-11 241587-11 Square 8 / M6 *
Stainless version: Page 6-135. 241387-12 241587-12 Triangle 7
Other inserts on request. 241387-13 241587-13 Triangle 8
241387-14 241587-14 Triangle 10
241387-15 241587-15 Triangle 10 / M6
241387-16 241587-16 Double Bit 3
241387-17 241587-17 Double Bit 5
241387-20 241587-20 Slotted
241387-21 241587-21 Recessed hexagon 10
241387-22 241587-22 Recessed hexagon 8
241387-28 241587-28 Triangle 10/M5
241387-47 241587-47 Recessed hexagon 8 / 3 mm pin
241387-56 241587-56 Tubular Asymmetric
241387-79 241587-79 Triangle 6,5
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COMPRESSION LATCH - 35 mm, ADJUSTABLE (+) comBI
Compression latch. Close and tighten with a single
continuous half-turn motion. The first 90° turn QUARTER-TURN COMPRESSION LATCH - 35 mm
moves the cam 90°, the second 90° turn retracts EXTENDED SHAFT
the cam 6 mm. This compression is shown as "C" in P/N chrome P/N black Insert
the drawing above.
241389-01 241589-01 Hexagon 11
The extended, threaded shaft allows you to place 241389-09 241589-09 Square 8
the cam along its entire length, resulting in a long
distance for adjusting (a total of 20 mm). Fix the 241389-11 241589-11 Square 8 / M6 *
cam with counter-nuts. The total length (L) of the 241389-12 241589-12 Triangle 7
shaft varies from 41 mm in the open position, to 35 541389-13 241589-13 Triangle 8
mm in the closed (compressed) position. g
The latch is supplied assembled, cam to be ordered 241389-14 241589-14 Triangle 10
separately. Protection degree IP65. 241389-15 241589-15 Triangle 10/ M6
Cams: Page 2-481. 241389-16 241589-16 Double Bit 3
Keys: Page 2-370 and 2-372. 241389-17 241589-17 Double Bit 5
* Handles and knobs: Page 2-360.
Stainle_zss version: Page 6-136. 241389-20 241589-20 Slotted
Other inserts on request. 241389-21 241589-21 Recessed hexagon 8
MATERIAL: 241389-22 241589-22 Recessed hexagon 10
Housing and insert: Zinc die-cast, 241389-28 241589-28 Triangle 10/ M5
chrome plated or black coated. R 4h Y
Extended shaft with sleeve: Steel, zinc plated. 241389-47 241589-47 3ecesse. Exagon
Nut for housing: Zinc die-cast, zinc plated. mm pin
Counter-nuts: Steel, zinc plated. 241389-56 241589-56 Tubular Asymmetric
241389-79 241589-79 Triangular 6,5
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PUSH-TO-CLOSE CAM FOR TOOL OPERATED
QUARTER-TURN LATCH (+) comsI

Spring loaded cam for slam-latch action. MATERIAL:

Cam: Zinc die-cast, chrome plated.
Version A: Moves clockwise during closing /  Spring: Stainless steel (304).
counter-clockwise spring return. Washer: Teflon.
Version B: Moves counter-clockwise during
closing / clockwise spring return.

Version A shown above.

Inserts: Page 2-052.

HOUSING PUSH-TO-CLOSE CAM FOR TOOL OPERATED
P/N Chrome | P/N Black C= QUARTER-TURN LATCH

211301-12]211601-12 12 P/N Description L= H in mm when C=
211301 211601 18 12 18 30 45 56
211320 211620 30 231300-25.5 | Version A 43,0 19,51 255137,5 |52,5 63,5
211326 211626 45 231301-20.5 | Version A 32,0 | 14,5 | 20,5 132,5 |47,5|58,5
211327 211627 56 231302-25.5 | Version B 43,0 | 19,5 | 25,5 137,5 |52,5 (63,5
231303-20.5 | Version B 32,0 | 14,5 | 20,5132,5 |47,7 | 58,5
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PUSH-TO-CLOSE HOOKED CAM FOR TOOL OPERATED
QUARTER-TURN LATCH (+) comsl

Spring loaded hooked cam for slam-latch action. MATERIAL.:
Cam: Zinc die-cast, zinc plated.
Left version shown above. Spring: Stainless steel (304).
Washer: Teflon.

On request, a stronger return spring may be
supplied for heavy-duty applications. This spring
is mounted on the outside of the cam.

Inserts: Page 2-052.

HOUSING PUSH-TO-CLOSE HOOKED CAM FOR
P/N Chrome P/N Black C= TOOL OPERATED QUARTER-TURN LATCH

R - H in mm when C=
211301-12 211601-12 12 P/N Description L= 1 wi
211301 211601 18 12 18 | 30 45 56
211320 211620 30 231110-H | Right version | 56,0 17 23 | 35 50 6l
211326 211626 45 231110-V | Left version 56,0 17 23 | 35 50 61
211327 211627 56

M m (-]
BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com I d t B I
2-160 TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92 n I.I) I'I qb




Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S

Copyright © 2014, Industrilas i N&ssjo AB.

Y — _

O

| ]

i i I B
S
0 O &

\0 1

! S

\0 V‘

9
R

Y
! D I Universal LH / RH vg
|
45 %

A
& g
>
Y -
. P32
COMPLETE QUARTER-TURN LATCH
FOR INSULATED DOORS 40 - 60 mm (+) comsl

Complete quarter-turn latch for quick assembly by

push-and-click action, suitable for plate thick- COMPLETE QUARTER-TURN LATCH

ness 0,8-1,2 mm. Easily adjusted cam along the FOR INSULATED DOORS 40 - 60 mm

_threatded shafg /S'l\,l/l%pﬁed with straight cam and P/N Description

nsert square .

I au 241170 Latch for insulated doors, insert Square 8 / M6

Handles and knobs: Page 2-360.
Keys: Page 2-370 and 2-372.

MATERIAL:

Housing: Zinc die-cast, zinc plated.

Shaft and nuts: Steel, zinc plated.

Inside bushing: Glass fibre reinforced polyamide
(PA6), black.
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COMPLETE PADLOCKABLE QUARTER-TURN LATCH @COMB'
FOR INSULATED DOORS 40 - 60 mm

Complete padlockable quarter-
turn Tatch for quick assermbly by COMPLETE PADLOCKABLE QUARTER-TURN LATCH

push-and-click action, suitable for FOR INSULATED DOORS 40 - 60 mm
plate thickness 0,8-1,2 mm. Easily P/N Description P/N Description

adjusted cam along the threaded — .
shaft. Supplied with straight cam and 241171 Latch with insert Square 8 / M6 | 241171-2 Adapter Hexagon 1/2

insert square 8 / M6. Adapter for key
grip hexagon 1/2" (see table). When
a padlock is placed in the loop, the
insert is blocked from access.

Keys: Page 2-370.

MATERIAL:

Housing and insert: Zinc die-cast,
zinc plated.

Shaft, cam, starlock washer and nuts:
Steel, zinc plated.

Inside bushing: Glass fibre reinforced
polyamide (PAG), black.
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QUARTER-TURN LATCH FOR INSULATED DOORS 30 - 50 mm

Quarter-turn latch for insulated doors, with insert square 8 QUARTER-TURN LATCH
/ M6. A bled to the d ith t, or the i
escutchsesoenn.] ed to the door with a spacer nut, or the inner FOR INSULATED DOORS 30 - 50 mm

The latch is supplied with an M6-screw for attaching a cam. P/N Description Drawing
Cams: Page 2-481 2-491. 295050 Inner escutcheon with O-ring A
Knobs and handles: Page 2-360. 245010-30 | Latch 30 mm B
Keys: Page 2-370 and 2-372.

Spacer nuts: Page 2-410. 245010-50 | Latch 50 mm C
MATERIAL:

Housing and escutcheon: Glass fibre reinforced polyamide

(PA6), black.

Insert: Zinc die-cast, zinc plated.
Washer and screw: Steel, zinc plated.
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PADLOCKABLE COMPRESSION HANDLE 36 - 56 mm () COMBI

Padlockable compression handle, with 6 mm compression MATERIAL.:

stroke. Handle: Glass fibre reinforced polyamide (PA6), black.
Mounting: Rivets/screws (not included) or spacer nut (inclu- Housing: Zinc die-cast, black texture powder coated.
ded). The C-dimension is the compressed position. Shaft: Zinc die-cast, black passivated.

The H-dimension is the distance from the outside face of Screw: Steel, zinc plated.

the door to the engagement point of the cam in compressed Spacer nut: Zinc die-cast, zinc plated.

position. Hole pattern is indicated in the table and is either
"Combi" (version "F" on page 1-001.02) or the @ 20 mm cut-
out in the drawing above.

Suitable for cams with or without projection: Page 2-480,
2-481, 2-490 and 2-491.

PADLOCKABLE COMPRESSION HANDLE 36 - 56 mm

P/N Description C= Cut-Out P/N Description C= Cut-Out
275004-30 | Handle for rivets/screws 36 @20 mm 275006-30 [ Handle with spacer nut 36 Combi (B)
mm (A) mm
275004-40 | Handle for rivets/screws 46 2 20 mm 275006-40 | Handle with spacer nut 46 Combi (B)
mm (A) mm
275004-50 | Handle for rivetsiscrews | 2% | @ 28\)”‘”‘ 275006-50 | Handle with spacer nut | °® | Combi (B)
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PADLOCKABLE COMPRESSION HANDLE
TOOL OPERATED 36 - 56 mm g

o v, CREATE P/N FOR PADLOCKABLE COMPRESSION HANDLE
Spring loaded padlock loop retracts when TOOL OPERATED 36 - 56 mm (AAAAAABB-CCCC)
not in use. Mounting: Rivets/screws (not AAAAAA | Description | BB | C= -cccc Insert
included). The C-dimension is the com-

275011 Handle 30 36 -1201 | Hexagon 11

pressed position.
40 46 -1207 | Square 6
Suitable for cams with or without projec-

tion: Page 2-480, 2-481, 2-490 and 50 | 56 [ -1208 | Square 7
2-491. -1209 | Square 8
Keys: Page 2-370 and 2-372. 1210 | Square 8/ slotted

MATERIAL: -1212 | Triangle 7
Handle: Glass fibre reinforced polyamide j :

(PAG), black. 1213 Tr!angle 8
Housing: Zinc, die-cast, black texture -1214 | Triangle 10
powder coated. o -1216 | Double Bit 3
Insert, pin and padlock loop: Zinc die- -
cast, black passivated. -1217 | Double Bit 5
Screw: Steel, zinc plated. -1218 | Daimler Benz

Example: Handle for C=46 with insert -1219 | Triangle 10/ SEN
"Double Bit 3" = P/N 27501140-1216. -1220 | Slotted

-1221 | Recessed hexagon 10

-1222 | Recessed hexagon 8
-1223 | Hexagon 8,5

-1224 | ES3

-1241 | Slotted recessed

Recessed hexagon 8 / 3

-1247 .
mm pin

-1248 | Slotted recessed square 8

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
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Stainless

2-220

QUARTER-TURN

LATCHING SYSTEMS

Protection degree

Universal LH / RH

CYLINDER LOCK 18 - 56,5 mm

Certified according to 1SO 9001:2008

and EN14001:2004 by BSI.
All products ROHS-compliant.

Copyright © 2014, Industrilas i Néssjo AB.

D 28

(+) comsl

Quarter-turn cylinder lock. Universal
clockwise or counter-clockwise rotation
when opening / closing. Supplied with
nut. Protection degree IP54.

Cams with projection: 2-480 and 2-490
- cam rotates 90° and the key can be
removed in the locked position.

Cams without projection: 2-481 and
2-491 - cam rotates 180° and the

key can be removed in both open and
locked position.

Supplied with two keys.

The master key system (marked with *)
is supplied on request only.

MATERIAL:

Housing: Zinc die-cast, chrome plated
or black texure powder coated.
Cylinder: Zinc die-cast, stainless steel
cap and dust shutter.

Nut: Zinc die-cast, zinc plated.
Screw: Steel, zinc plated.

CYLINDER LOCK 18 - 56,5 mm

P/N, Chrome P/N, Black Cylinder Nut Drawing
241334 241534 Keyed alike, IL 101 | Standard A
241335 241535 Keyed alike, IL 101 | Earthing nut A
241336 241536 Keyed to differ Standard A
241337 241539 Keyed to differ Earthing nut A
241336-HNS* | 241536-HNS* | Master key system* | Standard A
241356 241556 Keyed alike, IL 101 | Standard B
241358 241558 Keyed alike, IL 101 | Earthing nut B
241357 241557 Keyed to differ Standard B
241359 241559 Keyed to differ Earthing nut B
241357-HNS | 241557-HNS Master key system Standard B

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S

Copyright © 2014, Industrilas i N&ssjo AB.
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QUARTER-TURN WING KNOB - 18 mm (+) comsl
Quarter-turn wing knob in locking or non- QUARTER-TURN WING KNOB - 18
locking version. Ergonomic design enables B - o
a firm grip when opening. Universal P/N P/N . - Surface
clockwise or counter-clockwise rotation Standard Nut Earthing Nut Cylinder Wing knob treatment
when opening / closing. The key can be _ _ P .
removed in both the open and Ilocked 241342-0 241343-0 Non-locking Zinc Chrome
position. Supplied with nut and two keys. 241642-0 241643-0 Non-locking Zinc Black
Protection degree IP65. 245042-0 245043-0 Non-locking PAG -
* Master key system on request. 2413421 |2413431 | fi¥edelke Zinc Chrome
Cams: Page 2-481, 2-491, 2-510 and ;
S enn B 241642-1 2416431 feved alike Zinc Black
MATERIAL: 2450421 | 2450431 | Keyedalike PAG .
Wing knob: Zinc die-cast, chrome plated, IL101
black powder coated or glass fibre reinfor- Keyed alike )
ced polyamide (PA6), black. 241342-7 241343-7 L0333 Zinc Chrome
Housing: Zinc die-cast, chrome plated. -
Cylinder: Zinc die-cast, stainless steel 241642-7 241643-7 Keyed alike Zine Black
(304) cap and dust shutter. 1L0333
Standard and Earthing nut: Zinc die-cast, Keyed alike
zinc plated. 245042-7 245043-7 L0333 PA6 -
Screw: Steel, zinc plated. 2413422 2413432 Keyed to differ * | Zinc Chrome
241642-2 241643-2 Keyed to differ * Zinc Black
245042-2 245043-2 Keyed to differ * PA6 -
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Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
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PADLOCKABLE QUARTER-TURN WING KNOB - 18 mm  (+) COMBI

Padlockable quarter-turn wing knob. The rotation of the wing
knob can be blocked with a padlock. Universal clockwise or PADLOCKABLE QUARTER-TURN
counter-clockwise rotation when opening / closing. Supplied WING KNOB - 18 mm

with nut. Protection degree IP65. P/N Surface treatment Nut
Cams: Page 2-480, 2-490, 2-510 and 2-520. 241385 Chrome Standard
MATERIAL 241386 Chrome Earthing nut
Wing knob:. Zinc die-cast, chrome plated, black texture powder 241685 Black Standard
coated or glass fibre reinforced polyamide (PA6), black. 241686 Black Earthing nut

Housing: Zinc die-cast, chrome plated.
Standard and Earthing nut: Zinc die-cast, zinc plated.

M m (-]
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S

Copyright © 2014, Industrilas i N&ssjo AB.

/78
T
. ) - :
™ ¥ )
- S
<
! ~ — 5
o 2 B :
] v = .
-
TR A@J X
tL=—" O
L;J =
=
P Protection degree 8
o . = :
<Q Fx N
l
- —
. Universal LH / RH ]
E
=
S
1
=
QUARTER-TURN T-HANDLE - 18 mm (+) COMBI ]
Quarter-turn T-handle in locking or non locking version. Uni- MATERIAL: é
versal clockwise or counter-clockwise rotation when opening Housing and handle: Zinc die-cast, chrome plated or black @
/ closing. Supplied with nut and two keys. Protection degree coated.
IP65. Cylinder: Zinc die-cast, stainless steel (304) cap and dust
shutter. &
Stainless version: Page 6-150. Standard and Earthing nut: Zinc die-cast, zinc plated. g
* Master key system on request. Cams: Page 2-480, 2-490 Screw: Steel, zinc plated. a

and 2-510.
Rods: Page 2-540, 2-541 and 2-545.

QUARTER-TURN T-HANDLE - 18 mm
(AAAA-BCCDEF-GGGG)

AAAA- | Handle | B Nut CcC Insert D Surface E Assembly F Cam | -GGGG Hr;Ln:n
T-handle Standard Non |P54 - Not
2510- 18 mm 0 nut 00 locking 2 Chrome | O assembled 0 Steel | -0000 00/00
Earthing IP65 - Not
1 nut 80 |IL101 6 Black 1 assembled -0445 04/45
81 |1L0333 p | IPSd-Er 0645 | 06/45
closed cam
o || q ||lFEo - 0845 | 08/45
differ closed cam
4 |IPo4-As 1045 | 10/45
sembled
IP 65 - As-
5 sembled -1245 12/45
-1445 14/45
-1645 16/45
-1845 18/45

H increases with 2
mm in each step,
to...

..-4845 | 48/45
-5045 50/45
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Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

L AT C H I N G S Y S T E M S All products ROHS-compliant.
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Miscellaneous
23

Stainless

QUARTER-TURN T-HANDLE

TN A OV RER QUARTER-TURN THANDLE |
version. Housing for assembly with screws from QUARTER-TURN T-HANDLE

inside. Open by turning handle clockwise or . Surface .
counter-clqckwise (see table). Supplied with PN Cylinder treatment Opening
:[jvézrr;eo?ggzg screws and two keys. Protection 251376-00 Non-locking Chrome Counter-clockwise
251376-04 Non-locking Chrome Clockwise
Key extraction: Open / closed. 251576-00 | Non-locking Black Counter-clockwise
* Master key system on request.
251576-04 Non-locking Black Clockwise
Cams: Page 2-481, 2-491 and 2-510. 251376-03 Keyed alike IL101 | Chrome Counter-clockwise
Rods: Page 2-540, 2-541 and 2-545. - -
251376-07 Keyed alike IL101 | Chrome Clockwise
LIIATERIAhd e Zine discast. ch 251576-03 | Keyed alike IL101 | Black Counter-clockwise
ousing and handle: Zinc die-cast, chrome , ;
plated or black coated. 251576-07 Keyed alike IL101 | Black Clockwise
Cylinder: Zinc die-cast, stainless steel (304) 251376-02 | Keyed to differ * Chrome Counter-clockwise
cap and dust shutter. . ;
Screws: Steel, zinc plated. 251376-06 Keyed to differ * Chrome Clockwise
251576-02 Keyed to differ * Black Counter-clockwise
251576-06 Keyed to differ * Black Clockwise
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI.

All products ROHS-compliant.
Copyright © 2014, Industrilas i N&ssjo AB.
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QUARTER-TURN L-HANDLE - 18 mm

Protection degree

Universal LH / RH

(+) comsl

Quarter-turn L-handle in locking or non-
locking version. Universal clockwise or
counter-clockwise rotation when opening /
closing. Supplied with mounting nut and two
keys. Protection degree IP65.

Key extraction: Open / closed.
Stainless version: Page 6-160.

* Master key system on request.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.

MATERIAL:

Housing and handle: Zinc die-cast, chrome
plated or black coated.

Cylinder: Zinc die-cast, stainless steel (304)
cap and dust shutter.

Standard and Earthing nut: Zinc die-cast, zinc
plated.

Screw: Steel, zinc plated.

Industrilas

QUARTER-TURN L-HANDLE - 18 mm

P/N Cylinder Surface treatment Nut
261356 Non-locking Chrome Standard
261357 Non-locking Chrome Earthing nut
261556 Non-locking Black Standard
261557 Non-locking Black Earthing nut
261358 Keyed alike IL101 Chrome Standard
261359 Keyed alike IL101 Chrome Earthing nut
261558 Keyed alike 1L101 Black Standard
261559 Keyed alike 1L101 Black Earthing nut
261369 Keyed alike L0333 Chrome Standard
261370 Keyed alike 1L0333 Chrome Earthing nut
261569 Keyed alike L0333 Black Standard
261570 Keyed alike L0333 Black Earthing nut
261360 Keyed to differ * Chrome Standard
261361 Keyed to differ * Chrome Earthing nut
261560 Keyed to differ * Black Standard
261561 Keyed to differ * Black Earthing nut

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.
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Stainless

QUARTER-TURN L-HANDLE

ot oMW QUARTER-TURNL-HANDLE |
locking version. Housing for assembly with QUARTER-TURN L-HANDLE

screws from inside. Open by turning handle . Surface .

clockvyise or counter-clockwise (seg table). PN Cylinder treatment Opening

Supplied with cam nut, two mounting 261376-00 Non-locking Chrome Counter-clockwise

screws and two keys.

Protection degree IP54. 261376-04 Non-locking Chrome Clockwise

Key extraction: Open / closed. 261576-00 Non—lockfng Black Counte.r—clockmse

* Master key system on request. 261576-04 Non-locking Black Clockwise
261376-03 Keyed alike 1L101 Chrome Counter-clockwise

Cams: Page 2-481, 2-491 and 2-510. - -

Rods: Page 2-540, 2-541 and 2-545. 261376-07 Keyed alike 1L101 Chrome Clockwise
261576-03 Keyed alike 1L101 Black Counter-clockwise

MATERIAL: - -

HOUSing and handle: Zinc die-cast, chrome 261576-07 Keyed alike 1L101 Black Clockwise

plated or black coated. 261376-01 Keyed alike 1L0333 Chrome Counter-clockwise

Cylinder: Zinc die-cast, stainless steel (304) - -

cap and dust shutter, 261376-05 Keyed alike 1L0333 Chrome Clockwise

Screws and nut: Steel, zinc plated. 261576-01 Keyed alike 1L0333 Black Counter-clockwise
261576-05 Keyed alike L0333 Black Clockwise
261376-02 Keyed to differ * Chrome Counter-clockwise
261376-06 Keyed to differ * Chrome Clockwise
261576-02 Keyed to differ * Black Counter-clockwise
261576-06 Keyed to differ * Black Clockwise
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S
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Integrated
PUR-gasket
LRP PUSH-BUTTON ACTION PADLOCKABLE % (¥) CoMBI
QUARTER-TURN L-HANDLE - 18 mm
L-handle with push-button controlled retractable padlock = = = ON A ON PADL G AR
loop. Universal clockwise or counter-clockwise rotation when . '. . -
opening / closing. Supplied with nut. Protection degree QUA AND O
IP65. P/N Surface treatment
Cams: Page 2-481, 2-491 and 2-510. 261904 Silver
Rods: Page 2-540, 2-541 and 2-545. 261604 Black

MATERIAL:

Housing and handle: Zinc die-cast, black or silver texture
powder coated.

Padlock loop: Stainless steel (304).

Nut: Zinc die-cast, zinc plated.

Screw: Steel, zinc plated.
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Stainless

Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.
All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.
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Protection degree %
~ |
Universal LH / RH
|
Y N .J)
o 22 |
Integrated
PUR-gasket
LRP QUARTER-TURN L-HANDLE - 18 mm % (+) comBl
Quarter-turn L-handle in locking or non-locking version. Universal
clockwise or counter-clockwise rotation when opening / closing. LRP QUARTER-TURN
Supplied with nut. Protection degree IP65. L-HANDLE - 18 mm
Surface .
* Master key system on request. P/IN treatment Cylinder
Cams: Page 2-481, 2-491 and 2-510. 261905 Silver Non-locking
Rods: Page 2-540, 2-541 and 2-545. 261605 Black Non-locking
MATERIAL: 261906 Silver Keyed alike 1L101
Housing and handle: Zinc die-cast, silver coated or black texture 261606 Black Keyed alike I1L101
powder coated. ; .
Cylinder: Zinc die-cast, stainless steel (304) cap and dust shutter. 261907 Silver Keyed alike [LO333
Nut: Zinc die-cast, zinc plated. 261607 Black Keyed alike 1LO333
Screw: Steel, zinc plated. 261908 Silver Keyed to differ *
261608 Black Keyed to differ *
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S
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Padlock loop
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PADLOCKABLE QUARTER-TURN L-HANDLE (+) comBI

Quarter-turn L-handle for padlock, with spring loaded retrac-

: i ° PADLCQ AB QUARTER R AND
table padlock loop. Universal clockwise or counter-clockwise
rotation when opening / closing. Supplied with nut. Protection P/N Surface treatment Nut
degree IP6S. 261364 | Chrome Standard
Cams: Page 2-480, 2-490 and 2-510. 261365 Chrome Earthing nut
Rods: Page 2-540, 2-541 and 2-545. 261564 Black Standard
MATERIAL: 261565 Black Earthing nut
Housing and handle: Zinc die-cast, chrome plated or black
coated.

Padlock loop: Steel, chrome plated or black coated.
Standard and Earthing nut: Zinc die-cast, zinc plated.
Screw: Steel, zinc plated.

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92




Certified according to 1SO 9001:2008
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L-HANDLE FOR SCANDINAVIAN OVAL CYLINDER

S TR L HANDLE FOR SCANDINAVIAN OVAL CYLINDER
ForHisht hingod door Ooen by g L-HANDLE FOR SCANDINAVIAN OVAL CYLINDER

counter-clockwise. Supplied with nut. Combi P/N L-handle P/N Cylinders

cut-out, with an additional hole. Protection - -

degree IP54. 261572 L—h_andle.for 6- or 248801-3 6—.p|n cylinder - keyed
7-pin cylinder alike

Cams: Page 2-480, 2-490 and 2-510. 248801-4 6-pin cylinder - keyed

Rods: Page 2-540, 2-541 and 2-545. to differ

MATERIAL:

Housing and handle: Zinc die-cast, black
powder coated.

Nut: Zinc die-cast, zinc plated.

Screw: Steel, zinc plated.
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Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S
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LOCK KNOB FOR SCANDINAVIAN OVAL CYLINDER

right hinged door. First, unlock the cylinder. LOCK KNOB FOR SCANDINAVIAN OVAL CYLINDER

Then open latch by turning the entire cylinder P/N Lock knob P/N Cylinders
cover counter-clockwise. Supplied with nut. Lock knob for 6- or 6-0in cvlinder - keved
Combi cut-out, with an additional hole. 261573 | ;oo e o 248801-3 | BT y
Protection degree IP54. pin cy

. 6-pin cylinder - keyed
Cams: Page 2-480, 2-490 and 2-510. 2488014 | 4o differ

Rods: Page 2-540, 2-541 and 2-545.

MATERIAL:

Housing and casing: Zinc die-cast, black
powder coated.

Nut: Zinc, zinc plated.

Screw: Steel, zinc plated.
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