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@ Handle: Page 2-310a/b.

Latching unit: Page 2-311a/b.

© Cam: Page 2-312a/b and 2-480.

@ Inside handle: Page 2-312a/b.

® Rod link: Page 2-313b.

HOW TO BUILD YOUR KLIMAFLEX™ LATCH

Out-swing door:

1) Choose a handle for out-swing door: Page 2-310a/b.

2) Choose a latching unit: Page 2-311a/b.

3) Choose a roller cam: Page 2-312a/b or a standard cam: page 2-481.
4) Inside handle: Page 2-312a/b. Rod link: Page 2-313b.

In-swing door:

1) Choose a handle for in-swing door: Page 2-310a/b.

2) Choose a latching unit (type S or SC): Page 2-311a/b.
3. Inside handle: Page 2-312a/b. Rod link: Page 2-313b.
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HVAC HANDLES - SYSTEM KLIMAFLEX™

Padlock loop

Universal LH / RH

HVAC handles - system Klimaflex™ is a
latching system in locking or non-locking ver-
sions, for HVAC applications. The Klimaflex™
system is designed for quick and easy moun-
ting of the handles on site. Handles for both
inswing or outswing doors. Handles for inswing
doors are supplied with customized roller cam.
For customized cam-height, exchange the -H
with the desired height in mm. Customized
cams (marked 1) are available on request only.
Locking versions use key extraction: Open /
closed.

* Supplied with two keys.

To build a complete unit:

Latching units: Page 2-311a/b.
Standard cams: page 2-481.

Roller cams: Page 2-312a/b.

Rod links and rods: Page 2-313a/b.
Safety handles: Page 2-312b.
Safety latches: Page 2-314.

Keys: Page 2-370 and 2-372.

MATERIAL:

Handle and roller: Glass fibre reinforced
polyamide (PA6), black.

Insert: Zinc die-cast, chrome plated.
Cylinder: Zinc die-cast, stainless steel (304)
cap and dust shutter.

Padlock loop: Steel, zinc plated.

Outside roller cam shaft: Steel, zinc plated.

Industrilas

HVAC HANDLES - SYSTEM KLIMAFLEX

Outside roller

for latching units

P/N Description Door cam included
265076-00 Non-locking Outswing -
265076-02-H 1! Non-locking Inswing Yes
265076-1L10 Keyed alike IL101 Outswing -
265076-10 Keyed alike ILO333 * | Outswing -
265076-12-H1 Keyed alike ILO333 * [ Inswing Yes
265076-20 Keyed to differ Outswing -
265076-22-H ! Keyed to differ Inswing Yes
265076-62-H ! Padlockable Inswing Yes
265076-60 Padlockable Outswing -
265076-3009 Insert Square 8 Qutswing -
265076-3209-H ! | Insert Square 8 Inswing Yes
265076-3012 Insert Triangle 7 QOutswing -
265076-3212-H ' | Insert Triangle 7 Inswing Yes

Insert Recessed hexa- :
265076-3023 gon 8 (5/16") Outswing -
265076-3223-H 1 | INsert Recessed hexa- | oo Yes
gon 8 (5/16")
265077-00 Knob Outswing -
265078-301 Cover plug for lat- . )
ching units
265078-302 Slotted cover plug ) )
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LATCHING UNITS - SYSTEM KLIMAFLEX™ (+) comBl

Latching units - System Klimaflex™ for HVAC* applications.
The Klimaflex™ system is designed for quick and easy moun-
ting. Two different cut-out versions, Combi or K-Flex. Cut-out
Combi is fixed with a spacer nut and cut-out K-Flex is fixed
with either a cam, regular nut or a starlock washer.

*HVAC = Heating, Ventilation and Air Conditioning.

Handles: Page 2-310 a/b.

Roller cams: Page 2-312a/b.
Standard cams: Page 2-481.

Rod links and rods: Page 2-313a/b.
Safety handles: Page 2-312b.
Safety latches: Page 2-314.

Spacer nuts: Page 2-410 (thread Y).

A

Inside options:

Unit S50, S100 and SC50 can accommodate all accessories.
Unit M25, M50 and M60 accommodates a cam and can be
complemented with an inside handle or a rod link.

Unit G50 and GC50 can accommodate a cam only.

MATERIAL:

Shaft: Zinc die-cast, zinc plated or steel, zinc plated.
Housing: Zinc die-cast, zinc plated.

Collar and washer: Glass fibre reinforced polyamide (PA6).
Nut: Zinc, zinc plated.

Screw: Steel, zinc plated.

P/N Description Shaft Cam Door thickness Cut-out
265078-G50 Round shaft Zinc Fixed 50 mm K-Flex
265078-GC50 Round shaft Zinc Fixed 50 mm Combi
265078-M25 Round shaft Steel Fixed 25 mm K-Flex
265078-M50 Round shaft Steel Fixed 50 mm K-Flex
265078-M60 Round shaft Steel Fixed 60 mm K-Flex
265078-S50 Threaded square 8 mm shaft Steel Adjustable 50 mm K-Flex
265078-S100 Threaded square 8 mm shaft Steel Adjustable 100 mm K-Flex
265078-SC50 Threaded square 8 mm shaft Steel Adjustable 50 mm Combi
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ROLLER CAMS AND INSIDE HANDLES - SYSTEM KLIMAFLEX™

Roller cams and inside handles - System Klimaflex™ for

HVAC* applications. The Klimaflex™ system is designed for
quick and easy mounting. Roller cams reduces the friction in
the latching operation and increase the gasket compression.

*HVAC = Heating, Ventilation and Air Conditioning.

Interlink rods: Page 2-313a and 2-313b.

Note: Inside handle is only approved in combination with non-
locking outside handle.

MATERIAL:

Handle: Steel, zinc plated and glass fibre reinforced polyamide
(PAG), black or red.
Roller cam: Zinc die-cast, zinc plated, steel, zinc plated and

glass fibre reinforced polyamide (PA6), black.

ROLLER CAMS AND INSIDE HANDLES - SYSTEM KLIMAFLEX™

. For locking _— For locking
P/N Description unit P/N Description unit
231101.1 Roller cam -Gh0, -GC50 | 231101.2 Roller cam All
231104 Roller cam, short version All 231107 Roller cam All
2321S07- Roller cam - All 2321S07- Roller cam - All
RO1 roller diameter 37,7 mm RO5 roller diameter 17,6 mm
Inside red handle, Inside black handle,
265076-50 diagonal mounting All 265076-51 diagonal mounting Al
Inside red handle, Inside black handle,
265076-52 vertical/horizontal mounting Al 265076-53 vertical/horizontal mounting Al

Industrilas
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Hinges

Sealing profiles

Miscellaneous

Stainless

2-313a

QUARTER-TURN

LATCHING SYSTEMS

Kiima-flex

VENTILATION SYSTEMS

®8

Certified according to 1SO 9001:2008
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3 x45°

INTERLINK RODS - SYSTEM KLIMAFLEX™

Interlink rods - system Klimaflex™ for
HVAC* applications. To operate two or
more locking units with one handle,
they can be connected with an inter-
link rod and rod links. The rod link
clamps onto the interlink rod, enab-
ling you to connect several latching
units to one handle. Supplied in fixed
lengths or custom lengths according
to table.

Special rod-lengths (marked 1) on
request only.

*HVAC = Heating, Ventilation and Air
Conditioning.

Rod link: Page 2-313b.

MATERIAL:
Steel, zinc plated.

INTERLINK RODS - SYSTEM KLIMAFLEX™

P/N Description P/N Description
282150-900 | L=900 mm 282150-1000 | L=1000 mm
282150-1100 | L=1100 mm 282150-1200 | L=1200 mm
282150-1300 | L=1300 mm 282150-1400 | L=1400 mm
282150-1500 | L=1500 mm 282150-1600 | L=1600 mm
282150-1700 | L=1700 mm 282150-! L.=Custom rod length in mm
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ROD LINK - SYSTEM KLIMAFLEX™

Rod link - system Klimaflex™ for HVAC* applications. To operate two
or more locking units with one handle, they can be connected with an ROD LINK - SYSTEM KLIMAFLEX
interlink rod and rod links. The rod link clamps onto the interlink rod, P/N Description
enabling you to connect several latching units to one handle. 265079-10 Rod link

*HVAC = Heating, Ventilation and Air Conditioning.
Interlink Rods: Page 2-313a.

MATERIAL:

Link: Steel, zinc plated.

Rod connection: Zinc die-cast, zinc plated.
Screw: Steel, zinc plated.
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SAFETY CATCH - SYSTEM KLIMAFLEX™

applications. The safety catch is used for pres- SAFETY CATCH - SYSTEM KLIMAFLEXT™

surized HVAC units. To prevent doors from opening PIN A-B A-B C-D C-D Versi
up without control, the safety catch secondary cam Min Max Min Max ersion
catches the door while positive air pressure esca- i .
pes. When the secondary knob is turned, the door 265078-T25H 18 30 32 38 Right
is opened safely. When operating the latch during 265078-T25V 18 30 32 38 Left
closing, the safety catch automaticaly resets. The B ;
safety catch is compatible with all handles in the 265078-T40H 18 45 47 53 Right
Klimaflex system. 265078-T40V 18 45 47 53 Left

) 265078-T50H 18 55 57 63 [ Right
Products are available on request only.

265078-T50V 18 55 57 63 | Left

*HVAC = Heating, Ventilation and Air Conditioning. 265078-T85H 18 80 82 88 | Right
Handle: Page 2-310a/b. 265078-T85V 18 80 82 88 | Left

MATERIAL:

Locking unit: Zinc die-cast, zinc plated, steel, zinc
plated and glass fibre reinforced polyamide (PA6),
black.

Safety cam: Glass fibre reinforced polyamide (PA6),
black.

Roller cam: Zinc, zinc plated and glass fibre re-
inforced polyamide (PA6), black.
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VENTILATION SYSTEMS

Latching units: Page 2-315c.

Handles: Page 2-315d.

Roller cams: Page 2-31be.

Inside options: Page 2-315f.

©0®>

HOW TO BUILD YOUR KLIMAFLEX™ 2 (K2) - LATCH

For out-swing door:

1) Choose a latching unit corresponding to the thickness of the door: Page 2-315c.

2) Choose handle: Page 2-315d.

3) Choose a roller cam: Page 2-315e

4) If needed, choose an inside option: See page 2-315f for rod link, safety catch or inside safety handle.
See page 2-315d for regular inside handle.

In-swing door:

1) Choose a latching unit corresponding to the thickness of the door: Page 2-315c.

2) Choose handle: Page 2-315d.

3) If you need, choose an inside handle from see page 2-315d or an inside safety handle from page 2-315f.

M m (-]
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ADVANTAGES WITH THE K2-SYSTEM

Patented function clamps latch on to doors.

The expanding spacers are engaged and affix themselves to the door skins from the inside of the
door. This creates a stable unit with fixed door skins that do not move in relation to each other. The
thin sheet metal door skins are immobilized with our patented dual door skin support.

swaysAs yaje| poy

Handle with different latching options.

Handle may be locked with key, or with one of several tool inserts. It may also be supplied as a
non-locking version making the handles very versatile in your application. The handles may also be
interchanged after installation if your need changes after time. Designed for ease on intallation in
the factory or in the field. the handles are mounted with a single screw. Also - we can easily mould

your logo right into the handle for added advertizing benefit. T
Roller cam is adjustable. The KlimaFlex-2 roller cam is mounted and adjustable with a Torx-bit.
This function makes it possible to adjust the roller cam for a wide range of frame thicknesses and @
for the right compression. The roller cam reduces the friction during the latching operation. Set it o
so that the door closes smoothly and is kept securely closed. @
©
3
=
=
Inside options. On the inside, you can add several options to your roller cam according to your spe- a
cific need. Rod link, safety catch - or inside security handle may be added as needed to the special %
roller cam equipped with multi-grip-fitting. 3
@
5
Use only one tool. All screws on the system use only one tool. Torx T-30 is used all over the system %

and this makes it easy to both install the unit in a door, add handle, and adjust the roller cam to
perfection.

Kiima-flex

VENTILATION SYSTEMS

KLIMAFLEX™ 2 (K2) PROVIDES YOU WITH THESE ADVANTAGES

- Heavy-duty latching points insures maximum protection so that door will stay closed despite over- or under-pressure

- Extremely easy to assemble. Saves on both working hours and on manufacturing the doors themselves. Field adjustable and
replaceable without destroying the door.

- Handle can be configured for multipoint latching, inside release and/or with a safety catch for overpressurized applications.
- Safety catch option prevents accidents in pressurized systems.

- The same latch can be mounted for use on a right or left hinged door and for both in-swing or out-swing doors.

- Full thermal break between inside and outside of door.

- Integrated PUR-gasket ensures positive sealing in your project.

- Multiple options for locking: key-, tool- or non-locking.

- Fits multiple door thicknesses.
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LATCHING UNIT - KLIMAFLEX™ 2 (K2)

Kiima-fFlex

VENTILATION SYSTEMS

_>
. Universal LH / RH

The K2-technology allows for quick mounting in HVAC*-
units using double-skinned doors with the thicknesses
described in the table below. When the screw is turned
with a T-30 Torx-bit (not included) expanding "legs" are
engaged and fix the door skins from the inside of the
door.

You can wait until the last minute adding the handle on
the inside or outside - and you are free to add a rod link
or safety catch with no changes to the latching unit. K2
- System Klimaflex™ 2 for HVAC* applications is desig-
ned for quick and easy mounting. Roller cams reduces
the friction in the latching operation and increase the
gasket compression.

Cover plug is used to cover latching point when handle
is not used.

*HVAC = Heating, Ventilation and Air Conditioning.
Interlink rods: Page 2-313a and 2-315b.

MATERIAL:

Latching unit: Zinc, zinc plated and glass fibre rein-
forced polyamide (PA6), black.

Screw: Steel, zinc plated.

P/N

Description

KLIMAFLEX™ 2 - LATCHING UNITS

For door thickness
(Tolerance = 2,5 mm)

2651-101025

K2 latching unit

25 mm (1"

2651-101030

K2 latching unit

30 mm (1.2")

2651-101035

K2 latching unit

35 mm (1.4")

2651-101043

K2 latching unit

43 mm (1.7")

2651-101045

K2 latching unit

45 mm (1.75")

2651-101050

K2 latching unit

50 mm (2")

2651-101060

K2 latching unit

60 mm (2.4")

2651-101070

K2 latching unit

70 mm (2.75")

2651-101075

K2 latching unit

75 mm (3")

2651-101095

K2 latching unit

95 mm (3.7")

2651-101100

K2 latching unit

100 mm (4")

265078-301

Cover plug
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HANDLE COMBINATIONS - KLIMAFLEX™ 2 (K2)

27
-

Khiima-flex

VENTILATION SYSTEMS

A large supply of handle combinations are available - tool
operated, key locking and non-locking, depending on your
application.

System K2 Klimaflex™ for HVAC* applications is designed for
extreme simplicity in mounting in your insulated (double skin-
ned) door application. Handles may be used on either inside
or outside of the door.

The inswing handle has a built-in adjustable roller cam that
reduces the friction in the latching operation and increase the
gasket compression. The cam is normally placed on the left
side of the handle (as per drawing above) but may be moved to
the other side. Key extraction: Open / closed.

Products marked with * are key-locking and are supplied with
two keys.

Contact us for K2-handles with the roller cam pre-mounted on
the right side.

Note: Inside handle is only approved in combination with non-
locking outside handle.
Keys: Page 2-370 and 2-372.

MATERIAL:

Handle: Glass fibre reinforced polyamide (PA6), black.
Roller cam: Steel, glass fibre reinforced polyamide (PA6).
Screw: Steel, zinc plated.

Note: Red handles available on request.

INSIDE AND OUTSIDE HANDLES - SYSTEM KLIMAFLEX™ 2

P/N Description Latching type P/N Description Latching type
2651-205000 | With roller cam | Non-locking 2651-205400 [ Without roller cam | Non-lockning
2651-205105 | With roller cam | Square 8 2651-205505 | Without roller cam | Square 8
2651-205114 | With roller cam | Triangle 7 2651-205514 | Without roller cam | Triangle 7

2651-205134

With roller cam

Recessed hexagon 8
(5/16")

2651-205531

Without roller cam

Recessed hexagon 8
(5/16")

2651-205280

With roller cam

IL101 *

2651-205680

Without roller cam

[L101 *

2651-205281

With roller cam

[LO333 *

2651-205681

Without roller cam

[LO333 *

2651-205290

With roller cam

Keyed to differ *

2651-205690

Without roller cam

Keyed to differ *

2-315d
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ROLLER CAM - SYSTEM KLIMAFLEX™ 2

The K2 roller cam is easy to adjust according to your needs For handles, with or without built-in roller cam, see page
with a T-30 Torx-bit. Set the cam so that the door closes 2-315d.
smoothly and is kept securely shut.

MATERIAL:
The roller cams reduces the friction in the latching operation Roller cam: Zinc die-cast, zinc plated, steel, zinc plated and
and increase the gasket compression. glass fibre-reinforced polyamide (PA6), black.

You can connect several roller cams in series to be operated
with only one handle.

See page 2-315f for rod link.

Interlink rods, see page 2-313a.

ROLLER CAM FOR SYSTEM KLIMAFLEX™ 2

P/N Description @ of roller
2651-305125-0062 Adjustable roller cam 25 mm

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92
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INSIDE OPTIONS FOR SYSTEM KLIMAFLEX™ 2 (K2)

In the KlimaFlex™ 2-system you can combine the safety MATERIAL:
catch, rod link and/or inside security handle with the inside Safety catch: Steel with yellow powder coat.
roller cam. Rod link: Steel, zinc plated. Zinc, zinc plated.

Inside security handle: Steel with red powder coat.
Do not forget that the KlimaFlex™ 2-system allows you to use  Inside security handle with rod link: Steel with red powder
a regular inside handle. See page 2-315d. coat, zinc, zinc plated.

* For round interlink rods, see page 2-313a

INSIDE OPTIONS, KLIMAFLEX™ 2

P/N Description Drawing
2651-901025 Safety catch for preventing the door from flying open in case of overpressure. For A
left- or right hinged door. "L" adapted to fit 25 mm (1 inch) door thickness.
2651-901050 Safety catch as above. For 50 mm (2 inch) door thickness. A
2651-901075 Safety catch as above. For 75 mm (3 inch) door thickness. A
2651-901100 Safety catch as above. For 100 mm (4 inch) door thickness. A
2651-902001 Rod link. Int_erconnects latching point to i)ther latching points. Allows operation of B
several latching points from one handle.
Inside security handle with rod link. Allows for opening door from inside and can
2651-903001 also interconnect latching points - just as the rod link above. * c
2651-903000 Inside security handle without rod link. Allows for opening door from inside. Not shown
2651-903002 Separate rod link part for mounting on inside security handle above (not included). D
Allows interlinking latching points with the use of inside security handle above. *

M m (-]
BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com I d t B I
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SURFACE MOUNTED LATCHING UNIT
FOR OUT-SWING DOORS - SYSTEM KLIMAFLEX™

Latching unit for outswing doors - system Klima-
Flex™ for HVAC-applications. Supplied with or
without a adjustable, surface mounted striker.

Handles: Page 2-310a/b.

MATERIAL:

Base plate: Glass fibre reinforced polyamide (PA6),

black.

Cam, striker and striker plate: Zinc die-cast, zinc

plated.

Industrilas

SURFACE MOUNTED LATCHING UNIT

FOR OUT-SWING DOORS - SYSTEM KLIMAFLEX™

P/N

Description

265078-D01

With adjustable striker

265078-D01-1

Without striker

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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SURFACE MOUNTED LATCHING UNIT
FOR IN-SWING DOORS - SYSTEM KLIMAFLEX™

@
45_ L 31 J

Latching unit for inswing doors - system KlimaFlex™
for HVAC-applications. Mounted with screws or
rivets.

Handles: Page: 2-310a/b.

MATERIAL:

Base plate: Zinc die-cast, zinc plated.

Cam: Zinc die-cast, zinc plated.

Roller: Glass fibre reinforced polyamide (PA6), black.

SURFACE MOUNTED LATCHING UNIT

FOR IN-SWING DOORS - SYSTEM KLIMAFLEX™

P/N

Description

265078-D02

For inswing doors

2-316b BOX 214, SE 571 23 NASSJO, SWEDEN * www.industrilas.com
TEL + 46 (0) 10 - 130 75 00  FAX + 46 (0) 10 - 130 75 92
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COMPRESSION LATCHING HINGE WITH g

SAFETY CATCH - SYSTEM KLIMAFLEX™

180° Hinge-Latch, or latch hinge that may be used as hinge
or latch according to need. Allows you to open door as left- or
right hinged door, or to remove door completely. Universal left-
and right assembly. Provides 6 mm compression and has a
built-in safety catch for safe opening of pressurized doors.

Clicks into distinct open and closed position for tactile feed-
back.

Vertical adjustability together with guidance between door
and frame parts, makes it easier than ever to get the perfect
sealed door. Available in non-locking, keyed and tool operated
version. Also customizable with your logotype.

Note that a normal panel will need four units in order to ope-
rate as either left-open, right open, or completely removable.
Mount the door part with blind rivets (pop-rivets). The frame
part may be mounted with screws or blind rivets.

No problems with thermal break as units are surface-mounted
on to door and frame parts, resulting in no parts intruding
through the double skinned doors.

Meets the requirements for sealing level L1 regarding positive
or negative air pressure according to DIN EN 1886.

Logotypes, other inserts, other colours and offsets from 0 — 25
mm offered upon request. Products marked with * are key-
locking and are supplied with two keys. Keys for insert "Reces-
sed Hexagon 10" are found on page 2-380.

MATERIAL:

Door part and handle: Glass fibre reinforced polyamide (PA6).
Frame part and latching cam: Zinc die cast, black powder
coated.

Hinge pin and assembly pins: Stainless steel.

COMPRESSION LATCHING HINGE WITH
SAFETY CATCH - SYSTEM KLIMAFLEX™

P/N Description Offset
2651-400000 Non-locking No offset
2651-400080 Keyed IL101 * No offset
2651-400035 Recessed Hexagon 10 No offset
2651-401000 Non-locking 10 mm
2651-401035 Keyed IL101 * 10 mm
2651-401080 Recessed Hexagon 10 10 mm

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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DROP-SHAPED KNOB LATCH - FOR INSULATED DOORS

Latching unit with a compact, drop-shaped knob handle rotation
90° to open / close. For door thickness 23-25 mm. DRIC:)CF;I-?SII-II\IASPLFIPA}I'(EISB(;-S;gH -

Cams: Page 2-481. P/N Description
MATERIAL: 245020 Drop-shaped knob latch
Knob, housing, washer: Glass fibre reinforced polyamide (PA6),

black.

Shaft: Zinc, die-cast, zinc plated.

2-318a BOX 214, SE 571 23 NASSJO, SWEDEN * www.industrilas.com
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SLOTTED LATCH - FOR INSULATED DOORS

Latching unit with slotted insert. Rotation 90° to open / _
e e e 2596 . SLOTTED LATCH - FOR INSULATED DOORS

P/N Description
Cams: Page 2-481. 245021 Latch with slotted insert
MATERIAL:
Insert, housing, washer: Glass fibre reinforced polyamide
(PAG6), black.

Shaft: Zinc, die-cast, zinc plated.
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PADLOCKABLE DEFEATER HANDLE - 58 mm

—
]

171
205

Padlockable defeater handle equipped

with a built-in spring loaded insert, provi-
ding a defeater function making the handle
compliant with two-handed safety opera-
tions requirements. To operate the handle,
turn the insert, push the padlock trigger
and turn the handle. The cast-in threaded
steel shaft allows simple cam adjustment.
Removable stop for clockwise or counter-
clockwise operation. Supplied with nut,
screws and gasket. Protection degree IP65.
Cut-out is "Combi"-style, with an additional
@ 8,5 mm hole.

Products marked with * are key-locking and
are supplied with two keys.
Key extraction: Closed.

Stainless compact defeater handle: Page
6-210.

Cams: 12 mm square cut-out, supplied on
request.

Rods: Page 2-540, 2-541 and 2-545.
Keys: Page 2-370 and 2-372.

MATERIAL:

Handle: Zinc die-cast, black texture powder
coated.

Insert and padlock trigger: Zinc die-cast,
chrome plated.

Nut: Zinc die-cast, zinc plated.

Screws: Steel zinc plated.

Cast-in shaft: Hardened steel, zinc plated.
Gaskets: Plastic and NBR.

2-340

PADLOCKABLE DEFEATER HANDLE - 58 mm

P/N Insert P/N Insert
261601-01 | Hexagon 11 261601-20 | Slotted
261601-07 | Square 6 261601-21 | Recessed hexagon 10
261601-08 | Square 7 261601-22 | Recessed hexagon 8
261601-09 | Square 8 261601-23 | Hexagon 8,5
261601-10 | Square 8 /slotted | 261601-24 | ES3
261601-11 | Square 8 / M6 261601-28 | Triangle 10/ M5
261601-12 | Triangle 7 261601-41 | Slotted recessed
261601-13 | Triangle 8 261601-47 | §ooessed hexagon 8/
261601-14 | Triangle 10 261601-48 | Recessed square 8.
261601-15 | Triangle 10/ M6 | 261601-49 | Slotted 3 mm
261601-16 | Double Bit 3 261602-10 | cY'jfcer jock keyed alike
261601-17 | Double Bit 5 261602-20 | Cylinder lock keyed to differ *
261601-18 | Daimler Benz | 261603 ﬁggl‘if;“tgri'gg;defeater - only
261601-19 | Triangle 10/ SEN

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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Protection degree

Padlock loop

Universal LH / RH

PADLOCKABLE COMPACT DEFEATER HANDLE - 58 mm

Padlockable compact defeater handle equipped
with a built-in spring loaded insert, providing a
defeater function making the handle compliant
with two-handed safety operations requirements.
To operate the handle, turn the insert, push the
padlock trigger and turn the handle. The cast-in

threaded steel shaft allows simple cam adjustment.

Removable stop for clockwise or counter-clockwise
operation. Supplied with nut, screws and gasket.
Protection degree IP65. Cut-out is "Combi" style,
with an additional @ 8,5 mm hole.

Products marked with * are key-locking and are
supplied with two keys.
Key extraction: Closed.

Stainless compact defeater handle: Page 6-210.

Cams: 12 mm square cut-out, supplied on request.

Rods: Page 2-540, 2-541 and 2-545.
Keys: Page 2-370 and 2-372.

MATERIAL:

Handle: Zinc die-cast, black texture powder coated.

Insert and padlock loop: Zinc die-cast, chrome
plated.

Nut: Zinc die-cast, zinc plated.

Screws: Steel zinc plated.

Cast-in shaft: Hardened steel, zinc plated.

Industrilas

PADLOCKABLE COMPACT
DEFEATER HANDLE - 58 mm

P/N Insert P/N Insert

261611-01 [ Hexagon 11 261611-20 | Slotted

261611-07 | Square 6 261611-21 | Recessed hexagon 10

261611-08 | Square 7 261611-22 | Recessed hexagon 8

261611-09 [ Square 8 261611-23 | Hexagon 8.5

Square 8/

261611-10 slotted 261611-24 | ES3

261611-11 | Square 8/ M6 | 261611-28 | Triangle 10/ M5

261611-12 | Triangle 7 261611-41 | Slotted recessed

261611-13 | Triangle 8 261611-47 | Recessed hexagon 8/3
mm pin

261611-14 | Triangle 10 261611-48 | Recessed square 8.

261611-15 | Triangle 10/M6 | 261611-49 | Slotted 3 mm

261611-16 |Double Bit3 | 261612-10 | ©Ylinder lock keyed alike
(IL101)

261611-17 | Double Bit 5 | 26161220 | SHinder lock keyed to

261611-18 | Daimler Benz | 261613 [ S0!1d plug. No defeater -
only padlock trigger

Triangle 10/
261611-19 SEN

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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PADLOCKABLE DEFEATER HANDLE - 36 mm

171
205

Padlockable defeater handle equipped with a

built-in spring loaded insert, providing a defeater

function making the handle compliant with
two-handed safety operations requirements. To
operate the handle, turn the insert, push the
padlock trigger and turn the handle. The cast-in
threaded steel shaft allows simple cam adjust-
ment. Removable stop for clockwise or counter-
clockwise operation. Supplied with nut, screws
and gasket. Protection degree IP65.

Cut-out is "Combi"-style, with an additional @
8,5 mm hole.

Products marked with * are key-locking and are
supplied with two keys.
Key extraction: Closed.

Stainless compact defeater handle: Page 6-210.

Cams: 12 mm square cut-out, supplied on
request.

Rods: Page 2-540, 2-541 and 2-545.
Keys: Page 2-370 and 2-372.

MATERIAL:

Handle: Zinc die-cast, black texture powder
coated.

Insert and padlock loop: Zinc die-cast, chrome
plated.

Nut: Zinc die-cast, zinc plated.

Screws: Steel zinc plated.

Cast-in shaft: Hardened steel, zinc plated.

2-351

PADLOCKABLE DEFEATER HANDLE - 36 mm

P/N Insert P/N Insert

261621-01 | Hexagon 11 261621-20 | Slotted
261621-07 | Square 6 261621-21 | Recessed hexagon 10
261621-08 | Square 7 261621-22 | Recessed hexagon 8
261621-09 | Square 8 261621-23 | Hexagon 8.5
261621-10 | Square 8/ slotted | 261621-24 | ES3
261621-11 | Square 8/ M6 261621-28 | Triangle 10/ M5
261621-12 | Triangle 7 261621-41 | Slotted, recessed

. Recessed hexagon 8 /
261621-13 | Triangle 8 261621-47 3 mm pin
261621-14 | Triangle 10 261621-48 | Recessed square 8
261621-15 | Triangle 10/ M6 | 261621-49 | Slotted 3 mm

. Cylinder lock keyed

261621-16 | Double Bit 3 261622-10 alike (IL101) *
26162117 | Double Bit 5 26162220 | (inder lock keyed to

. Solid plug. No defeater -
261621-18 | Daimler Benz 261623 only padlock trigger
261621-19 | Triangle 10 / SEN

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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PADLOCKABLE COMPACT DEFEATER HANDLE - 36 mm

Padlockable compact defeater handle equipped
with a built-in spring loaded insert, providing a
defeater function making the handle compliant
with two-handed safety operations require-
ments. To operate the handle, turn the insert,
push the padlock trigger and turn the handle.
The cast-in threaded steel shaft allows simple
cam adjustment. Removable stop for clockwise
or counter-clockwise operation. Supplied with

nut, screws and gasket. Protection degree IP65.

Cut-out "Combi"-style, with an additional @ 8,5
mm hole.

Products marked with * are key-locking and are
supplied with two keys.
Key extraction: Closed.

Stainless, compact version: Page 6-210.

Cams: 12 mm square cut-out, supplied on
request.

Rods: Page 2-540, 2-541 and 2-545.
Keys: Page 2-370 and 2-372.

MATERIAL:

Handle: Zinc die-cast, black texture powder
coated.

Insert and padlock loop: Zinc die-cast, chrome
plated.

Nut: Zinc die-cast, zinc plated.

Screws: Steel zinc plated.

Cast-in shaft: Hardened steel, zinc plated.

Industrilas

PADLOCKABLE COMPACT DEFEATER HANDLE - 36 mm

P/N Insert P/N Insert

261631-01 | Hexagon 11 261631-20 | Slotted
261631-07 | Square 6 261631-21 | Recessed hexagon 10
261631-08 | Square 7 261631-22 | Recessed hexagon 8
261631-09 | Square 8 261631-23 | Hexagon 8.5
261631-10 | Square 8 slotted 261631-24 | ES3
261631-11 | Square 8/ M6 261631-28 | Triangle 10/ M5
261631-12 | Triangle 7 261631-41 | Slotted, recessed

. Recessed hexagon 8 /
261631-13 | Triangle 8 261631-47 3 mm pin
261631-14 | Triangle 10 261631-48 | 8 mm recessed square
261631-15 | Triangle 10/ M6 | 261631-49 | Slotted 3 mm

. Cylinder lock keyed

261631-16 | Double Bit 3 261632-10 alike (IL101) *
261631-17 | Double Bit 5 26163220 | {Yyhder lock keyed to

. Solid plug. No defeater
261631-18 | Daimler Benz 261633  only padlock trigger
261631-19 | Triangle 10/ SEN
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HANDLES AND KNOBS FOR QUARTER TURN LATCHES

Handles and knobs for quarter turn latches in two versions:

For standard insert: The handles can be mounted afterwards, parts do not protrude during transportation. Supplied with screw
and screw cover.

Cast-in insert: Any application requiring a permanently fitted handle.

MATERIAL:

Handles, knobs and covers: Zinc die-cast and/or glass fibre reinforced polyamide (PA6).
Screw: Steel, zinc plated.

Washer: Steel, zinc plated or stainless steel (304).

HANDLES AND KNOBS HANDLES AND KNOBS
FOR STANDARD INSERT WITH CAST-IN INSERT

P/N Handle For insert Drawing P/N Cast-in insert | For Housing | Drawing
295068 Wing knob Square 8/ M6 B 295074 Wing knob 18 mm B
295069 Wing knob Triangle 10/ M6 B 295074-1B | Wing knob 18 mm - IB B
295068-RF Wing knob for SS | Square 8 / M6 B 295075 Star knob 18 mm A

(304) SS (304)
295078 | Drop-shaped g c
295070 Star knob Square 8/ M6 A handle
295071 Star knob Triangle 10/ M6 A %g?BO82 Wing knob 12 mm - IB F
Star knob for SS | Square 8 / M6
295070-RF | (304) SS (304) A
295072 | Starknob*Open- g, e 8/ M6 A
Close
Star knob "Open - ,
295073 Close" Triangle 10 / M6 A
255069 T-handle Square 8 / M6 E
265056 L-handle Square 8 / M6 D

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com

2-360 TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92

Industrildas



Certified according to ISO 9001:2008
and EN14001:2004 by BSI. QUARTER-TURN

All products ROHS-compliant. L AT C H I N G S Y S T E M S

Copyright © 2014, Industrilas i N&ssjo AB.

1 10 @ -

2 1 @ N H - “} g

3 12 @ ¥

4 @ 13 @ | |

5 @ 14 o

6 @ 15

7 16 @ .

8 17 & "";

9 @ 18 @

ﬁ 11,6 ﬁ D116 g

ZINC KEYS A2 B2
one of bath sides. 1 e o ercact, inc plated.

Other surface treatments on request.
Key shape "A2" and "B2" are used for compact latches.

KEYS FOR QUARTER-TURN LATCHES

P/N Long key for the following insert: 31[::); P/N Short key for the following insert: K‘;i;
291101 Square 6 1+A2 | 291109 Square 6 1+B2
291102 Square 7 2+Al [ 291110 Square 7 2+B1
291103 Square 8 3+A1 | 291111 Square 8 3+B1
291104 Triangle 7 4+A1 | 291113 Triangle 7 4+B1
291105 Triangle 8 b+Al | 291114 Triangle 8 b+B1
291106 Triangle 10 6+Al1 | 291115 Triangle 10 6+B1
291107 Double Bit 3 7+A1 | 291116 Double Bit 3 7+B1
291108 Double Bit 5 8+Al | 291117 Double Bit 5 8+B1
291122 Triangle 10 mm radius 9+Al [ 291136-B8 | Recessed hexagon 8 / 3 mm pin 11+B2
291125 Hexagon 8.5 mm 10+A1 | 291112 Triangle 6.5 13+B2
291136-A8 | Recessed hexagon 8 / 3 mm pin 11+A1 | 291136 Recessed Hexagon 4 14+B1
291141 Recessed square 8 15+A1
291140 Stockholm Energy (Key length 90 mm) | 12+A1
291143 Hexagon 11 16+A1
291156 Tubular Asymmetric 17+A2
291151 Hygiene latch (Key length 90 mm) 18+A1
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POLYAMIDE KEYS

Ao AEACAVIMI POLYAVIDE KEY FOR QUARTER-TURN LATCHES |
e produced with vour commney losatue upon POLYAMIDE KEY FOR QUARTER-TURN LATCHES

request. . Type + . Type +
| P/N For insert shape P/N For insert shape
ey shape "7 used with compact quarter-turn 29501001 | Square 6 | 1+B | 29501008 | Double Bit3 | 7+A
29501002 | Square 7 2+A | 29501009 | Double Bit 5 8+A
MATERIAL:
Glass fibre reinforced polyamide (PA6), black. 29501003 | Square 8 3+A | 29501010 H(.axagon 85 10+A
Other colours on request. 29501004 | Triangle 6,5 | 13+B [ 29501011 | Mangie 10 g,
Recessed
29501005 | Triangle 7 4+A | 29501012 | hexagon 8/3 | 11+B
mm pin
. Recessed
29501006 | Triangle 8 5+A |[29501013 square 8 15+A
29501007 | Triangle 10 | 6+A
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MULTI-KEY FOR QUARTER-TURN LATCHES

Two different multi-keys: MULTI-KEY FOR QUARTER-
Top drawing: Multi-key with four key grips: TURN LATCHES

"Triangular 8", "Square 6", "Square 8" and "Double P/N Description
Bit 5". The hexagon opening in the centre of the key - - -

works as a bit holder for a standard screwdriver-styled 291135 Four-way multi-key with bit holder
bit. 291153 Two-way multi-key

Bottom drawing: Multi-key with two key grips:
"Hexagon 10" and "Double Bit 5".

On request, key 291153 can be made with a combi-
nation of other inserts and / or customer logotype.

MATERIAL:
Zinc die-cast, zinc plated.
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LOCKABLE FLUSH POP-OUT T-HANDLE

T-handle with tubular lock cylinder. When the cylinder is opened,
the handle pops out and can be turned. To lock the handle, push it

LOCKABLE FLUSH POP-OUT T-HANDLE

back. Mounted with countersunk screws (not included). Master key P/N Cylinder Surface treatment
system available upon request. 551380 Keyed alike Chrome
Supplied with two keys. 251580 Keyed alike Black
Key extraction: Open / closed. 251380-1 | Keyed to differ | Chrome
Cam: Supplied on request. :
251580-1 Keyed to differ Black

MATERIAL:

Handle, cylinder and housing: Zinc die-cast, chrome plated or
black coated.

Cylinder: Steel, zinc plated.
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FLUSH COMPRESSION LATCH

el LOCKABLE FLUSH COMPRESSION LATCH

Avail_able in I_ocking or non—_locking version. P/N Description H= Drawing
Locking version supplied with two keys. 5814-030009-0124 Non-locking 1.0-24.0 A
Key extraction: Open / closed. 2814-030009-2346 Non-locking 23,0-46,0 A
MATERIAL: 2814-030609-0124 Key Iockfng CH751 1,0-24,0 B
Housing, handle and trigger: Zinc die-cast, 2814-030609-2346 | Key locking CH751 23,0 - 46,0 B

black powder coated.
Mounting bracket and screws: Steel, zinc
plated.
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SEALED COMPRESSION LATCH WITH RAISED TRIGGER

Compression latch sealed against water and dust. _
With raised push button and adjustable grip range. LOCKABLE FLUSH COMPRESSION LATCH

Available in locking or non-locking version. Locking P/N Cylinder H= Drawing
version supplied with two keys.The latch is supplied } _ _ . _
with mounting bracket, screws and a TPE gasket. 2814-037059-0324 | Non-locking 1,0- 25 mm A

Prepared area for your logotype at front. Another area | 2814-037059-2246 | Non-locking 22 -46 mm A

at the back of the latch suitable for your part number [ 5g74.037159.0324 Key locking 8111 | 1,0 - 25 mm B

or similar. )
2814-037159-2246 | Key locking 8111 | 22 - 46 mm B

Locking version supplied with two keys.
Key extraction: Open / closed.

MATERIAL:

Housing, handle and trigger: Zinc die-cast, black
powder coated.

Latching arm, inside sealed area: Zinc, zinc plated.
Mounting bracket, screws and nut:Stainless steel.
Spring: Stainless spring steel.

O-rings: NBR.

Gasket: TPE, black.
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PADLOCK ADAPTER FOR QUARTER-TURN LATCHES @COMBI
i SN CANWRMIII  PADLOCK ADAPTER FOR QUARTER-TURN LATCHES
Quarter-turn latch with *Combi” cuteout. PADLOCK ADAPTER FOR QUARTER-TURN LATCHES
P/N Description
Note:
Add 2,5 mm to the H-dimension of the cam, to 293025 Padlock adapter

compensate for plate thickness of the adapter.

MATERIAL:
Stainless steel (304), polished.
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SPACER NUT
ted or lammated doors. The nut s vsec TR A L T R
lated or laminated doors. The nut is used SPACER NUT FOR QUARTER TURN LATCHES
in_ combination with housing of correspon- P/N Thread Y P/N Thread X
ding length. . 291118 L=15,0 mm 291134 L=22,5 mm
The nut is supplied in two versions:
291132 [=21,0 mm 291120 L=25,5 mm
X: The threaded area located at the flange- 291119 L=23.5 mm 291133 L=37.5 mm
end (see drawing). Use on long housings - :
to speed up mounting. Clamps on to front | 291129 L=25,0 mm 291130 L=48,0 mm
panel only. 291127 L=38,0 mm 291121 L=50,0 mm
Y: The threaded part located at the open 291131 L=44,0 mm 293001 L=29,0 mm - SS (304)
end I(steedddrawing). L_Jse_lon (t:kllick doors{ 291128 L=48,0 mm
insulated doors or similar. Clamps on to
both sides of the double-sided door. 293028 L=50,0 mm - SS (304)
MATERIAL:
Zinc die-cast, zinc plated or stainless steel
(304).
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ANTI-ROTATION BRACKET FOR QUARTER TURN LATCHES

ey AR ANTI-ROTATION BRACKET FOR QUARTER TURN LATCHES
cut-out, in sireutar holes. for mounting in ANTI-ROTATION BRACKET FOR QUARTER TURN LATCHES

wood and glass fibre etc. P/N Description P/N Description
271102 Zinc plated 271502 Black coated

MATERIAL:
Zinc die-cast, zinc plated or black coated.
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Sealing profiles

SINGLE-POINT CAM WITH PROJECTION

il imitation of eration, | SINGLE-POINT CAM WITH PROJECTION
external limitation of rotation. SINGLE-POINT CAM WITH PROJECTION

Miscellaneous

096001 is a protective plastic cap for cams. The P/N Steel | P/N SS (304) PP FIn mm when C=
cap fits on thg end of thz cam ang will prevént (316) 12]118130]45|56
P scratching of coated surfaces, prevent rattling 232101 233001 239001 -1 4116|3142
_E and make cams operate smoother. 232102 233002 239002 ~|le6l18l33]2a4
& * Straight cam 232103 233003 239003 2|18 [20|35(46
o 232104 233004 239004 4 110|22|37]48
A shows the projection.
C = Housing length. 232105 233005 239005 6 |12(24(39(50
H = Outside face to engagement point of cam. 232107 233007 239007 8 |14l26|41|52
Other lengths and versions available on request. 532108 533008 539008 101161284352
MATERIAL: _ _ 232109 * | 233009 * 239009 * 12118|30]45]|56
g:ggllsztg:ﬁlglse;f;jeglr G ess steel (304) oracid- 232110 | 233010 239010 | 14| 2032|4758
232111 233011 239011 16122(34]149]60
Protective cap: PVC. 232112 | 233012 239012 18| 2436|5162
232114 233014 239014 2026385364
232115 233015 239015 2228 (40| 55|66
232116 233016 239016 24 (3042|5768
232117 233017 239017 263244 (59|70
232118 233018 239018 2834466172
232120 233020 239020 30136|48|63|74
232121 233021 239021 32138|50|65]|76
232122 233022 239022 34140|52|67|78
232123 233023 239023 364254 (69|80
232124 233024 239024 3844567182
232131 233031 239031 4046 (58 (73|84
232172 233072 239072 42 48 60| 75| 86
232127 233027 239027 4450 (62|77 |88
ovooo1 | Prectue st cap forcare,
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SINGLE-POINT CAM WITHOUT PROJECTION

Single-point cams for use with housings with SINGLE-POINT CAM WITHOUT PROJECTION

internal limitation of rotation.

snoaue|@asip

H in mm when C=

i i i P/N Steel P/N SS (304
O96Q01 is a protective plastic cap fo_r cams. The (304) 12118130] 35| 45 56
cap fits on the end of the cam and will prevent
scratching of coated surfaces, prevent rattling and 232101-U 233001-U - 4116|2131 42 "
make cams Operate smoother. 232102-U 233002-U __ 6 18123133 44 ES_;"_
* Straight cam 232103-U 233003-U 218 [20]25(35 46 a
, 232104-U 233004-U 4 110(22)27|37 48
C = Housing length.
H = Outside face to engagement point of cam. 232105-U 233005-U 6 [12]24]129]39 50
Other lengths and versions available on request. 232107-U 233007-U 811412631141 52
MATERIAL: 232108-U 233008-U 10|16 28]33|43 54
Steel, zinc plated or stainless steel (304). 232109-U * 233009-U * 12118 (30| 35|45 56
Protective cap: PVC. 232110-U 233010-U 141203237 |47 58
232111-U 233011-U 16122 (34]139]|49 60
232112-U 233012-U 18124364151 62
232114-U 233014-U 201 26|38|43]53 64
232115-U 233015-U 2228140 45|55 66
232116-U 233016-U 24 (30| 42|47 |57 68
232117-U 233017-U 2613214414959 70
232118-U 233018-U 28341465161 72
232120-U 233020-U 30| 36|48| 53|63 74
232121-U 233021-U 3213850 55|65 76
232122-U 233022-U 34140| 52| 57| 67 78
232123-U 233023-U 36|42 |54|59( 69 80
232124-U 233024-U 38|44|56|61]71 82
232131-U 233031-U 401 46| 58| 63| 73 84
232172-U 233072-U 42148 60| 65|75 86
232127-U 233027-U 44150 62| 67|77 88
096001 Protective plastic cap for cams,

preventing scratching and rattling

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92




Certified according to 1SO 9001:2008
QUARTER-TURN and EN14001:2004 by BSI.

All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.

(%)
£
7}
2
©u
>
]
=
(2]
=
©
o
S
o

Hinges

Sealing profiles

THREE-POINT CAM WITH PROJECTION

eny iUk  THREE-POINT CAM WITH PROJECTION |
external limitation of rotation. Stroke: 20 mm. THREE-POINT CAM WITH PROJECTION

Miscellaneous

Supplied with E-clips. P/N Stainless H in mm when C=
PN Steel steel 12 18 30 45 56
096001 is a protective plastic cap for cams.
P The cap fits on the end of the cam and will 2321501 2330501 -- 4 16 31 42
2 prevent scratching of coated surfaces, prevent 2321502 2330502 - 6 18 33 a4
s rattling and make cams operate smoother.
@ 2321803 2330S03 2 8 20 35 46
* Straight cam 2321504 2330504 4 10 22 37 48
A shows the projection. 2321805 2330S05 6 12 24 39 50
E|= BOLtJS_iggljengtth- Cintof 2321507 2330807 8 14 26 41 52
= Qutside face to engagement point of cam.
Other lengths and versions available on 2321508 2330508 10 16 28 43 o4
request. 23215809 * 2330S09 * 12 18 30 45 56
Rods: Page 2-540, 2-541 and 2-545. 2321510 2330510 14 | 20 | 32 | 47 | 58
2321S11 2330S11 16 22 34 49 60
MATERIAL:
Steel, zinc plated or stainless steel (304). 2321512 2330512 18 24 36 o1 62
2321514 2330S14 20 26 38 53 64
Protective cap: PVC. See more info on page
5-080 and 2-481 . 2321S15 2330S15 22 28 40 55 66
2321S16 2330S16 24 30 42 57 68
2321817 2330S17 26 32 44 59 70
2321S18 2330S18 28 34 46 61 72
2321S20 2330S20 30 36 48 63 74
2321821 2330821 32 38 50 65 76
2321822 2330S22 34 40 52 67 78
2321823 2330S23 36 42 54 69 80
2321824 2330S24 38 44 56 71 82
2321S29 2330S29 40 46 58 73 84
2321528 2330S28 42 48 60 75 86
2321527 2330S27 44 50 62 77 88
Protective plastic cap for cams,
096001 preventing scratching and rattling
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LATCHING SYSTEMS

THREE-POINT CAM WITHOUT PROJECTION

Three-point cams for use with housings with
external limitation of rotation. Stroke: 20
mm. Supplied with E-clips.

096001 is a protective plastic cap for cams.

The cap fits on the end of the cam and
will prevent scratching of coated surfaces,
prevent rattling and make cams operate
smoother.

* Straight cam

C = Housing length.

H = Outside face to engagement point of
cam.

Other lengths and versions available on
request.

Rods: Page 2-540, 2-541 and 2-545.

MATERIAL:
Steel, zinc plated or stainless steel (304).

Protective cap: PVC. See more info on page
2-480 and 2-481.

Industrilas

THREE-POINT CAM WITHOUT PROJECTION

H in mm when C=

P/N Steel P/N SS (304)

12 18 30 45 56
2321S01-U 2330S01-U -- 4 16 31 42
2321S02-U 2330S02-U -- 6 18 33 44
2321S03-U 2330S03-U 2 8 20 35 46
2321S04-U 2330S04-U 4 10 22 37 48
2321S05-U 2330S05-U 6 12 24 39 50
2321S07-U 2330S07-U 8 14 26 41 52
2321S08-U 2330S08-U 10 16 28 43 b4
2321509-U 2330S09-U * 12 18 30 45 56
2321S10-U 2330S10-U 14 20 32 47 58
2321S11-U 2330S11-U 16 22 34 49 60
2321S12-U 2330S12-U 18 24 36 51 62
2321S14-U 2330S14-U 20 26 38 53 64
2321S15-U 2330S15-U 22 28 40 55 66
2321S16-U 2330S16-U 24 30 42 57 68
2321S17-U 2330S17-U 26 32 44 59 70
2321S18-U 2330S18-U 28 34 46 61 72
2321S20-U 2330S20-U 30 36 48 63 74
2321S821-U 2330S21-U 32 38 50 65 76
2321S22-U 2330S22-U 34 40 52 67 78
2321S23-U 2330S23-U 36 42 54 69 80
2321S24-U 2330S24-U 38 44 56 71 82
2321529-U 2330S29-U 40 46 58 73 84
2321S28-U 2330S28-U 42 48 60 75 86
2321S27-U 2330S27-U 44 50 62 77 88
096001 Protective plastic cap for cams,

preventing scratching and rattling
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Sealing profiles

Miscellaneous

Stainless

CAM WITH INSIDE HANDLE

23

Y
A

125

-

20

Y

A

Cam without projection, with integrated inside
handle. For use together with non-locking products
and housings with internal limitation of rotation.

MATERIAL:
Steel, zinc plated, or stainless steel (304).

CAM WITH INSIDE HANDLE

P/N

Description

P/N

Description

26210009

Steel

26300009

SS (304)
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THREE-POINT ROLLER CAM FOR CONNECTING

SEVERAL LATCHING POINTS IN PARALLEL

St THREEPOINTROLLERCAM |

systems with rods. Can remotely THREE-POINT ROLLER CAM

operate additional roller cams from P/N Description Image P/N Description Image

a single handle or quarter-turn latch. _ : — _ : —

Supplied with E-clips. 2327524-R | With projection A 2327S524-UR | Without projection A
2327525-R | With projection B 2327525-UR | Without projection B

Version "A" without projection is
shown in the drawing above.

Rods: Page 2-540, 2-541 and 2-545.

MATERIAL:

Cam: Steel, passivated.

Shaft and E-clip: Steel, zinc plated.
Roller: Glass fibre reinforced polya-
mide (PA6), black.
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MULTI-POINT CAMS FOR ROD SYSTEMS

Two- and four-point cams for rod systems.
Supplied with E-clips.

Rods: Page 2-540, 2-541 and 2-545.

MATERIAL:
Steel, zinc plated or stainless steel (304).

MULTI-POINT CAM WITHOUT PROJECTION MULTI-POINT CAM WITH PROJECTION

P/N Description Material | Dra- | Stro- P/N Description Material | Dra- | Stro-

wing ke wing ke

2321S09-004U | Four-point cam | Steel A 20 2321S09-00M | Two-point cam | Steel D 20

2321509-00MPU | [Wo-Pointcam | gy E | 20 [ 2321509-00mp | [Wo-POIntcam, | oo, E | 20

folded folded

2321S09-00U [ Two-point cam [ Steel D 20 2330S09-00M | Two-point cam ?tt:ei?less D 20
2321S09-00U-36 | Two-point cam | Steel B 18
2321S09-00U-50 | Two-point cam | Steel C 25
2330509-00U | Two-point cam | SF2IIESS | p | 20
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HOOKED CAM FOR QUARTER-TURN LATCHES

Hooked cams for quarter-turn latches, locks and handles.
With projection for housings with external limitation of

0]0 D CA OR QUAR R R A

rotation, and without projection for housings with internal P/N Type Projection Version
limitation of rotation. 532183-U A No Universal
MATERIAL: 232180-U B No Universal
Steel, zinc plated. 232183-1 A Yes Right (shown)
232180-1 B Yes Right (shown)
232183-2 A Yes Left
232180-2 B Yes Left
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LATCHING SYSTEMS

ROUND ROD FOR LATCHING SYSTEM
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Certified according to 1SO 9001:2008

and EN14001:2004 by BSI.

All products ROHS-compliant.
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Round @ 8 mm rod with stamped, flat
end and eye. For handles and latches
with multi-point cams. The length L is
the total length from the center of the
eye to the end of the rod.

Custom products marked with * are
available on request only.

NOTE:
Type P has a straight end.
Type S-L has a pointed end.

Swing handles: Chapter 1.

Cams: Page 2-490, 2-491, 2-500b and
2-510.

Rod guides: Page 2-560 and 2-570.

MATERIAL:
Steel, zinc plated or stainless steel
(304).

ROUND ROD FOR LATCHING SYSTEM

P/N steel P/N SS (304) Type Length in mm

282101 283001 Rod P L=400 mm

282102 283002 Rod P L=500 mm

282103 283003 Rod P L=600 mm

282104 283004 Rod P L=700 mm

282105 283005 Rod P =800 mm

282106 283006 Rod P L=900 mm

282107 283007 Rod P L=1000 mm

282108 283008 Rod P L=1100 mm

282109 283009 Rod P L=1200 mm
282110-LLLL* | 283010-LLLL* | Rod S-L LLLL=Custom length in mm

2.540 BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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QUARTER-TURN
LATCHING SYSTEMS

ROUND ROD FOR LATCHING SYSTEM - 15 mm ROLLERS

Round @ 8 mm rod with 15 mm
roller, for handles and latches with
multi-point cams. Rod model R is
used with a rod adapter. The length
L is the total length to the end of the
roller. The adapter adds 14 mm to
the total length (see drawing). Rod
model R-L has an stamped, flat end
with an eye. The length L is the total
length from the center of the eye to
the end of the roller.

Custom lengths marked with * are
available on request only.

Swing handles: Chapter 1.

Cams: Page 2-490, 2-491 2-500b
and 2-510.

Rod guides: Page 2-560 and 2-570.

MATERIAL:

Rod and rivet: Steel, zinc plated or
stainless steel (304).

Adapter: Zinc die cast, zinc plated or
stainless steel (304).

Roller: Glass fibre reinforced polya-
mide (PAG6), black.

Industrilas

P/N For rod Material P/N For rod Material
282119-6 6 mm Zinc 282119-10 10 mm Zinc
282119 8 mm Zinc 283019 8 mm SS (304)

ROUND ROD FOR LATCHING SYSTEM - 15 mm ROLLERS

P/N steel P/N SS (304) Type Length in mm
282111 283011 Rod R L=400
282112 283012 Rod R L=500
282113 283013 Rod R L=600
282121 283021 Rod R L=700
282114 283014 Rod R L=800
282115 283015 Rod R L=900
282116 283016 Rod R L=1000
282117 283017 Rod R L=1100
282118 283018 Rod R L=1200
282120-LLLL* 283020-LLLL* Rod R-L LLLL=Length in mm

BOX 214, SE 571 23 NASSJO, SWEDEN e www.industrilas.com
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QUARTER-TURN

LATCHING SYSTEMS

Certified according to 1SO 9001:2008
and EN14001:2004 by BSI.
All products ROHS-compliant.
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ROUND ROD FOR LATCHING SYSTEM - 25 mm ROLLERS

Round @ 8 mm rod with 25 mm
roller, for handles and latches with
multi-point cams. Rod model R is
used with a rod adapter. The length
L is the total length to the end of
the roller. The adapter adds 14 mm
to the total length (see drawing).
Rod model R-L has an stamped, flat
end with an eye. The length L is the
total length from the center of the
eye to the end of the roller.

Custom lengths marked with * are
available on request only.

Swing handles: Chapter 1.
Cams: Page 2-490, 2-491, 2-500b
and 2-510.

Rod guides: Page 2-560 and 2-570.

MATERIAL:

Rod and rivet: Steel, zinc plated or
stainless steel (304).

Adapter: Zinc die cast, zinc plated
or stainless steel (304).

Roller: Glass fibre reinforced polya-
mide (PAG6), black.

2-545

P/N For rod Material P/N For rod Material
282119-6 6 mm Zinc 282119-10 10 mm Zinc
282119 8 mm Zinc 283019 8 mm SS (304)

ROUND ROD FOR LATCHING SYSTEM - 25 mm ROLLERS

P/N steel P/N SS (304) Type Length in mm
282151 2830561 Rod R L=400
282152 283052 Rod R =500
282153 283053 Rod R L=600
282161 283061 Rod R L=700
282154 283054 Rod R =800
282155 283055 Rod R =900
282156 283056 Rod R L=1000
282157 283057 Rod R L=1100
282158 283058 Rod R L=1200
282160-LLLL* | 283060-LLLL* Rod R-L LLLL=Length in mm
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POLYAMIDE ROD GUIDES

Rod guides with cast-in M6 nut, for round @ 8 mm rod. For weld-on stud _
or normal M6-screw. The opening allows the flat end through the rod POLYAMIDE ROD GUIDES

guide. P/N A in mm Drawing
MATERIAL: 285024 20 A
Glass fibre reinforced polyamide (PA6), black. 285023 26 B

Nut: Steel, zinc plated.

In d u tri I c"l BOX 214, SE 571 23 NASSJO, SWEDEN ¢ www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 » FAX + 46 (0) 10 - 130 75 92




Certified according to 1SO 9001:2008

QUARTER-TURN and EN14001:2004 by BSI.
All products ROHS-compliant.
L AT C H I N G S Y S T E M S Copyright © 2014, Industrilas i Néssjo AB.
L
[} |
|5 ob 4 ﬁ N
& | ,7L
5 ),
b A
= <
Y
- 40 -
- 20
v
2 )
£ F o N\ S
|
N D D |
i I A S ) -
= A  S—
o oy
£ N
&
@ H
3 |<£>| N
é L 1 V Lr)\
SO L
v |
2 A
= <
&
<Cn
METAL BRACKET ROD GUIDE
Rod guide supplied with polyamide bushi-
ng, for @ 8 or @ 10 mm round rods. For ROD GUIDE
screw-on or weld-pnlmounting. Polyamide P/N Description D A
bushing for low friction and silent move- 280123 Rod guide 3 16
ment of the rod.
Custom lengths marked with * are availa- 282124 Rod guide 8 22
ble on request only. 282125 Rod guide 10 |15
NOTE: 282126 Rod guide 10 19
A'is the distance between the inside face [ 282127-AA* | Customized rod guide 8 AA (min. 12 mm)
of the door and the rod. - - -
282128-AA* | Customized rod guide 10 AA (min. 12 mm)

MATERIAL:

Bracket: Steel, zinc plated. SEPARATE BUSHING

Bushing: Glass fibre reinforced polyamide
(Plf%)l %Iack. I I polyam P/N Description Cut-out E F G H
Bushing for
28212302 3 8 mm rod @11lmm| 8,4 9,5 11 16
Bushing for
28212502 @ 10 mm rod @13 mm| 10,3 11,5 12,9 18
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