
Integrated
PUR-gasket

    

ACID-PROOF STAINLESS STEEL VISION™ SWING HANDLE  
FOR PROFILE CYLINDER / TOOL OPERATED
Acid-proof stainless low profile swing handle for 40 mm profile 
cylinder / tool operated and control mechanism.

Zinc and polyamide versions: Chapter 1.
Profile cylinders: Page 1-210.
Keys: Page 2-370 and 2-372.

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Vision Hinge: Page 3-094, 3-095 and 3-096.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Acid-proof stainless steel (316).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 1,6-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

ACID-PROOF STAINLESS STEEL VISION™ SWING HANDLE  
FOR PROFILE CYLINDER / TOOL OPERATED (AAAAAAABC-DDDD) 

AAAAAAA Material B T= C PDL -DDD Insert / cylinder D Dust cover

1230318 SS (316) 2 1,6-2,5 0 No -C01 Hexagon 11 U No

3 2,6-3,5 1 Yes -C47 Recessed hexagon 8 / 3 mm pin D Yes

-C49 Recessed slot

-C60 Profile cylinder

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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Integrated
PUR-gasket

    

ACID-PROOF STAINLESS STEEL VISION™ SWING HANDLE  
FOR PROFILE CYLINDER / TOOL OPERATED
Acid-proof stainless low profile swing handle for 40 mm profile 
cylinder / tool operated and cam.

Zinc and polyamide versions: Chapter 1. 
Profile cylinders: Page 1-210.
Keys: Page 2-370 and 2-372.

Rod Latch System:
Vision Classic: Page 1-008.51, 1-008.52 and 1-008.53.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Acid-proof stainless steel (316).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

ACID-PROOF STAINLESS STEEL VISION™ SWING HANDLE  
FOR PROFILE CYLINDER / TOOL OPERATED (AAAAAABCD-EEEE)

AAAAAA Material B Opening rotation C T= D PDL -EEE Insert/cylinder E Dust 
cover

123031 SS (316) 1 90° clockwise or 
counter-clockwise 1 0,8-

1,5 0 No -C01 Hexagon 11 U No

2 90° counter-clockwise 2 1,6-
2,5 1 Yes -C47 Recessed hexagon 8 / 3 mm pin D Yes

3 90° clockwise 3 2,6-
3,5 -C41 Recessed slot

  -C60 Profile cylinder

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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COMPLETE STAINLESS / ACID-PROOF  
QUARTER-TURN LATCH - 18 mm
Example: Housing - stainless (303) nut - stainless, insert square 
8, stainless, IP65-assembled, cam - stainless H=22 mm L= 45 
mm = P/N: 2313-305353-2245.

Protection degree IP65 is achieved by an O-ring on the insert  
and a pour-in-place foamed polyurethane gasket on the housing.

Housings: Page 6-111.
Inserts: Page 6-112.
Knobs and handles: Page 2-360.
Cams: Page 2-480, 2-490, 2-510 and 2-520.
Keys: Page 2-370 and 2-372.

MATERIAL:
Housing, insert and nut: Stainless steel (303) or acid-proof 
stainless steel (316). 
Cam: Stainless steel (304) or acid-proof stainless steel 
(316).

CREATE P/N FOR COMPLETE STAINLESS / ACID-PROOF 
 QUARTER-TURN LATCH - 18 mm (AAAA-BCCDEF-GGGG)

AAAA- Housing B Nut CC Insert D Mate-
rial E Assembly F Cam -GGGG H/L in 

mm

2313- SS (303) 3 SS 
(303) 01 Square 6 3 SS 

(303) 0 IP54 - not 
assembled 3 SS 

(304) -0000 No 
cam

2319- SS (316) 9 SS 
(316) 03 Square 7 9 SS 

(316) 1 IP65 - not 
assembled 9 SS 

(316) -0445 4/45

  05 Square 8 2 IP54 - cam 
enclosed -0645 6/45

  07 Square 8, slotted 3 IP65 - cam 
enclosed -0845 8/45

  08 Square 8 / M6   4 IP54 - as-
sembled -1045 10/45

  11 Square 8 - recessed   5 IP65 - as-
sembled -1245 12/45

  14 Triangle 7   -1445 14/45

  15 Triangle 8   -1645 16/45

  16 Triangle 10   -1845 18/45

  22 Double Bit 3   -2045 20/45

  24 Double Bit 5   -2245 22/45

  26 Slotted   -2445 24/45

  41 Slotted recessed   -2645 26/45

       -2845 28/45

         -3045 30/45

         -3245 32/45

         -3445 34/45

         -3645 36/45

         -3845 38/45

         -4045 40/45

         -4245 42/45

         -4445 44/45

         -4645 46/45

         -4845 48/45

         -5045 50/45

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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COMPLETE STAINLESS / ACID-PROOF  
QUARTER-TURN LATCH - 18 mm
A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring and 
pour-in-place foamed polyurethane gasket is applied. The latch can be supplied un-assembled, pre-assembled with enclosed 
cam or completely assembled.

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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    COMBI

STAINLESS HOUSING FOR QUARTER-TURN LATCH -  18 mm
Housing with outside limitation of rotation. Universal with clockwise 
or counter-clockwise rotation when opening / closing. Supplied with 
nut.

Complete assembly: Page 6-110a.
Inserts: Page 6-112.
Cams: Page 2-480, 2-490, 2-510 and 2-520.

MATERIAL:
Stainless steel (303) or acid-proof stainless steel (316).

STAINLESS HOUSING FOR 
 QUARTER-TURN LATCH -  18 mm

P/N Material

213001 SS (303)

219001 SS (316)

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS INSERT FOR QUARTER-TURN LATCH - 18 mm
Insert in stainless steel or acid-proof stain-
less steel. Supplied with screw and washer.

Complete assembly: Page 6-110a.

MATERIAL:
Stainless steel (303) or acid-proof stainless 
steel (316).

STAINLESS INSERT FOR 
 QUARTER-TURN LATCH - 18 mm

P/N SS (303) P/N SS (316) Description View no

223007 - Square 6 1

223008 - Square 7 2

223009 229009 Square 8 3

223010 229010 Square 8 / slotted 4

223011 229011 Square 8 / M6 5

223012 229012 Triangular 7 6

223013 229013 Triangular 8 7

223014 - Triangular 10 8

223016 229016 Double Bit 3 9

223017 229017 Double Bit 5 10

223020 229020 Slotted 11

223041 - Slotted, recessed 12

223047 - Recessed hexagon 8 / 3 mm pin 13

223048 - Recessed square 8 14

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS QUARTER-TURN LATCH  
FOR INSULATED DOORS - 30 - 56,5 mm
Quarter-turn latch with longer housing for insulated hatches and doors. 
Supplied with stainless nut. 

Zinc version: Page 2-060a.

Spacer nuts: Page 2-410.
Cams: 2-480, 2-490, 2-510 and 2-520.
Keys: Page 2-370 and 2-372.
Knobs and handles: Page 2-360.

MATERIAL:
Stainless steel (303).

Other inserts supplied on request.

STAINLESS HOUSINGS
P/N A B C D

213020 28 3 30 21

213027 32 4 56,5 50

STAINLESS INSERTS
P/N Description C

223009-30 Square 8 30

223031 Square 8 / M6 56,5

ACCESSORIES
P/N Description

297001 O-ring

297002 Gasket

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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COMPLETE STAINLESS QUARTER-TURN  
COMPACT LATCH - 13,5 mm
Example: Housing - stainless, A=20 B=3, nut - stainless, 
insert Square 6 - stainless, IP65-assembly and cam - stainless 
for H=16,5 L= 27 mm = P/N: 2383-301353-1627.

IP65 is achieved by an O-ring on the insert and a flat gasket 
on the housing.

Keys: Page 2-370 and 2-372.

MATERIAL:
Housing, insert and nut: Stainless steel (303).
Cam: Stainless steel (304).

CREATE P/N FOR COMPLETE STAINLESS QUARTER-TURN 
 COMPACT  LATCH - 13,5 mm (AAAA-BCCDEF-GGGG)

 
AAAA- Housing  B Nut  CC Insert  D Mate-

rial  E Assembly  F Cam -GGGG H/L in 
mm

2383- SS (303) 3 SS 
(303) 01 Square 6 3 SS 

(303) 0 IP54 - not 
assembled 3 SS 

(304) -0000 No cam

  02 Square 6 
/ M3 1 IP65 - not 

assembled -0724 7,5/24

  13 Triangle 
6,5 2 IP54 - cam 

enclosed -0727 7,5/27

  26 Slotted 3 IP65 - cam 
enclosed -0730 7,5/30

      4 IP54 - as-
sembled -0934 9/34

        5 IP65 - as-
sembled -1027 10,5/27

        -1324 13,5/24

        -1327 13,5/27

         -1627 16,5/27

        -1834 18/34

        -1924 19,5/24

        -1927 19,5/27

        -2824 28/24

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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COMPLETE STAINLESS QUARTER-TURN  
COMPACT LATCH - 13,5 mm
A complete latch consists of housing, nut, insert, washer, screw and cam. To achieve protection degree IP65, an O-ring and a 
flat gasket is applied. Can be supplied un-assembled, pre-assembled with enclosed cam or completely assembled.

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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COMPACT QUARTER-TURN LATCH - STAINLESS
These components are made for com-
pact latches in stainless steel. 
A complete latch consists of a 
housing, insert and cam. Additional 
products to be used with a complete 
latch are also available. 

MATERIAL:
Knob: Glass fiber reinforced poly- 
amide (PA6).
All other details made from stainless 
steel.

STAINLESS HOUSING
P/N Description

213076 Compact housing in stainless 
steel. Nut included.

STAINLESS CAM
P/N H/L in mm

233055 7,5 / 24

233056 7,5 / 27

233057 7,5 / 30

233058 9 / 34

233059 10,5 / 27

233060 13,5 / 24 
(Straight)

233061 13,5 / 27 
(Straight)

233062 16,5 / 27

233063 18 / 34

233064 19,5 / 24

233065 19,5 / 27

233066 28 / 24

233067 35 / 24

STAINLESS INSERTS
P/N Description P/N Description

223078 Square 6 223079 Triangle 6,5

223080 Slotted 223081 Square 6/M3

STAINLESS ACCESSORIES
P/N Description

291109 Key: Square 6 mm

291112 Key: Triangle 6,5 mm

295011 Knob R250 with screw. To be used 
with insert Square 6 / M3

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS COMPRESSION LATCH - 35 mm
Quarter-turn compression latch. Close and tighten with a 
single continous half-turn motion. First 90° turn moves the 
cam 90°, the second 90° turn retracts the cam 6 mm. The 
latch is supplied assembled, cam to be ordered separately. 
Protection degree IP65.

Zinc version: Page 2-135.

Other inserts on request.

Cams: Page 2-481.
Keys: Page 2-370 and 2-372.
* Handles and knobs: Page 2-360.

MATERIAL:
Housing: Stainless steel (304).
insert and nut: Stainless steel (303).

STAINLESS COMPRESSION LATCH - 35 mm
P/N Insert

243087-01 Hexagon 11

243087-07 Square 6

243087-08 Square 7

243087-09 Square 8

243087-11 Square 8 / M6 *

243087-12 Triangle 7

243087-13 Triangle 8

243087-14 Triangle 10

243087-15 Triangle 10 / M6 *

243087-16 Double Bit 3

243087-17 Double Bit 5

243087-18 DB (Deutsche Bahn)

243087-20 Slotted

243087-28 Triangle 10 / M5

243087-79 Triangle 6,5

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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    COMBI

COMPRESSION LATCH - 35 mm. ADJUSTABLE. STAINLESS
Quarter-turn compression latch. Close and tighten with 
a single continous half-turn motion. The first 90° turn 
moves the cam 90°, the second 90° turn retracts the 
cam 6 mm. This compression is shown as "C" in the 
drawing above.

The extended, threaded shaft allows you to place the 
cam along its entire length, resulting in a long distance 
for adjusting (a total of 20 mm). Fix the cam with 
counter-nuts. The total length (L) of the shaft varies 
from 41 mm in the open position, to 35 mm in the 
closed (compressed) position. 
The latch is supplied assembled, cam to be ordered 
separately. Protection degree IP65.

Other inserts on request.

Cams: Page 2-481.
Keys: Page 2-370 and 2-372.
* Handles and knobs: Page 2-360.

MATERIAL:
Housing: Stainless steel (304).
Insert and nut: Stainless steel (303).
Counter-nuts (two): Stainless steel (303). 

COMPRESSION LATCH - 35 mm 
 STAINLESS - EXTENDED SHAFT

P/N Stainless Insert

243089-01 Hexagon 11

243089-07 Square 6

243089-08 Square 7

243089-09 Square 8 with arrow

243089-11 Square 8 / M6 *

243089-12 Triangle 7

243089-13 Triangle 8

243089-14 Triangle 10

243089-15 Triangle 10 / M6 *

243089-16 Double Bit 3

243089-17 Double Bit 5

243089-18 DB (Deutsche Bahn) 

243089-20 Slotted

243089-28 Triangle 10 / M5

243089-79 Triangle 6,5

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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QUARTER-TURN LATCH FOR HYGIENE APPLICATIONS.  
IN STAINLESS STEEL OR ACID-PROOF STEEL
Quarter-turn latch manufactured to conform to certain hygiene 
requirements according to ISO 14159 regarding simplicity of 
cleaning from micro-organisms and debris, thus preventing 
product contamination. 

The latch is designed with smooth, curved surfaces, is cor-
rosion resistant and is manufactured from non-absorbant 
materials to simplify cleaning and disinfecting. It may thus be 
used in cleanroom environments or applications in industries 
that process food, pharmaceuticals, biotechnology, cosmetics 
and similar. Sealed to IP69K.

Universal left and right mounting. Cam not included. For 
suitable cams with projection, see page 2-480. Other cams 
on request.

MATERIAL:
Housing and insert: According to choice (303 or 316).
Cam: According to choice (304 or 316).
Nut: Stainless steel (303).

QUARTER-TURN LATCH FOR  
HYGIENE APPLICATIONS 

P/N Description

2013-301353-0000 Quarter-turn latch from stainless 
steel (303)

2019-901959-0000           Quarter-turn latch from Acid-proof 
steel (316)

291151 Key

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF T-HANDLE 18 mm
Quarter-turn T-handle in non-locking version. Universal clock-
wise or counter-clockwise rotation when opening / closing. 
Supplied with nut. Protection degree IP65.

Zinc version: Page 2-271.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page 2-560 and 2-570.

MATERIAL:
Stainless steel (304) or acid-proof stainless steel (316).

STAINLESS / ACID-PROOF T-HANDLE 18 mm

P/N Material Surface 
treatment X

253050 SS (304) - 37

253067 SS (304) - 47

253550 SS (304) Black 37

259050 SS (316) - 37

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF L-HANDLE - 18 mm
Quarter-turn L-handle in non locking version. Universal clockwise or counter-
clockwise rotation when opening / closing. Supplied with nut.  
Protection degree IP65.

Zinc version: Page 2-290.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page 2-560 and 2-570.

MATERIAL:
Stainless steel (304) or acid-proof stainless steel (316).

STAINLESS / ACID-PROOF  
L-HANDLE - 18 mm

P/N Material C

263901 SS (304) 18

269001 SS (316) 18

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF PADLOCKABLE L-HANDLE - 18 mm
Stainless or acid-proof padlockable L-handle. 
Universal clockwise or counter-clockwise rotation 
when opening / closing. Supplied with nut. 
Protection degree IP65.

Aluminium version: Page 2-305.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: 2-560, 2-570 and 2-580.

MATERIAL:
Stainless steel (304) or acid-proof steel (316).

ACID-PROOF PADLOCKABLE  
L-HANDLE - 18 mm

P/N Description

263966 Padlockable L-handle. Stainless version (304)

269966 Padlockable L-handle. Acid-proof version (316)

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.

IP65 Protection degree
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PADLOCKABLE L-HANDLE  -  STAINLESS - 18 mm
Padlockable L-handle in stainless steel (304). Universal 
clockwise or counter-clockwise rotation when opening 
/ closing. Suitable for cams with single- or multi-point 
latching. Supplied with nut. Protection degree IP65.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page  2-560, 2-570 and 2-580.

MATERIAL:
Stainless steel (304).

STAINLESS, PADLOCKABLE  
L-HANDLE - 18 mm

P/N Description

263064 Padlockable L-handle, Stainless (304)

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS PADLOCKABLE COMPACT  
DEFEATER HANDLE - 36 mm
Stainless padlockable compact defeater handle equip-
ped with a built-in spring loaded insert, providing a 
defeater function making the handle compliant with 
two-handed safety operations requirements. To operate 
the handle, turn the insert, push the trigger and turn 
the handle. The cast-in threaded steel shaft allows 
simple cam adjustment. Removable stop for clockwise 
or counter-clockwise operation. Supplied with nut, 
screws and gasket. Protection degree IP65.

Zinc version: Page 2-352.

Cams: With 12 mm square cut-out, supplied on  
request.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page: 2-560 and 2-570.
Keys: Page 2-370 and 2-372.

MATERIAL:
Handle: Brushed stainless steel (304).

STAINLESS PADLOCKABLE COMPACT 
 DEFEATER HANDLE - 36 mm

P/N Insert

263031-41 Slotted, recessed

263031-47 Recessed hexagon 8 / 3 mm pin

263033 Solid plug. No defeater - only padlock trigger

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE CONCEALED HINGE -  
100° OPENING ANGLE
Stainless adjustable concealed hinge for weld-on 
mounting. Universal left and right mounting. Opening 
angle 100º. Door part adjustable 6 mm horizontally. 
Frame part shaped as a flag.

Steel version: Page 3-020.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE CONCEALED HINGE - 
 100° OPENING ANGLE

P/N Description

313003 Stainless adjustable concealed hinge

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS CONCEALED HINGE - 120° OPENING ANGLE
Stainless concealed hinge. Frame part for screws or weld-on 
mounting. Door part with welding warts for press welding. Opening 
angle 120°. Universal left and right mounting.

Steel version: Page 3-045.

MATERIAL:
Stainless steel (304).

STAINLESS CONCEALED HINGE - 
 120° OPENING ANGLE

P/N Description

313018 Stainless concealed hinge

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.

120° Opening angle
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STAINLESS CONCEALED HINGE - 120° OPENING ANGLE
Stainless concealed hinge for mounting inside 
externally mounted doors. Universal left and 
right mounting. Opening angle 120°. Weld-on 
and / or screw mounting. Hinge supplied with 
E-clip.

Steel version: Page 3-050.

MATERIAL:
Hinge, axle and E-clip: Stainless steel (304).

STAINLESS CONCEALED HINGE - 
 120° OPENING ANGLE

P/N Description Material Door part Frame part

313008 Stainless concealed 
hinge, including E-clip. SS (304) Weld-on 

mounting
Screw

mounting

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE CONCEALED HINGE -  
120° OPENING ANGLE
Stainless adjustable adjustable concealed hinge for surface 
mounted doors. Opening angle 120°. Universal left and right 
mounting. For weld-on and screw mounting. The hinge can be 
adjusted 5,5 mm vertically. Supplied with E-clip.

Steel version: Page 3-060.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE CONCEALED HINGE - 
 120° OPENING ANGLE

P/N Material Door part Frame part

313010 SS (304) Weld-On Screw

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE CONCEALED HINGE -  
120° OPENING ANGLE
Concealed adjustable hinge for surface mounted doors.  
Opening angle 120°. Universal left and right mounting. For 
weld-on and screw mounting. 
The hinge can be adjusted 5,5 mm vertically. 
Supplied with E-clip.

Steel version: Page 3-070.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE CONCEALED HINGE - 
 120° OPENING ANGLE

P/N Material Door part Frame part

313012 SS (304) Weld-On Screw

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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ADJUSTABLE HINGE FOR INSULATED DOORS -  
SYSTEM KLIMAFLEX™ - 180° OPENING ANGLE
Specifically designed hinges to simplify mounting on 
insulated (double skinned) doors. Adjustable in the X- and 
Y-axis by 3 mm. Opening angle 180°. 
Supplied with mounting plate.

Zinc version: Page 3-160.

MATERIAL:
Hinge: Stainless steel (304), polished.
Mounting plate: Stainless steel (304), plain.
Pin: Stainless steel (304), plain.

ADJUSTABLE HINGE FOR INSULATED DOORS - 
 SYSTEM KLIMAFLEX™ - 180° OPENING ANGLE

P/N SS (304) B L Drawing on page 
6-355a

323050 40 61 A

323051 50 95 B

323052 70 133 C

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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ACID-PROOF EXTERNAL HINGE - 270° OPENING ANGLE
Acid-proof stainless external hinge. Opening angle 270°. Universal left and right mounting.

MATERIAL:
Acid-proof stainless steel (316). Brushed surface finish. 

ACID-PROOF EXTERNAL HINGE - 
270° OPENING ANGLE

P/N Holes W x L Drawing

3290-600404-30 4 x Ø 5,2 mm 40 x 40 mm A

3290-600504-30 4 x Ø 6,2 mm 50 x 50 mm B

3290-600604-30 4 x Ø 8,4 mm 60 x 60 mm C

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS EXTERNAL HINGE - 180° OPENING ANGLE
Stainless external hinge with cast-in bolts. Opening angle 180°. 
Universal left and right mounting.

MATERIAL:
Stainless steel (304). Brushed surface finish. 

STAINLESS EXTERNAL HINGE - 
 180° OPENING ANGLE

P/N Size Drawing

3230-303000-4040 40 x 40 mm A

3230-303000-5050 50 x 50 mm B

3230-303000-6060 60 x 60 mm C

3230-303000-6012 60 x 120 mm D

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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ACID-PROOF STAINLESS EXTERNAL LIFT-OFF HINGE -  
180° OPENING ANGLE
Acid-proof stainless external lift-off hinge for flush mounted 
doors. Opening angle 180°. Lift-off design. 
Right or left version.

MATERIAL:
Acid-proof stainless steel (316).

ACID-PROOF STAINLESS EXTERNAL 
 LIFT-OFF HINGE - 180° OPENING ANGLE

P/N Version

329028 Right (shown)

329029 Left

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF EXTERNAL BOLT-ON HINGE -  
180° OPENING ANGLE
Stainless external bolt-on hinge for surface 
mounted or flush mounted doors. Universal 
left and right mounting. Opening angle 180°. 
Two-part version in lift-off design, and three-part 
versions in fixed design. 
Three-part version (drawing C) with elongated 
center for flush mounted doors. 
Supplied unassembled, with nuts and washers.

Steel version: 3-510.

MATERIAL:
Stainless steel (303) or acid-proof stainless 
steel (316).

STAINLESS / ACID-PROOF EXTERNAL 
 BOLT-ON HINGE - 180° OPENING ANGLE

P/N Description Material Version Drawing

323012 Two-part hinge SS (303) Lift-off A

329012 Two-part hinge SS (316) Lift-off A

323014 Three-part hinge SS (303) Fixed B

329014 Three-part hinge SS (316) Fixed B

323014-30 Three-part hinge SS (303) Elongated / Fixed C

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF EXTERNAL BOLT-ON HINGE -  
180° OPENING ANGLE
Stainless external bolt-on hinge for surface mounted 
doors. Universal left and right mounting. Opening angle 
180°. Supplied unassembled, with nuts and washers.

Steel version: Page 3-530.

MATERIAL:
Stainless steel (303) or acid-proof stainless steel (316).

STAINLESS / ACID-PROOF EXTERNAL 
 BOLT-ON HINGE - 180° OPENING ANGLE

P/N SS (303) P/N SS (316)

323016 329016

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.

180° Opening angle

Universal LH / RH

1

R
od

 la
tc

h 
sy

st
em

s

2

Q
ua

rt
er

-t
ur

ns

3Hinge
s

5

M
is

ce
lla

ne
ou

s

6Stainl
es

s

4

S
ea

lin
g 

pr
ofi

le
s

6-410 BOX 214, SE 571 23 NÄSSJÖ, SWEDEN • www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 • FAX + 46 (0) 10 - 130 75 92

29 43

M
8  

(x
3)

23 1015

14

 8 

 1
5 



STAINLESS / ACID-PROOF EXTERNAL BOLT-ON HINGE -  
180° OPENING ANGLE
Stainless external bolt-on hinge for surface mounted 
doors. Universal left and right mounting. Opening 
angle 180°. Two-part version in lift-off design, and 
three-part version in fixed design. 
Supplied unassembled, with nuts and washers.

Steel version: Page 3-540.

MATERIAL:
Stainless steel (303) or acid-proof stainless steel 
(316).

STAINLESS / ACID-PROOF 
 EXTERNAL BOLT-ON HINGE - 180° OPENING ANGLE

P/N Description Material Version Drawing

323022 Two-part hinge SS (303) Lift-off A

329022 Two-part hinge SS (316) Lift-off A

323018 Three-part hinge SS (303) Fixed B

329018 Three-part hinge SS (316) Fixed B

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF EXTERNAL BOLT-ON HINGE -  
180° OPENING ANGLE
Stainless external bolt-on hinge for surface mounted 
doors. Universal left and right mounting. Opening angle 
180°. Supplied with washers, nuts and unassembled. 
Stud or bolt for door part is not included.

Steel version: Page 3-550.

MATERIAL:
Stainless steel (303) or acid-proof stainless steel (316).

STAINLESS / ACID-PROOF EXTERNAL 
 BOLT-ON HINGE - 180° OPENING ANGLE

P/N SS (303) P/N SS (316)

323019 329019

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS / ACID-PROOF EXTERNAL BOLT-ON HINGE -  
180° OPENING ANGLE
Stainless external bolt-on hinge for surface mounted 
doors. Universal left and right mounting. Opening angle 
180°. Supplied with washers, nuts and unassembled. 
Stud or bolt for door part is not included.

Steel version: Page 3-560.

MATERIAL:
Stainless steel (303) or acid-proof stainless steel 
(316).

STAINLESS / ACID-PROOF EXTERNAL 
 BOLT-ON HINGE - 180° OPENING ANGLE

P/N SS (303) P/N SS (316)

323020 329020

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.

S TA I N L E S S  S T E E L

180° Opening angle

Universal LH / RH

5

6

1

R
od latch system

s

2

Q
uarter-turns

3

H
inges

4

S
ealing profiles

5

M
iscellaneous

6

S
tainless

BOX 214, SE 571 23 NÄSSJÖ, SWEDEN • www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 • FAX + 46 (0) 10 - 130 75 92 6-440

 23 

 
16

 

 14 

 5
0 

 3
4 

 M
8 

(x
2)

 

 M
10

 

 Min13 

 2
6 

 10 

 1
3 



STAINLESS EXTERNAL PROFILE HINGE - 180° OPENING ANGLE
Stainless external profile hinge for surface mounted doors. 
Universal left and right mounting. Opening angle 180°. Screw 
mounted. Supplied with screws, screw covers and washers.

Steel version: Page 3-570.

MATERIAL:
Stainless steel (303).

STAINLESS EXTERNAL PROFILE HINGE - 
 180° OPENING ANGLE

P/N Height mm Mounting Drawing

322123-RF 95 Screw A

322124-RF 55 Screw B

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS WELD-ON HINGE 60 - 180 mm
Stainless steel weld-on hinge. Lift-off design. 
Universal left and right mounting.

Steel version: Page 3-592.

MATERIAL:
Stainless steel (303).

STAINLESS / ACID-PROOF WELD-ON HINGE 60 - 180 mm
P/N Material L d D S

333001-A060 SS (303) 60 6,0 10,0 12,0

333001-A080 SS (303) 80 8,0 13,0 15,5

333001-A100 SS (303) 100 10,0 16,0 20,0

333001-A120 SS (303) 120 11,0 16,0 20,0

333001-A150 SS (303) 150 13,0 20,0 25,0

333001-A180 SS (303) 180 14,0 20,0 25,0

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS HEAVY-DUTY HINGE
Stainless heavy-duty hinge. Adjustable horizontally and vertically. 
Universal left or right mounting. 

MATERIAL:
Stainless steel (304), electro-polished or black coated.

STAINLESS HEAVY-DUTY HINGE
P/N Description

323027 Electro-polished

323527 Black coated

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS BUTT HINGE
Cold rolled butt hinge in stainless steel with or without 
countersunk holes. Universal left and right mounting.

Steel version: Page 3-731.

MATERIAL:
Stainless steel (304).

STAINLESS BUTT HINGES
P/N A B C D E F G I J Holes

3430-303000-4040 40 40 1,0 5,2 3,0 - - - - -

3430-303000-5050 50 50 1,4 6,2 3,0 - - - - -

3430-303000-6060 60 60 1,4 6,2 3,0 - - - - -

3430-303000-8080 80 80 1,4 6,4 3,0 - - - - -

3430-303001-4040 40 40 1,0 5,2 3,0 22,5 - 25,0 4,9 4 x

3430-303001-5050 50 50 1,4 6,2 3,0 18,0 35,0 35,0 5,8 6 x

3430-303001-6060 60 60 1,4 6,2 3,0 18,0 45,0 45,0 5,8 6 x

3430-303001-7070 70 70 1,4 6,2 3,0 41,0 54,0 55,0 6,8 6 x

3430-303001-8080 80 80 1,4 6,2 3,0 41,0 65,0 65,0 6,8 6 x

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS BUTT HINGE
Cold rolled butt hinge in stainless steel with countersunk 
holes. Universal left and right mounting.

Steel version: Page 3-741.

MATERIAL:
Stainless steel (304).

STAINLESS BUTT HINGES
P/N A B C D E G I J Drawing

3430-303001-3022 30 22 1,0 5,2 3,0 13,0 20,0 3,3 A

3430-303001-5031 50 31 1,4 6,2 3,0 18,0 35,0 5,8 A

3430-303001-6034 60 34 1,4 6,2 3,0 18,0 45,0 5,8 B

3430-303001-8041 80 41 1,4 6,2 3,0 22,0 65,0 6,8 B

3430-303001-0049 100 49 1,4 6,2 3,0 28,0 80,0 7,8 C

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS CONTINUOUS HINGE
Continuous (piano-) hinge in stainless steel. The knuckle length is 
30 mm and the length is 2 000 mm. Other dimensions available on 
request.

Steel version: Page 3-810.

MATERIAL:
Stainless steel (304).

STAINLESS CONTINUOUS HINGE
P/N B C E

353031-032 32 1,5 3,0

353031-040 40 1,5 3,0

353031-050 50 1,5 3,0

353031-060 60 1,5 3,0

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.

S TA I N L E S S  S T E E L

180° Opening angle

Universal LH / RH

5

6

1

R
od latch system

s

2

Q
uarter-turns

3

H
inges

4

S
ealing profiles

5

M
iscellaneous

6

S
tainless

BOX 214, SE 571 23 NÄSSJÖ, SWEDEN • www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 • FAX + 46 (0) 10 - 130 75 92 6-540

E

C B
30

30

 2
00

0 



CONTINUOUS HINGE - STAINLESS
Continuous stainless hinge ("piano hinge") with recessed holes 
suitable for screw-on mounting.
Supplied in custom lengths according to your choice. The 
length "L" is stated in millimeters and inserted in the last po-
sitions of the part number, instead of the -LLLL. For instance, 
part number 3530-110720-0852 is 852 mm long.

Minimum order quantities applies when ordering custom 
lengths. Also available in standard lengths of 3500 mm.
The same type of hinge, but without holes, for weld-on 
mounting, see page 6-560.
This product also available in steel on page 3-820.

MATERIAL:
Stainless steel (304).

CONTINUOUS HINGE

B= J=

C=0,7 mm 
E= 1,75 mm 
G=60,4 mm 
K=15 mm

C=1,0 mm 
E= 1,75 mm 
G=60,4 mm 
K=15 mm

C=1,25 mm 
E= 2,5 mm 
G=60,4 mm 
K=30 mm

C=1,5 mm 
E= 3,0 mm 
G=90 mm 
K=30 mm

C=2,0 mm 
E= 6,0 mm 
G=90 mm 
K=30 mm

C=3,0 mm 
E= 6,0 mm 
G=90 mm 
K=30 mm

20 4,0 3530-110720-
LLLL

3530-111020-
LLLL - - - -

25 4,2 3530-110725-
LLLL

3530-111025-
LLLL - - - -

28 4,8 3530-110728-
LLLL

3530-111028-
LLLL - - - -

32 5,0 3530-110732-
LLLL

3530-111032-
LLLL

3530-121232-
LLLL

3530-131532-
LLLL - -

40 5,4 3530-110740-
LLLL

3530-111040-
LLLL

3530-121240-
LLLL

3530-131540-
LLLL

3530-162040-
LLLL

3530-163040-
LLLL

50 6,0 3530-110750-
LLLL

3530-111050-
LLLL

3530-121250-
LLLL

3530-131550-
LLLL

3530-162050-
LLLL

3530-163050-
LLLL

60 6,5 - - 3530-121260-
LLLL

3530-131560-
LLLL

3530-162060-
LLLL

3530-163060-
LLLL

70 6,8 - - - 3530-131570-
LLLL

3530-162070-
LLLL

3530-163070-
LLLL

80 7,0 - - - - 3530-162080-
LLLL

3530-163080-
LLLL

100 7,5 - - - - 3530-162010-
LLLL

3530-163010-
LLLL

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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CONTINUOUS HINGE - STAINLESS
Continuous stainless hinge ("piano hinge") without holes 
suitable for weld-on mounting. 

Supplied in custom lengths according to your choice. The 
length "L" is stated in millimeters and inserted in the last 
positions of the part number, instead of the -LLLL. For in-
stance, part number 3530-010720-0852 is 852 mm long.

Minimum order quantities applies when ordering custom 
lengths.
The hinge is also available in standard lengths of 3500 mm. 

For the same type of continuous hinge, with holes for screw-on 
mounting, see page 6-550.
The product is also available in steel: Page 3-830.

MATERIAL:
Stainless steel (304).

CONTINUOUS HINGE - STAINLESS

B=
C=0,7 mm 

E= 1,75 mm 
K=15 mm

C=1,0 mm 
E= 1,75 mm 
K=15 mm

C=1,25 mm 
E= 2,5 mm 
K=30 mm

C=1,5 mm 
E= 3,0 mm 
K=30 mm

C=2,0 mm 
E= 6,0 mm 
K=30 mm

C=3,0 mm 
E= 6,0 mm 
K=30 mm

20 3530-010720-
LLLL

3530-011020-
LLLL - - - -

25 3530-010725-
LLLL

3530-011025-
LLLL - - - -

28 3530-010728-
LLLL

3530-011028-
LLLL - - - -

32 3530-010732-
LLLL

3530-011032-
LLLL

3530-021232-
LLLL

3530-031532-
LLLL - -

40 3530-010740-
LLLL

3530-011040-
LLLL

3530-021240-
LLLL

3530-031540-
LLLL

3530-062040-
LLLL

3530-063040-
LLLL

50 3530-010750-
LLLL

3530-011050-
LLLL

3530-021250-
LLLL

3530-031550-
LLLL

3530-062050-
LLLL

3530-063050-
LLLL

60 - - 3530-021260-
LLLL

3530-031560-
LLLL

3530-062060-
LLLL

3530-063060-
LLLL

70 - - 3530-021270-
LLLL

3530-031570-
LLLL

3530-062070-
LLLL

3530-063070-
LLLL

80 - - - 3530-031580-
LLLL

3530-062080-
LLLL

3530-063080-
LLLL

100 - - - - 3530-062010-
LLLL

3530-063010-
LLLL

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS DOOR RETAINER
Heavy-duty door retainer. The door retainer automatically locks 
in the wide open position. Universal left or right mounting. 
Weld-on, screw mount or attach to welded studs.

Steel version: Page 5-100.

MATERIAL:
Stainless steel (304).

SPECIFICATIONS
Opening 

angle X=mm Y=mm Min.door 
width mm

90° 140 180 403

105° 120 166 389

120° 110 150 373

135° 100 146 369

STAINLESS DOOR RETAINER
P/N Description

543004 Door retainer

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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COMBI

STAINLESS PADLOCK ADAPTER FOR QUARTER-TURN LATCH
This adapter allows use of a padlock with any quarter-turn 
latch with Combi cut-out. 

Note:
Add 2 mm to the H-dimension of the cam, to compensate for 
plate thickness of the adapter.

MATERIAL:
Stainless steel (304), polished.

STAINLESS PADLOCK ADAPTER FOR 
 QUARTER-TURN LATCH

P/N Description

293025 Stainless padlock adapter 

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS PULL-DOWN CATCH & STRIKER
Type A with folded, spring-action catch. Version B with straight catch.

Steel version: Page 5-300.

MATERIAL:
Stainless steel (304).

STAINLESS PULL-DOWN CATCH

P/N Material Hole 
pattern Type

580884 SS (304) 2 x Ø 4,2 A

580894 SS (304) 2 x Ø 4,2 B

STAINLESS STRIKER

P/N Material Hole 
pattern Type

580024 SS (304) 2 x Ø 4,2 G

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE PULL-DOWN CATCH & STRIKER
Adjustable catch with M5-thread. 
Type B is equipped with a padlock eyelet.

Steel version: Page 5-310.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE 
 PULL-DOWN CATCH

P/N Material Hole 
pattern Type

580903 SS (304) - A

580904 SS (304) 3 x Ø 5,5 A

580913 SS (304) - B

580914 SS (304) 3 x Ø 5,5 B

STAINLESS STRIKER

P/N Material Hole 
pattern Type

580104 SS (304) 2 x Ø 4,2 H

580184 SS (304) 2 x Ø 5,0 F

580194 SS (304) 2 x Ø 5,0 G

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE PULL-DOWN CATCH & STRIKER
Adjustable catch with M6-thread. Type B is equipped with a 
padlock eyelet.

Steel version: Page 5-320.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE 
 PULL-DOWN CATCH

P/N Material Hole 
pattern Type

581044 SS (304) 3 x Ø5,5 A

581054 SS (304) 3 x Ø5,5 B

STAINLESS STRIKER

P/N Material Hole 
pattern Type

580394 SS (304) 2 x Ø5,5 F

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS ADJUSTABLE PULL-DOWN CATCH & STRIKER
Adjustable catch with M8-thread.  
Type B is also equipped with a padlock eyelet.

Steel version: Page 5-330.

MATERIAL:
Stainless steel (304).

STAINLESS ADJUSTABLE 
 PULL-DOWN CATCH

P/N Material Cut-out Type

581074 SS (304) 3 x Ø 6,5 B

STAINLESS STRIKER

P/N Material Hole 
pattern Type

580144 SS (304) 2 x Ø 5,5 G

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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STAINLESS PULL-DOWN CATCH & STRIKER
Type A with folded spring-action. Type B with a straight catch 
and 3 mm hole for locking pin.

Steel version: Page 5-340.

MATERIAL:
Stainless steel (304).

STAINLESS PULL-DOWN CATCH

P/N Material Hole 
pattern Type

581204 SS (304) 2 x Ø 3,5 A

581214 SS (304) 2 x Ø 3,5 B

STAINLESS STRIKER

P/N Material Surface 
treatment

Hole 
pattern Type

580314 SS (304) - 2 x Ø 3,5 G

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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