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VISION™ SWING HANDLE WITH CYLINDER
Low profile swing handle with cylinder lock for control mecha-
nism. Supplied with two keys.

* Master key system on request.

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Vision Hinge: Page 3-094, 3-095 and 3-096.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.
Cylinder: Zinc die-cast, stainless steel (304) cap and dust 
shutter.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE WITH CYLINDER (AAAAAAABC-DDDD)
AAAAAAA Material B T= C PDL -DDDD Cylinder

1216118 Handle zinc / Dish PA6 1 0,8-1,5 0 No -C21S Keyed alike IL101

1216418 Handle zinc / Dish zinc 2 1,6-2,5 1 Yes -C22S Keyed to differ *

1250118 Handle PA6 / Dish PA6 3 2,6-3,5 -C23S Keyed alike IL0333

-500S No cylinder  (Blind plug)

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE FOR 40 mm OR 
45 mm PROFILE CYLINDER
Low profile swing handle for 40 mm or 45 mm profile cylinder 
and control mechanism.

Stainless version: Page 6-010.
Profile cylinders: Page 1-210.

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Glass fibre reinforced polyamide (PA6), 
black or zinc, die-cast, black texture powder coated.
Dust cover: TPE.
Shaft: Zinc die-cast, zinc plated.

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE FOR 40 mm PROFILE CYLINDER (AAAAAAABC-DDDD) 
AAAAAAA Material B T= C PDL -DDDD Dust cover

1216118 Handle zinc / Dish PA6. X=28 1 0,8-1,5 0 No -C60U No

1216418 Handle zinc / Dish zinc. X=28 2 1,6-2,5 -C60D Yes

1250118 Handle PA6 / Dish PA6. X=28 3 2,6-3,5

VISION™ SWING HANDLE FOR 45 mm PROFILE CYLINDER (AAAAAAABC-DDDD) 
AAAAAAA Material B T= C PDL -DDDD Dust cover

1216118 Handle zinc / Dish PA6. X=33 1 0,8-1,5 0 No -C65U No

1216418 Handle zinc / Dish Zinc. X=33 2 1,6-2,5 -C65D Yes

3 2,6-3,5

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE TOOL OPERATED
Low profile swing handle with insert for control mechanism. 

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Keys: Page 2-370 and 2-372.
Cut-out, version C: Page 1-001.01.

For stainless version, see page 6-010.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.

Insert: Zinc die-cast, chrome plated.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE TOOL OPERATED (AAAAAAABC-DDDDE)
AAAAAAA Material B T= C PDL -DDDD Insert E Model

1216118 Handle zinc / Dish PA6 1 0,8-1,5 0 No -1301 Hexagon 11 0 Turn-to-latch

1216418 Handle zinc / Dish zinc 2 1,6-2,5 1 Yes -1308 Square 7 1 Push-to-latch

1250118 Handle PA6 / Dish PA6 3 2,6-3,5  -1309 Square 8

      -1312 Triangular 7

      -1313 Triangular 8

      -1316 Double Bit 3

      -1317 Double Bit 5

      -1347 Recessed hex. 8 / 3 mm pin

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE FOR BESTLOCK CYLINDER
Low profile swing handle for BestLock cylinder and control 
mechanism. 

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE FOR BESTLOCK CYLINDER (AAAAAAABC-DDDD)
AAAAAAA Material B T= C PDL -DDDD Dust cover

1216118 Handle zinc / Dish PA6 1 0,8-1,5 1 Yes -C70U No

1216418 Handle zinc / Dish zinc 2 1,6-2,5 -C70D Yes

3 2,6-3,5

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE WITH CYLINDER
Low profile swing handle with cylinder lock for cam. Supplied 
with two keys.

*Master key system on request.

Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.
Cylinder: Zinc die-cast, stainless steel (304) cap and dust 
shutter.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE WITH CYLINDER (AAAAAABCD-EEEE)
AAAAAA Material B Opening rotation C T= D PDL -EEEE Cylinder

121611 Handle zinc / Dish PA6 1 90° clockwise or 
counter-clockwise 1 0,8-1,5 0 No -C21S Keyed alike IL101

121641 Handle zinc / Dish zinc 2 90° counter-clockwise 2 1,6-2,5 1 Yes -C22S Keyed to differ  *

125011 Handle PA6 / Dish PA6 3 90° clockwise 3 2,6-3,5 -C23S Keyed alike 
IL0333

     -500S No cylinder

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE FOR 40 mm 
 OR 45 mm PROFILE CYLINDER
Low profile swing handle for 40 mm or 45 mm profile cylinder 
and cam.

Stainless version: Page 6-020.
Profile cylinders: Page 1-210.
 
Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Zinc, black texture powder coated or glass 
fibre reinforced polyamide (PA6), black.
Dust cover: TPE.
Shaft: Zinc die-cast, zinc plated.

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE FOR 40 mm PROFILE CYLINDER (AAAAAABCD-EEEE)
AAAAAA Material B Opening rotation C T= D PDL -EEEE Dust cover

121611 Handle zinc / Dish 
PA6. X=28 1 90° clockwise or 

counter-clockwise 1 0,8-1,5 0 No -C60U No

121641 Handle zinc / Dish 
zinc. X=28 2 90° counter-clockwise 2 1,6-2,5 -C60D Yes

125011 Handle PA6 / Dish 
PA6. X=28 3 90° clockwise 3 2,6-3,5   

VISION™ SWING HANDLE FOR 45 mm PROFILE CYLINDER (AAAAAABCD-EEEE)
AAAAAA Material B Opening rotation C T= D PDL -EEEE Dust cover

121611 Handle zinc / Dish 
PA6. X=33 1 90° clockwise or 

counter-clockwise 1 0,8-1,5 0 No -C65U No

121641 Handle zinc / Dish 
zinc. X=33 2 90° counter-clockwise 2 1,6-2,5 -C65D Yes

3 90° clockwise 3 2,6-3,5

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE TOOL OPERATED
Low profile swing handle with insert for cam.

Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Keys: Page 2-370 and 2-372.
Cut-out, version C: Page 1-001.01.

Stainless version, see page 6-020.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.

Insert: Zinc die-cast, chrome plated.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE TOOL OPERATED  (AAAAAABCD-EEEEF) 
AAAAAA Material B Opening rotation C T= D PDL -EEEE Insert F Model

121611 Handle zinc / Dish PA6 1 90° clockwise or 
counter-clockwise 1 0,8-

1,5 0 No -1301 Hexagon 11 0 Turn-to-
latch

121641 Handle zinc / Dish zinc 2 90° counter-clockwise 2 1,6-
2,5 1 Yes -1308 Square 7 1 Push-

to-latch

125011 Handle PA6 / Dish PA6 3 90° clockwise 3 2,6-
3,5 -1309 Square 8

-1312 Triangular 7

-1313 Triangular 8

-1316 Double Bit 3

-1317 Double Bit 5

-1347 Recessed hex 
8 / 3 mm pin

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ SWING HANDLE FOR BESTLOCK CYLINDER
Low profile swing handle for BestLock cylinder and cam. 

Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Cut-out, version C: Page 1-001.01.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fiber reinforced polyamide (PA6), black.
Dust cover: TPE.
Shaft: Zinc die-cast, zinc plated.
Padlock loop: Stainless steel (304).

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ SWING HANDLE FOR BESTLOCK CYLINDER (AAAAAABCD-EEEE)
AAAAAA Material B Opening rotation C T= D PDL -EEEE Dust cover

121611 Handle zinc / Dish PA6 1 90° clockwise or 
counter-clockwise 1 0,8-1,5 1 Yes -C70U No

121641 Handle zinc / Dish zinc 2 90° counter-clockwise 2 1,6-2,5 -C70D Yes

  3 90° clockwise 3 2,6-3,5  

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ HIGHLANDER SWING HANDLE, TOOL OPERATED
Low profile swing handle for control mechanism with insert. 
Vision Highlander design withstands 1000 hours in salt fog 
and 45 Nm torque. 

Rod Latch Systems: Page 1-008.00 to 1-008.57.
Keys: Page 2-370 and 2-372.
Cut-out, version C: Page 1-001.01.

For stainless version, see page 6-010.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated or 
glass fibre reinforced polyamide (PA6), black.
Shaft: Zinc die-cast, special surface treatment *.
Padlock loop and insert: Stainless steel (304).

* Passes 30 day salt-spray test according to ISO 9227,  
equivalent to ASTM B 117.

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ HIGHLANDER SWING HANDLE, TOOL OPERATED (AAAAAAABC-DDDDE)  
AAAAAAA Material B T= C PDL -DDDD Insert E Model

1216117 Handle zinc / Dish PA6 1 0,8-1,5 0 No -9001 Hexagon 11 0 Turn-to-
latch

1216417 Handle zinc / Dish zinc 2 1,6-2,5 1 Yes -9047 Recessed hex 8 / 3 mm pin 1 Push-to-
latch

  3 2,6-3,5  

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ HIGHLANDER SWING HANDLE, TOOL OPERATED
Low profile swing handle with insert for cam. Vision Highlander 
design withstands 1000 hours in salt fog.

Rod latch system "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Keys: Page 2-370 and 2-372.
Cut-out, version C: Page 1-001.01.

For stainless version, see page 6-020.

MATERIAL:
Handle and dish: Zinc die-cast, black texture powder coated 
or glass fibre reinforced polyamide (PA6), black.
Shaft: Steel, special surface treatment *.
Padlock loop, shaft and insert: Stainless steel (304).

* 30 day salt-spray test according to ISO 9227, equivalent 
to ASTM B 117.

MODEL: (see table below)
Turn-to-latch = The door is locked by turning the key.
Push-to-latch = Spring loaded cam latches when the handle 
is pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ HIGHLANDER SWING HANDLE, TOOL OPERATED (AAAAAABCD-EEEEF)  
AAAAAA Material B Opening rotation C T= D PDL -EEEE Insert F Model

121611 Handle zinc 
/ Dish PA6 4 90° clockwise or 

counter-clockwise 1 0,8-
1,5 0 No -9001 Hexagon 11 0 Turn-to-latch

121641 Handle zinc 
/ Dish zinc 5 90°, counter-clockwise 2 1,6-

2,5 1 Yes -9047 Insex 8 / 3 
mm pin 1 Push-to-

latch

  6 90° clockwise 3 2,6-
3,5

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ COMPACT SWING HANDLE WITH CYLINDER
Low profile compact swing handle with cylinder for control 
mechanism. Supplied with two keys. 

Key extraction: Open/closed. 

* Master key system on request.

Rod Latch System, see pages 1-008.00 to 1-008.57.
Cut-out, version B: Page 1-001.01.

MATERIAL:
Handle: Zinc die-cast, black texture powder coated.
Dish: Glass fibre reinforced polyamide (PA6), black.
Cylinder: Zinc die-cast, stainless steel (304) cap and dust 
shutter.
Shaft: Zinc die-cast, zinc plated.

MODEL: (see table below)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ COMPACT SWING HANDLE WITH CYLINDER (AAAAAAABC-DDDD)
AAAAAAA Material B T= C PDL -DDDD Cylinder

1416118 Handle zinc / Dish PA6 1 0,8-1,5 0 No -C21S Keyed alike IL101

  2 1,6-2,5  -C22S Keyed to differ *

  3 2,6-3,5  -C23S Keyed alike IL0333

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ COMPACT SWING HANDLE, TOOL OPERATED
Low profile compact swing handle with insert for control 
mechanism.  

Rod Latch Systems: See pages 1-008.00 to 1-008.57. 
Keys: Page 2-370 and 2-372. 
Cut-out, version B: Page 1-001.01.

MATERIAL:
Handle: Zinc die-cast, black texture powder coated.
Dish: Glass fibre reinforced polyamide (PA6), black.
Insert: Zinc die-cast, chrome plated.
Shaft: Zinc die-cast, zinc plated.

MODEL: (See table below.)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ COMPACT SWING HANDLE, TOOL OPERATED (AAAAAAABC-DDDDE)  
AAAAAAA Material B T= C PDL -DDDD Insert E Model

1416118 Handle zinc / Dish PA6 1 0,8-1,5 0 No -1301 Hexagon 11 1 Push-to-latch

  2 1,6-2,5  -1308 Square 7 

  3 2,6-3,5  -1309 Square 8

      -1312 Triangular 7

      -1313 Triangular 8

      -1316 Double Bit 3

      -1317 Double Bit 5

      -1347 Insex 8 / 3 mm pin

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ COMPACT SWING HANDLE WITH CYLINDER
Low profile compact swing handle with cylinder for cam. 
Supplied with two keys. 
Key extraction: Open/closed.

Master key system on request.

Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Cut-out, version B: Page 1-001.01.

MATERIAL:
Handle: Zinc die-cast, black texture powder coated.
Dish: Glass fibre reinforced polyamide (PA6), black.
Cylinder: Zinc die-cast, stainless steel (304) cap and dust 
shutter.
Shaft: Zinc die-cast, zinc plated.

MODEL: (see table below)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ COMPACT SWING HANDLE WITH CYLINDER (AAAAAABCD-EEEE) 
AAAAAA Material B Opening rotation C T= D PDL -EEEE Cylinder

141611 Handle zinc / Dish PA6 1 90° clockwise or 
counter-clockwise 1 0,8-1,5 0 No -C21S Keyed alike IL101

2 90° counter-clockwise 2 1,6-2,5 -C22S Keyed to differ *

3 90° clockwise 3 2,6-3,5 -C23S Keyed alike IL0333

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ COMPACT SWING HANDLE, TOOL OPERATED
Low profile compact swing handle with insert for cam.  

Rod Latch System "Vision Classic": Page 1-008.51, 1-008.52 
and 1-008.53.
Keys: Page 2-370 and 2-372. 
Cut-out, version B: Page 1-001.01.

MATERIAL:
Handle: Zinc die-cast, black texture powder coated.
Dish: Glass fibre reinforced polyamide (PA6), black. 
Insert: Zinc die-cast, chrome plated.
Shaft: Zinc die-cast, zinc plated.

MODEL: (See table below.)
Push-to-latch = Spring loaded cam latches when the handle is 
pushed in.
T = For door thickness: 0,8-3,5 mm.
PDL = Spring loaded padlock loop retracts when handle is 
released.

VISION™ COMPACT SWING HANDLE, TOOL OPERATED (AAAAAABCD-EEEEF)
AAAAAA Material B Opening rotation C T= D PDL -EEEE Insert F Model

141611 Handle zinc 
/ Dish PA6 1 90° clockwise or 

counter-clockwise 1 0,8-1,5 0 No -1301 Hexagon 11 1 Push-to-
latch

  2 90° counter-clockwise 2 1,6-2,5 -1308 Square 7

 3 90° clockwise 3 2,6-3,5 -1309 Square 8

 -1312 Triangle 7

 -1313 Triangle 8

 -1316 Double Bit 3

 -1317 Double Bit 5

 -1347 Insex 8 / 3 mm pin

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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HOW TO BUILD YOUR VISION™-SYSTEM
1) Choose a suitable handle for out-swing door on pages 1-002.01 to 1-006.13. 
Decide if you want a locking or non-locking version.

2) Choose a suitable rod latch system on pages 1.008.01 to 1-008.53. 
 
Vision™ Outside, Vision™ Classic Outside and Vision™ Classic are systems that are mounted outside sealed area. 
 
Vision™ Inside, Vision™ Inside Classic and Vision™ Classic are systems mounted inside sealed area.

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.

A Handle: Page 1-002.01 to 1-006.13.

B Rod latch system: Page 1-008.01 to 1-008.53.

1

R
od

 la
tc

h 
sy

st
em

s

2

Q
ua

rt
er

-t
ur

ns

3Hinge
s

5

M
is

ce
lla

ne
ou

s

6Stainl
es

s

4

S
ea

lin
g 

pr
ofi

le
s

1-008.00 BOX 214, SE 571 23 NÄSSJÖ, SWEDEN • www.industrilas.com
TEL + 46 (0) 10 - 130 75 00 • FAX + 46 (0) 10 - 130 75 92



Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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Door open

Door closed
but unlatched

Door closed
and latched

Red latching plate 
slides into position.

Latching plates shown 
in red for clarity



 
 
Vision™ Outside - the industry leading latching system for high quality applications:

Vision™ Outside is especially developed for enclosures that require absolute protection against the elements. When you need 
to protect valuable electronics from a harsh environment, this is the system for you. The system has a built-in 3 mm compres-
sion function. 
 
Attention to detail and dedicated craftsmanship from the team that master every manufacturing technique from metal casting 
to powder coating ensures the finest latching system available in the market - Vision™ Outside.

The L-shaped latching plates completely engages 
the latching point, ensuring a multi-dimensional 
alignment and perfect location of the door. 

All mechanisms are placed outside the sealed area 
for easier sealing of the enclosure itself.

The Vision™ Outside advantages:

· The latching mechanism is placed outside the sealed door area, resulting in a clean door design with no cut-outs in critical 
areas. 

· As door is latched - it is fixed in all dimensions (X, Y and Z) creating a vault-type latching performance, second to none.

· Direct load transfer from frame to door i.e. no oscillations from load transfer via rods.
 
· Unlike other systems on the market, Vision™ Outside operates with door allocation prior to gasket compression. No shearing 
or side loads on the gasket means better sealing properties and longer gasket life.

·  The system complies with the world’s most stringent requirements for vibration tests, torque tests and corrosion tests for use 
in Zone 4 telecom equipment applications and similar. 

· Versatile and flexible means that the Vision™ system is capable of filling all your enclosure latching needs. Single system 
designation means higher production efficiency and less supply chain costs.

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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CORNER CONTROL MECHANISM FOR  
VISION INSIDE OR VISION OUTSIDE
The corner control mechanism allows you to place latching 
points along any side of a door. Works in conjunction with 
both "Vision Outside" and "Vision Inside" and allows you to 
operate all latching points with one rod latch handle - even 
if the latching points are placed on different sides. 

A typical application would be on hinged doors where  
latching on more than one side is required.

The corner control mechanisms may also be used on com-
pletely removable doors to operate latching points on all 
four sides. In this case, the door may be completely remo-
ved from the application as the handle is opened. 

Mounted on welding stud M6 x 25 mm (not included) or 
equivalent bolt. Latching rod ordeered separately. See page 
1-008.13 for standard length 2000 mm that you can cut 
to length. Contact us for pre-cut rods in the dimensions you 
want. 

MATERIAL:
Cover: Glass fibre reinforced polyamide (PA6), black.
Cogwheel: Stainless steel (304).

CORNER CONTROL MECHANISM FOR 
VISION INSIDE OR VISION OUTSIDE

P/N Description

135001 Corner control mechanism to extend latching  
points to multiple door-sides. 

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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SYSTEM VISION™ OUTSIDE
Vision™ Outside latching system is mounted outside the  
sealed area. Unique patented latching points align the door in 
all three dimension and create a direct load transfer from door 
to frame (no load transfer via rods), assure extremely good  
latching in vibrating and shaky environments. No shearing of 
the gasket due to door alignment prior gasket compression. 

Multiple latching points for perfect latching and compres-
sion in tall applications. System with more than four latching 
points available upon request. Control mechanism comes 
complete assembled with flat rod. Latching points ordered 
separately. 

Handles: Page 1-002.01 /02 /03  /08, 1-004.03, 1-006.01 
/03.

MATERIAL:
Control mechanism and latch point: Zinc die cast, zinc plated 
or special surface treatment*.
Flat rod: Steel, zinc plated or stainless steel (316).
Rollers in latch point: Brass, raw or nickel plated.

*30 day salt-spray test according to ISO 9227, equivalent to 
ASTM B 117.

VISION™ OUTSIDE ROD LATCH SYSTEM
P/N Standard P/N Highlander Description

131106 131406 Latch point (door part + frame part)

13210600-2000 13900600-2000 Flat rod only. Length = 2000 mm

1301-00A1A2B1B2 1301-01A1A2B1B2 Control mechanism with pre-assembled flat rod

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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Vision™ Outside - Insulated - the specially adapted version for designs in Telecom, HVAC-applications and similar where insu-
lated or double skinned doors are used.  

Vision™ Outside - Insulated is especially developed for your electric enclosures that need to keep valuable electronics in a 
climate controlled environment under a fixed temperature. Used with insulated doors to maintain a temperature controlled 
climate inside the enclosure, protecting the electronics.

The system is designed for enclosures that are equip-
ped with climate control (HVAC, HEX etc). The system is 
hidden in the insulated door providing thermal break and 
preventing condensation to form.

The locking points consists of an protuding frame part and 
a receptacle hidden on the inside of the door.

The advantages of Vision™ Outside - Insulated:

· Allows an insulated door to be open, closed and locked in the most professional way in the market.

· Concealed mounting resulting in an aesthetically appealing design. 

· The latching mechanism is placed outside the sealed door area, resulting in a "clean" door design with no cut-outs in critical 
areas. 

· As door is latched - it is fixed in all dimensions (X, Y and Z) creating a vault-type latching performance, second to none.

· Direct load transfer from frame to door i.e. no oscillations from load transfer via rods.
 
· Unlike other systems on the market, Vision Outside - Insulated operates with door allocation prior to gasket compression. No 
shearing or side loads on the gasket means better sealing properties and longer gasket life.

·  The system complies with the world’s most stringent requirements for vibration tests, torque tests and corrosion tests for use 
in Zone 4 telecom equipment applications and similar. 

· Versatile and flexible means that the Vision system is capable of filling all your enclosure latching needs. Single system desig-
nation means higher production efficiency and less supply chain costs.

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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SYSTEM VISION™ OUTSIDE - INSULATED.  
FOR INSULATED DOORS
Products marked with * are  
available on request only. ROD LATCH SYSTEM VISION™ OUTSIDE - INSULATED.  

 FOR INSULATED DOORS, 25-100 mm THICKNESS
P/N Standard P/N Highlander Description

131106-01 131406-01 Latching point (door part + frame part)

13210600-XXXX-YY* 13900600-XXXX-YY* Flat rod. XXXX and YY are in mm

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ INSIDE - THE FLEXIBLE LATCHING  
SYSTEM FOR LARGE OR SMALL DOORS

Vision™ Inside - the flexible latching system for latching inside the sealed area of the door. Vision™ Inside is developed for 
doors that require multiple latching points. 

Door closed but not latched. Door closed and latched.

 

The main advantages using Vision™ Inside in your enclosure:

1) Glass fibre-reinforced rollers ensure perfect tolerance take-up, smooth compression and latching action.

2) Sealed to IP65-standards.

3) Quick assembly with a single rod for all latching points. 
 
4) Flexible - The number of latch points is variable.  

5) Intuitive operation of handle. 
 
6) Low-profile versions available. 

Suitable hinges, page 3-094, 3-095 and 3-096.

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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SYSTEM VISION™ INSIDE
Vision™ Inside latching system is mounted inside the sea-
led area and provide IP65 together with our Vision™ Swing 
handles. Latching points equipped with roller cams for smooth 
compression and latching. Multiple latching points for perfect 
sealing in tall applications. System with more than four latching 
points available upon request. 

Control mechanism comes complete assembled with flat rod. 
Latching points ordered separately. Vision™ inside system can 
be equipped with additional standard cam on the control  
mechanism together with adapter (see table), for center  
latching point. 

Handles: Page 1-002.01 /02 /03  /08, 1-004.03, and 
1-006.01 /03.
Cams: Page 2-481.

MATERIAL:
Control mechanism: Zinc die-cast, zinc plated or special 
surface treatment*.
Flat rod: Steel, zinc plated or stainless steel (316).
Roller cam and nut: Steel, zinc plated.
Roller and latching points: Glass fibre reinforced polyamide 
(PA6), black.
Adapter: Zinc die-cast, zinc plated.

*30 day salt-spray test according to ISO 9227, equivalent to 
ASTM B 117.

VISION™ INSIDE ROD LATCH SYSTEM
P/N Standard P/N Highlander Description

132110-A 139010-A Roller cam

135010 135010 Latch point

13210600-2000 13900600-2000 Flat rod only.  Length = 2000 mm

1302-00A1A2B1B2 1302-01A1A2B1B2 Control mechanism with pre-assembled flat rod

131116-05 - Adapter for attaching standard cam on control mechanism

131116-07 - Adapter for attaching roller cam on control mechanism

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ DUAL ACTION CONTROL MECHANISM, 
 FLAT ROD AND ROD GUIDE
The system is mounted inside the sealing area. 
When the swing handle is turned to close, the  
upper flat rod is moving upwards and the lower 
rod downwards. 
The rod can be supplied within the maximum and 
minimum A-dimensions 0-70 mm. 
For three-point locking, a standard cam can be 
used on the control mechanism with an adapter 
(see table).

Handles: Page 1-002.01 /02 /03 /08 and 
1-006.01 /03.
Cams: Page 2-481.

Product marked with * is available on request 
only. 

MATERIAL:
Rod latch: Zinc die cast, zinc plated.
Rod guide: Polyamide (PA6), black.
Rod: Steel, zinc plated.
Adapter: Zinc die cast, zinc plated.

VISION™ CUSTOMIZED ROD LATCH SYSTEM
P/N Description Drawing

131116 Dual action control mechanism a

285025 Rod guide for flat rods, PA6. b

281125 Rod guide for flat rods, zinc. b

282170-AA-LLLL* Rod, flat c

131116-07 Adapter for use of standard cam on 
control mechanism a d

131116-05 Adapter for use of roller cam on control 
mechanism a e

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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VISION™ CLASSIC OUTSIDE -  DUAL ACTION CONTROL  
MECHANISM FLAT ROD AND ROD GUIDE
The system is mounted outside the sealing area. When the 
swing handle is turned to close, the upper flat rod is moving 
upwards and the lower rod downwards. 
The rod is customized with the latching points A1/A2 and B1/
B2 specified according to your application. 

Handles: Page 1-002.01 /02 /03 /08 and 1-006.01 /03.

MATERIAL:
Control mechanism and catch: Zinc die cast, zinc plated or 
special surface treatment "Highlander" *. 

Rod guide: Polyamide (PA6), black, or zinc die cast,  
zinc plated or with special surface treatment "Highlander" *.
Rod: Steel, zinc plated or stainless steel (304).

* This surface treatment passes 30 day salt-spray test accor-
ding to ISO 9227, equivalent to ASTM B 117.

VISION™ CLASSIC OUTSIDE - DUAL ACTION CONTROL   
MECHANISM- FLAT ROD AND ROD GUIDE

P/N Standard P/N Highlander Description

1303-00A1A2B1B2 1303-01A1A2B1B2 Control mechanism with flat rods 
Rod connection points with E-clip.

1304-00A1A2B1B2 1304-01A1A2B1B2 Control mechanism with flat rods 
Rod connection points with Quick-Fit.

13110201 13140201 Catch

285025 285025 Rod guide, PA6

281125 281425 Rod guide, zinc

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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THREE-POINT CAM WITHOUT PROJECTION FOR SWING HANDLES
Three-point cams without projection for swing handles. Stroke: 
20 mm. Supplied with E-clips. 

* Straight cam

A = Inside face to engagement point of cam.
L = 45 mm. 
Other lengths and versions are available on request.
Rods: Page 1-008.52 and 1-008.53.

MATERIAL:
Steel, zinc plated or stainless steel (304).

THREE-POINT CAM WITHOUT PROJECTION FOR SWING HANDLES
P/N Steel P/N SS (304) Description A P/N Steel P/N SS (304) Description A

2321S01PU 2330S01PU 3-point cam 2 2321S02PU 2330S02PU 3-point cam 4

2321S03PU 2330S03PU 3-point cam 6 2321S04PU 2330S04PU 3-point cam 8

2321S05PU 2330S05PU 3-point cam 10 2321S07PU 2330S07PU 3-point cam 12

2321S08PU 2330S08PU 3-point cam 14 2321S09PU * 2330S09PU * 3-point cam 16

2321S10PU 2330S10PU 3-point cam 18 2321S11PU 2330S11PU 3-point cam 20

2321S12PU 2330S12PU 3-point cam 22 2321S14PU 2330S14PU 3-point cam 24

2321S15PU 2330S15PU 3-point cam 26 2321S16PU 2330S16PU 3-point cam 28

2321S17PU 2330S17PU 3-point cam 30 2321S18PU 2330S18PU 3-point cam 32

2321S20PU 2330S20PU 3-point cam 34 2321S21PU 2330S21PU 3-point cam 36

2321S22PU 2330S22PU 3-point cam 38 2321S23PU 2330S23PU 3-point cam 40

2321S24PU 2330S24PU 3-point cam 42 2321S29PU 2330S29PU 3-point cam 44

2321S28PU 2330S28PU 3-point cam 46 2321S27PU 2330S27PU 3-point cam 48

2321S09-00MPU 2330S09-00MPU 2-point cam -

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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THREE-POINT CAM WITH PROJECTION FOR SWING HANDLES
Three-point cams with projection for swing handles. 
Stroke: 20 mm. Supplied with E-clips. 

* Straight cam.

A = Inside face to engagement point of cam.
L = 45 mm. 
Other lengths and versions are available on request.
Rods: Page 1-008.52 and 1-008.53.

MATERIAL:
Steel, zinc plated or stainless steel (304).

THREE-POINT CAM WITH PROJECTION FOR SWING HANDLES
P/N Steel P/N SS  (304) Description A P/N Steel P/N SS (304) Description A

2321S01P 2330S01P 3-point cam 2 2321S02P 2330S02P 3-point cam 4

2321S03P 2330S03P 3-point cam 6 2321S04P 2330S04P 3-point cam 8

2321S05P 2330S05P 3-point cam 10 2321S07P 2330S07P 3-point cam 12

2321S08P 2330S08P 3-point cam 14 2321S09P * 2330S09P * 3-point cam 16

2321S10P 2330S10P 3-point cam 18 2321S11P 2330S11P 3-point cam 20

2321S12P 2330S12P 3-point cam 22 2321S14P 2330S14P 3-point cam 24

2321S15P 2330S15P 3-point cam 26 2321S16P 2330S16P 3-point cam 28

2321S17P 2330S17P 3-point cam 30 2321S18P 2330S18P 3-point cam 32

2321S20P 2330S20P 3-point cam 34 2321S21P 2330S21P 3-point cam 36

2321S22P 2330S22P 3-point cam 38 2321S23P 2330S23P 3-point cam 40

2321S24P 2330S24P 3-point cam 42 2321S29P 2330S29P 3-point cam 44

2321S28P 2330S28P 3-point cam 46 2321S27P 2330S27P 3-point cam 48

2321S09-00MP 2330S09-00MP 2-point cam -

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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ROUND RODS SYSTEM VISION™ CLASSIC
Round Ø 8 mm rod, for swing handles. 
Rod model with stamped, flat end with 
eyelet. The length L is the total length 
from the center of the eye to the end of 
the rod.

Rods with rollers: Page 1-008.53.
Rod guides: 1-008.54.

MATERIAL:
Steel, zinc plated or stainless steel 
(304).

Product marked with * is available on 
request only.

ROUND RODS SYSTEM VISION™ CLASSIC
P/N Type P P/N Type S-L Dimensions

Steel SS (304) Steel SS (304) L = mm

282101 283001 282110-400 283010-400 400

282102 283002 282110-500 283010-500 500

282103 283003 282110-600 283010-600 600

282104 283004 282110-700 283010-700 700

282105 283005 282110-800 283010-800 800

282106 283006 282110-900 283010-900 900

282107 283007 282110-1000 283010-1000 1000

282108 283008 282110-1100 283010-1100 1100

282109 283009 282110-1200 283010-1200 1200

- - 282110-LLLL* 283010-LLLL* LLLL = length in 
mm

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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ROUND RODS WITH ROLLERS SYSTEM VISION™ CLASSIC
Round Ø 8 mm rod with Ø 15 mm rol-
lers, for swing handles. Rod model R-L 
with stamped, flat end with an eye. The 
length L is the total length from the 
center of the eye to the end of the roller. 
Rod model R is used with a rod adapter. 
The length L is the total length to the 
end of the roller. The adapter adds 14 
mm to the total length.

Rods with Ø 25 mm rollers: Page 
2-545.
Rods without rollers: Page 1-008.52.
Rod guides and adapter: 1-008.54.

Products marked with * are available on 
request only.

MATERIAL:
Steel, zinc plated or stainless steel 
(304).

ROUND RODS SYSTEM VISION™ CLASSIC
P/N Type R P/N Type R-L Dimensions

Steel SS (304) Steel SS (304) L = mm

282111 283011 282120-400 283020-400 400

282112 283012 282120-500 283020-500 500

282113 283013 282120-600 283020-600 600

282121 283021 282120-700 283020-700 700

282114 283014 282120-800 283020-800 800

282115 283015 282120-900 283020-900 900

282116 283016 282120-1000 283020-1000 1000

282117 283017 282120-1100 283020-1100 1100

282118 283018 282120-1200 283020-1200 1200

- - 282120-LLLL* 283020-LLLL* LLLL = length in 
mm

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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ROD GUIDES AND ACCESSORIES SYSTEM VISION™ CLASSIC
Rod guide (A) with cast-in M6-nut, for round 
Ø 8 mm rod. For weld-on stud or screw. The 
opening allows the flat end through the rod 
guide.

Rod guide (B) supplied with polyamide bush-
ing, for low friction and silent movement of the 
rod. For screw-on or weld-on mounting.

NOTE:
A is the distance between the inside face of the 
door and the rod. 

Rod bushing (C) for other applications or rod 
guides.
Rod adapter (D) for rod type R, adds 14 mm to 
the total length.

MATERIAL:
Rod guide (A):
Glass fibre reinforced polyamide (PA6), black.
Nut: Steel, zinc plated.
Rod guide (B):
Bracket: Steel, zinc plated or stainless steel 
(304).
Bushing (C): Glass fibre reinforced polyamide 
(PA6), black.
Adapter (D):
Zinc die-cast, zinc plated or stainless steel 
(304).

ROD GUIDES AND ACCESSORIES SYSTEM VISION™ 
CLASSIC

P/N Description Material Spec. For rod 
type

Dra-
wing

285023 Rod guide PA6 A=26 All A

285024 Rod guide PA6 A=20 All A

282123 Rod guide Steel A=16 P, R, S-L B

283023 Rod guide SS (304) A=16 P, R, S-L B

282124 Rod guide Steel A=22 P, R, S-L B

283024 Rod guide SS (304) A=22 P, R, S-L B

28212302 Bushing Ø 
8 mm PA6 Cut-out  

Ø 11 mm P, R, S-L C

282119 Rod adapter Zinc Ø 8 mm R D

283019 Rod adapter SS (304) Ø 8 mm R D

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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ROD GUIDES FOR FLAT RODS
Rod guides for flat rods.

A) Rod guide in two parts made from zinc. Placed around 
the flat rod and attached to the door using screw, welding 
stud, rivet etc. The item is supplied in two halves per 
ordered rod guide.  

B) Model made from one part of moulded polyamide. The 
rod is "folded" in the rod guide, that is then mounted on 
to the door with the slit facing down, which secures the 
rod in the rod guide. Use screw, welding stud, rivet or 
similar to attach the rod guide to the door. 

MATERIAL:
Zinc model: Zinc, zinc plated or surface treatment ”High-
lander” *.

* Special surface treatment that passes 30 day salt-spray 
test according to ISO 9227, equivalent to ASTM B 117. 

Plastic model: Glass fibre reinforced polyamide (PA6), 
black.

ROD GUIDES FOR FLAT RODS
P/N Description Material Drawing

281125 Rod guide in 
two parts Zinc, zinc plated A

281425 Rod guide in 
two parts

Zinc with surface 
treatment "Highlander" * A

285025 Rod guide in 
one part Polyamide B

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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SWING HANDLE FOR SCANDINAVIAN OVAL CYLINDER
Swing handle for Scandinavian oval cylinder 
and cam. Cylinder to be ordered separately.

MATERIAL:
Handle and dish: Glass fibre reinforced poly- 
amide (PA6), black. 
Nut and shaft: Brass, zinc plated. 
Screws, bolt, washer: Steel, zinc plated. 

Cams: Page 1-008.50.
Rods: Page 1-008.52 and 1-008.53.
Rod guides: Page 1-008.54.

SWING HANDLE FOR SCANDINAVIAN OVAL CYLINDER
P/N Description P/N Description

275001 Swing handle for 6- and 
7-pin cylinder 275002 Swing handle for 

5-pin cylinder

248801-3 6-pin cylinder - keyed 
alike 248801-4 6-pin cylinder - keyed 

to differ

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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SWING HANDLE FOR PADLOCK
Swing handle with padlock loop.

MATERIAL:
Handle and dish: Glass fibre reinforced polyamide (PA6), black. 
Nut and shaft: Brass, zinc plated. 
Screws, bolt, washer and padlock loop: Steel, zinc plated.

Cams: 1-008.50.
Rods: Page 1-008.52 and 1-008.53.
Rod guides: Page 1-008.54.

SWING HANDLE FOR PADLOCK
P/N Description

275008 Swing handle for padlock

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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FLUSH SWING HANDLE
Flush swing handle with locking cylinder for cam. Extra thin design. 
Key extraction: Open/closed.
 
Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page 2-560 and 2-570.
Cut-out version E: Page 1-001.02.

MATERIAL:
Handle: Zinc die cast, black powder coated.
Dish: Glass fibre reinforced polyamide (PA6), black.
Shaft: Zinc die-cast, zinc plated.
Cylinder: Zinc die-cast, stainless steel (304) cap and dust shutter.

FLUSH SWING HANDLE 
P/N Description

105002-2 Swing handle - keyed alike IL0333

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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ROD LATCH HANDLE - PULL-TO-OPEN - PADLOCKABLE
Handle with pull-to-open function. Padlockable. As handle is pulled, 
the cams on the inside are pulled towards each other. Latching rods 
may be connected to the cams. Latching rods can be supplied on 
request.  

MATERIAL:
Handle and housing: Zinc, die cast, black powder coated.
Cam points on back: Steel, zinc plated

ROD LATCH HANDLE -PADLOCKABLE
P/N Description

264617 Rod latch handle - Padlockable

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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PROFILE CYLINDERS
Profile cylinder 40 mm in 
brass with 360° rotation. The 
cylinders are manufactured ac-
cording to DIN 18252 and have 
five pins. Supplied with three 
keys and fixing screw. The cam 
can be positioned 8x45°.

The "Solid plug" is used for 
plugging a hole shaped like a 
profile cylinder. It is supplied 
with a screw for fixing it into the 
cylinder hole of a handle etc, 
when no profile cylinder is wan-
ted. The plug is spring loaded to 
obtain "Push-to-Latch" function.

MATERIAL:
Cylinder: Brass, nickel plated in 
matt finish.
Cam: Hardened steel.
Solid plug: Polyamide (PA6), 
black.

PROFILE CYLINDERS
P/N Description P/N Description

511059-1001 Profile cylinder, keyed to 
differ. 511054-1001 Profile cylinder, keyed alike 

LL24512.

511066-1000 Solid plug, black.    

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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