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e Removable handle for easy Cut out

assembly on site

e Roller cam requires less
force for locking

e With or without cylinder and driver
available

e Can be used for different
door thicknesses

e Internal handle available for
opening door from inside
for safety purposes
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APPLICATIONS

Heating and ventilation panels 5\
MATERIAL
BODY: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30
HANDLE:  Polyamide DIN-EN ISO
1043-1 PA6 GFR 30
CAM: Steel
PRODUCT CODE
GROUP CODE  VERSION DOOR  CYLINDER  CAM
THICKNESS
DER P ATIO DD DRIVER
No cylinder 00 10 mm
'% Keyed alike 01 Square
\ i Keyed differ 02 DD (E
E key (5333 05 N—
uro key ( ) 20 v)
CH751 (Stainless steel dust cap) 07 =
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HVAC LOCK

e Roller cam requires less force
for locking
e Without-cylinder version
e Can be used for different
door thicknesses
e Compact design requires less space

PRODUCT CODE

T T T T

GROUP CODE VERSION

DOOR

CYLINDER

THICKNESS

CAM

APPLICATIONS
Heating and ventilation panel

MATERIAL

BODY: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30

HANDLE: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30

CAM: Steel

ADJUSTABLE SCREW: Steel

email | info@b-locks.it  web | www.b-locks.it
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HVAC LOCK 012
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e Can be operated without handle

APPLICATIONS
Heating and ventilation panel

MATERIAL

BODY:  Polyamide DIN-EN ISO 29
CAM: Steel :
ADJUSTABLE SCREW: Steel 40
50 ®
@ 24
a9/

1043-1 PA6 GFR 30 30
60

80

| DT Cut out

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cul

FINISH

Chrome plated

PRODUCT CODE
T T
GROUP CODE VERSION ~ DOOR CAM

THICKNESS

112 tel | +39 0331 901240 fax | +39 0331 903742
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012 HVAC LOCK
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e Outside locking system provides
safety for pressurised doors
) 75 e Roller cam requires less force
‘ J6x6 for locking
e Can be used for different
_ door thicknesses
— —(#)— $ L
APPLICATIONS
= ‘(%)‘ ‘(%)‘ < Cut out Heating and ventilation panel
A $ ' MATERIAL
‘6:9' BODY: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30
46 HANDLE: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30
CAM: Steel
012 A2 STRIKING PLATE
MATERIAL
Zamak DIN-EN 1774-ZnAl4Cul
PRODUCT CODE
GROUP CODE VERSION ~ CYLINDER ~ CAM

email | info@b-locks.it  web | www.b-locks.it
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INTERNAL SAFETY HANDLE 012 A1
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e Internal safety handle is
optional accessory

e Can only be used when external
handle is at unlocking position

APPLICATIONS
Heating and ventilation panel

MATERIAL
Steel

FINISH
Polyamide overmould

INTERNAL SAFETY HANDLE

012 A3

(rew)
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LH/RH

MATERIAL
Polyamide DIN-EN ISO
1043-1 PA6 GFR 30
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BODY | DOOR

Driver

Stepped cam

Lock-fixing device

612

u HVAC LOCK

PRODUCT CODE
BODY DRIVER
1612 -[1]2]-[1]F]-[DD|
—l_ IT' ‘ Zamak

GROUP CODE DRIVER

————— FINISH

Chrome
—— MATERIAL

Black coated

——— FINISH

—» MATERIAL

email | info@b-locks.it

e Outside locking system provides
safety for pressurised doors

e For logo application please contact
Essentra

APPLICATIONS
Heating and ventilation panel

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

DRIVER: Zamak DIN-EN

1774-ZnAl4Cul

LOCK-FIXING DEVICE

For drivers please check page: 166

web | www.b-locks.it
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FUNCTIONAL LOCKING HINGE

712

&
2
=

Assembly:

Functional locking hinge can be mounted left or
right side of the door.

One side function as a hinge the other
function as a lock

Right cover application:
right hinge - left lock

Left cover application:
left hinge - right lock

Removing the door
e Lift the handle
e Remove the door.

tel | +39 0331 901240 fax | +39 0331 903742
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712 FUNCTIONAL LOCKING HINGE

e Lock can also be used as hinge
e Door can be complately removed
by unlocking the both products

PRODUCT CODE
712 - [ 2 |-[0]
o=

GROUP CODE  MATERIAL  FINISH

email | info@b-locks.

APPLICATION
Heating and ventilation panel

MATERIAL

BODY: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30

HANDLE: Polyamide DIN-EN ISO
1043-1 PA6 GFR 30

DRIVER: Zamak DIN-EN
1774-ZnAl4Cul
CAM: Zamak DIN-EN

1774-ZnAl4Cul
CATCH PLATE: Zamak DIN-EN
1774-ZnAl4Cul

it web|www.b-locks.it
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ﬁ

PANEL LOCK WITH 075
HEXAGONAL HEAD
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APPLICATIONS
Electric panels, machinery covers

MATERIAL
BODY: Steel
CAM: Steel

COVER: Plastic

ALLEN KEY

118 tel | +39 0331 901240 fax | +39 0331 903742
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Cut out

PRODUCT CODE
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GROUP CODE

Left hand LH

Right hand RH ¢—



MISCELLANEOUS PRODUCTS 4

462 BRIDGE CLAMP SYSTEM
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Heating and ventilation panels
MATERIAL
max. 22 min.18 HOUSING: PA6 GFR 30
. . KNOB: PA6 GFR 30
— s |- SCREW: Steel
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PRODUCT CODE
T

GROUP CODE  VERSION

email | info@b-locks.it web | www.b-locks.it 119
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« Available in all die-cast zinc alloy \/ \j//
e 3D capability .
e High mechanical resistance R6 1

APPLICATIONS

HVAC

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

BOLT: Steel

NUT: Steel

FINISH

Zinc Plated or black coated

A Note: Bolts are not supplied

PRODUCT CODE

o

GROUP CODE MATERIAL  FINISH

No Finish

Zamak

-

Zinc plated

Black coated

120 tel | +39 0331 901240 fax | +39 0331 903742




